SAUK RAPIDS PLANNING COMMISSION
Sauk Rapids Government Center; 250 Summit Avenue North
MONDAY, October 4, 2021
Time 6:00pm

The Planning Commission is an advisory body to the City Council. One of the Planning Commission's primary functions is to make
recommendations to the City Council. The City Council holds public hearings and makes all final decisions on these matters. Sauk
Rapids City Ordinances require that certain documents and information be included in applications. The Planning Commission may
postpone consideration of an application that is incomplete and may, for other reasons, postpone final action on an application.
For each item the Commission will receive reports prepared by the City staff, and discuss and act on the application. The Planning
Commission must suspend parliamentary procedure to allow any audience member to speak. Those present are asked to turn off
all cell phones and pagers.

AGENDA
1. Callto Order and Pledge of Allegiance
2. Roll Call
3. Additions or Changes to the Agenda
4. Approve the Agenda

5. Audience Items/Visitors
Total Time Limit 10 Minutes for tems NOT on the Agenda

6. New Business
A. C&L Distributing Site Plan Approval

7. Commission Updates
A. Joint Planning Boards
B. Other

-8. Adjournment

*Reminder: Per Diem vouchers are due by December 10, 2021




SAUK RAPIDS PLANNNG COMMISSION REQUEST FOR ACTION

Originating Department:
Community Development

Approved for Agenda by: | Meeting Date:
Todd Schultz ‘ October 4, 2012

Agenda Item #:

|
|

‘ Agenda Section:

Item: C&L Distributing Site Plan Approval

Parcel #: 19.03133.00, 190311500, 190311400

Application Description: Site Plan
Submitted 9/15/21

Deemed Complete 9/16/21

60-Day Deadline: 11/14/21
Acreage:. Approximately 6.8 acres
Previous Action: none

Zoning Classification: Industrial-1,

Comprehensive Plan Future Land Use Designation: Industrial

Applicant/Owner: Dick Family Trust
Recommendation: Approve

I. Background

C&L Distributing is proposing to add 10,080 square feet of cooler space to their existing
facility on South Benton Drive. This will largely finish out their site for any future

expansions.

II. Apply Ordinance

o All setbacks are met

e Parking requirement are met

o Thesite is already landscaped

¢ The site stormwater, drainage, and utilities plan must be approved by engineering
before the site plan will be valid. This plan is currently being reviewed by

engineering.

ITI. Staffis recommending approval with a condition.

Actions Requested: Recommend approval of the Site Plan on the condition that:

e The site stormwater, drainage, and utilities plans must be approved by
engineering before the site plan will be valid.

F:\Everyone\Planning\RFAs\202 I\C&L site plan.doc
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SITE PLAN APPLICATION

APPLICANT INFORMATION

Applicant Name: Rice Companies

Property Owner (if different from above): C&L Distributing

Application Contact Name: Steve Nelson Cell Phone:

Business Phone:  320-252-0404 B Email Address:  steve.nelson@ricecompanies.com
Mailing address: 1019 Industrial Drive South

cty:  Sauk Rapids - [ state: MN | Z1P Code: 56379

SUBJECT PROPERTY INFORMATION

Property address: 1020 Industrial Drive South, Sauk Rapids, MN 56379

Complete Legal Description: | ots 1&2, Block 1 & Outlot A, Sauk Rapids Industrial Park South

Parcel ID: See Below Zoning Classification: IND-1 | Praperty Site Total Acres or Square Feet: 295,563SF
Square footage of all floors in all existing buildings on property: Square footage of all floors in all proposed building/additions:
112,329SF 10,080SF
Land to Building R;tio_(totaT s@e goga;e (;f all floors in all existing and proposed buildings divided by square footage of the property_): 04
Project Name:
C&L Distributing Building Addition Parcels: 190311400, 190311500, 190313300
Project Description:

An approximately 10KSF addition of cooler and ambient storage

Accurate and complete Statement of Use:

The warehousing and distribution of beverages.

ORDINANCE REQUIREMENTS

According to Section 10.13 subdivision of the Sauk Rapids Ordinance Code, a site plan is reqguired.

138c2

Mailing Address: City of Sauk Rapids; 115 240 AVE N; Sauk Rapids, MN 56379 + Phone: 320.258.5300 9/15/2021
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‘ According to Section 10 13 Subdivision of the Sauk Rapids Ordinance Code, 123 parking stalls are required.
| According to Section 10.13 Subdivision ____ of the Sauk Rapids Ordinance Code, the following minimum setbacks are required:
Front: 60 ~ Rear: _30 Side: 20 -
SUBMISSION REQUIREMENTS

Applicant must submit a site plan prepared by a qualified and licensed civil engineer drawn to scale indicating ALL of the following:
X Property lines of the project site and dimensions
X! Proposed and existing buildings/structures and their dimensions
Distances from all buildings/structures to property lines
X Sign location
X Off-street parking spaces/loading areas
& Locations of refuse containers and enclosures
¥ Location, type (scientific name), and size of landscaping material
Storm water drainage flows indicated by arrows, elevation points or existing/ proposed contours
Location of all public utilities:
[ < curb lines
< storm sewer catch basins
2 easements
© emergency access
S telephone
ogas
o electric cable TV
o bus line
X Elevations or renderings of the building/structure are recommended
*All of the above should be addressed somewhere on the site plan or noted in an attached narrative. If an item Is inapplicable to the
application, that should be clearly stated.

For properties zoned D-1, provide the following as required by Ordinance Section 10.12A:
O Indicate sidewalks/paths on the site plan and include materials to be used
O Drainage and utility plan
O Floor Plans
0O Lighting Plan
O Colored elevations
< Include colored elevation of refuse enclosure and indicate materials to be used
2 Indicate materials to be used and glazing percentages
< Indicate building/structure heights

EROSION CONTROL PERMIT ALSO NEEDED?

Sauk Raplds Ordlnance Section 14.04 requires an Erosion Control Permit for any of the following activities:
X Land disturbance activity in excess of 5,000 square feet
[0 Land disturbing activity that disturbs more than 200 lineal feet of road ditch, grass waterway, or other channel; including the placement,
repair, or removal of any underground pipe, utility, or other facility within the cross section of the channel
O Any new public or private road or access drives longer than 125 feet
O Development that occurs in conjunction with a subdivision plat or any building permit for a new home or multi-family complex.
O Temporary stockpiling of fifty (50) or more cubic yards of excess soil on any lot or other vacant area shall not be allowed without issuance of
an Erosion Control Permit (and any other permit required by city ordinance) for the earth moving activity in question.
Land disturbing activity that disturbs less than 5,000 square feet of land that has any of the following characteristics: |
0O Within 25 feet of a waterway
O Highly erodible soils
O Any land disturbing activity that the City determines to have a high risk

SIGNATURES

Date: 7/;{ /'é/

a7

I attest that this application and attached information is accurate and correctly states my lntentlons Imtlalszgw

Property Owner (|f different from above):

I understand myself or my representative must be present at the publlc meetlngs concerning this application. ImtlaIWJ

I take the respon5|b|||ty for compllance wnth alI conditions imposed upon sme plan approval. Imtlals ﬁ/l‘/’r

I understand site plan approval is valid for one year. Initials: (_.fﬂ/ )

FOR OFFICE USE ONLY

2009 Fee: $400 | Receipt No.: ‘ Date Recelved

Mailing Address: City of Sauk Rapids; 115 20 AVE N; Sauk Rapids, MN 56379 ¢ Phone: 320.258.5300 9/15/2021



| APPLICANT INFORMATION
i Applicant Name: Rice Companies ‘
| MPCA Permit #, if applicable: |
| Application Contact Name: Steve Nelson Cell Phone: '
| Business Phone: 320-252-0404 | Email Address: steve.nelson@ricecompanies.com

Mailing address: 1019 Industrial Drive South |
| City: Sauk Rapids | State: MN | ZIP Code: 56379 |

‘ SUBJECT PROPERTY INFORMATION

‘ Property address: 1019 Industrial Drive South, Sauk Rapids, MN 56379

i Parcel ID: 190311400, 190311500, & 190313300 | Acres or Square Feet: 295 563SF
REQUIREMENT
' Sauk Rapids Ordinance Section 14.04 requires an Erosion Control Permit for this project because: ‘

| X Land disturbance activity in excess of 5,000 square feet
O Land disturbing activity that disturbs more than 200 lineal feet of road ditch, grass waterway, or other channel; including the placement,
repair, or removal of any underground pipe, utility, or other facility within the cross section of the channel
O Any new public or private road or access drives longer than 125 feet
| O Development that occurs in conjunction with a subdivision plat or any building permit for a new home or multi-family complex. ‘
O Temporary stockpiling of fifty (50) or more cubic yards of excess soil on any lot or other vacant area shall not be allowed without issuance of
an Erosion Control Permit (and any other permit required by city ordinance) for the earth moving activity in question.
Land disturbing activity that disturbs less than 5,000 square feet of land that has any of the following characteristics:
0O Within 25 feet of a waterway
[ Highly erodible soils
O Any land disturbing activity that the City determines to have a high risk

PROJECT DESCRIPTION

Please provide a brief, general description of the proposed project per City of Sauk Rapids Ordinance Section 14.05 Subdivision 3. B. including
the nature and purpose of the land disturbance and the amount of grading, utilities, and building construction involved:
The Construction of an ~10KSF building addition and associated parking/drives. The existing stormwater |
basin on the SE will be modified for the additional impervious surfaces. There will be no rise in the flood
elevation because of there is a net increase in flood volume due to the pond modification. Approximately
1,000CY of material will be moved on site.

,/ :;, , 5 y, SIGNATURE
} — ‘. - x r Y .f - I
 Applidant: _;M .07 vete: 9 /)5 /2 )

Applicant’s Commitment: |

I certify that I have reviewed a copy of any current Stormwater Pollution Prevention Plan (SWPPP) for the project area in which I am working and
I am responsible to protect, repair or replace any installed erosion and sediment control measures disturbed by any activity on the project site,
and to monitor effectiveness of the SWPPP in the area(s) listed above. I agree to comply with the regulations set within the City of Sauk Rapids
Ordinance Code. I understand that I may need to modify implemented protection measures as site conditions fluctuate. I will ensure all site
runoff is adequately treated by stormwater controls. I will be responsible for actions of all subcontractors and delivery personnel at the worksite
related to my construction activity, and their impact on any SWPPP and/or this permit until the time the land is transferred to some other person
or entity. At that time I will submit a transfer form with the new pro owner’s information and signature. Furthermore, I understand this

| permit must be provided upon request within 24 hours. Initials:

| FOR OFFICE USE ONLY |
l 2009 Fee: $190 minir_num for under one acre, $25/each add_iﬁonal acre, $500 maximum Receipt No.: | Date Received: ‘
! Entered into the Permit Database by: Permit Issuance Date: | Permit Closed Date: '
: Copy handed/mailed to applicant on: Issued by: .

Mailing Address: City of Sauk Rapids; 115 2N AVE N; Sauk Rapids, MN 56379 ¢ Phone: 320.258.5300 9/15/2021
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T Temmon round ANAREE COMPAMIES

LEGAL DESCRIPTION \

Lots ) and 2, Black |, and Qutlor A, al) in SAUK RAPIDS INDUSTRIAL PARK SOUTH. Bermun Coumry.
Minnesom.

~The utilities shown hereos were kxoutad sing the Gopher State Ore-Call system and vesifieil i the feld
thene possible. Privare utility Jocations, such 2 uadenground sprinklers, iederground service lines.ect
‘may bat have been locansd, O'Maliey & Ksod cannot gt that all wility corperies respaded of the
aceuracy or cumpleteness of the bocates. Prir b digging. contact Gopher Goe o1 1-300-252-1 §66 nad refer
10 ticket mumbes 212042413,

BUILDING ADDITION

1020 INDUSTRIAL DRIVE SOUTH, SAUK RAPIDS, MN 56379

C & L DISTRIBUTING

Legend
———0———  INDICATES IRON MONUMENT PLACED
-—-—8———  INDICATES IRON MONUMENT FOUND
~—— T~ INDICATES STORM SEWER LINE
———®i——  INDICATES SANITARY SEWER LINE
T ——  INDICATES UNDERGROUND WATER
———6——  INDICATES UNDERGAGUND 64S
—F INDICATES UNDERGROUND ELECTRIC
e Tew —  INDICATES UNDERGROUND TELEPHONE 0
. ¢ INDICATES UNDERGROUND CABLE 8 1
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B e s
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RO A~ AR N e e B INDICATES POLE
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CERTIFICATE OF SURVEY PREPARED BY: HUREBY CERTIFY THAT THIS SURVEY. PLAN OR REPORT WAS PREPARED BY ML ey Tr—
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DOCUMENT 15 PROHIBTTED. ] - ——————— . + 0730-2 —— =55
FAX 320-685-3056 FAX 320-685-3056 DANILL 3. KRGN P e
LAND sURVBORS: INC . MINKESOTA HEGISTRATION NO. 42621 e i e =
S e i e

WCALNSHIE TR ey - buns Duee

@
2
=l
g
S
a
o
=
%
52
w

FOR PERMIT APPROVAL C101

(ST ——



Oy bt

REMOVE EXISTING
STORM

SEWER

SAWCUT CONCRETE
PAVEMENT

REMOVE STEPS
REMOVE RETAINING
WALL

1

(g2 e

oot Anmaon: =

ol

020

-

o i i ——

s

T =ty

|
|

&

Cali 48 Hours before digging 6
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= Tomimon Tou-a Hlance COMPANIES

OB
REMOVAL LEGEND 5
> O
BasTING PROPOSED — :
PROPERTY LINE — |— =
— o —  SAWCUT PAVEMENT F b~y
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=\ tmimietmie CURB & GUTTER : o
—i—imimimam ] SANTIARY SEWER n <
- o o N A 'WATER MAIN m < z
- - - - HYDRANT !
o+ S - 2
e s s
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OVERHEAD ELECTRIC F S
UNDERGROUND TELEPHONE Q 2
— OVERHEAD TELEPHONE m J 8
—— -yt e TELEPHONE FIBER OPTIC S —
oETI e S5E
< AUSL L RETAINING WALL Q z
gt -ty FENCE m Q
CONCRETE J =
= BITUMINOUS -
BUILDING ﬁ
@ TREE “ @
s 5* LIGHT POLE g
¥ TRAFFIC SIGN F4
CONSTRUCTION BARRICADE 0 ;
@ B SOIL BORING LOCATION g
T 8 -
Srrmmrinand SRIRIEKD  merune

REMOVAL NOTES

1. LOCATIONS AND ELEVATIONS OF EXISTING TOPOGRAPHY AND UTILITIES AS SHOWN ON THIS
PLAN ARE APPROXIMATE. CONTRACTOR SHALL FELD VERIFY SITE CONDITIONS AND UTILITY
LOCATIONS PRIOR TO EXCAVATION/CONSTRUCTION. THE ENGINEER SHALL 8E NOTIRED
IMMEDIATELY IF ANY DISCREPANCIES ARE FOUND.

2. CONTRACTOR SHALL COORDINATE LIMITS OF REMOVALS WITH PROPOSED IMFROVEMENTS
AND FIELD VERIFY CONDITION OF EXISTING APPURTENANCES TO REMAIN. CONTRACTOR
SHALL BE RESPONSIBLE FOR PROTECTING OR REPLACING MISCELLANEOUS ITEMS (SUCH AS
FENCES, SIGNS, IRRIGATION HEADS, ETC} THAT MAY 8E DAMAGED BY CONSTRUCTION.

3 CONTRACTOR SHALL PLACE ALL NECESSARY ERDSION CONTROL MEASURES REQUIRED TO
MAINTAIN STTE STABRLITY FRIGR TO EXECUTING ANY SITE REMOVALS.

4. CONTRACIOR SHALL BE FORC WITH UTILITY FOR
REMOVAL AND/OR RELOCATION OF EXISTING UTILITIES AFFECTED BY SITE DEVELOPMENT. ALL
PERMITS, APPLICATIONS AND FEES ARE THE RESPONSIBILITY OF THE CONTRACTOR.

HERSDY CERTIY THAY THES PLAN
WA PRERARED RY ME OR LIDAR MY
WECT SUPERVIION AND THATIAM
ADULY LICTNSED FROFESIGNAL
ENGRVIER URDER T LawS of Tt
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LUSEa TN S0l oW

BolAl S

Call 48 Hours before digging: G’R" E
e T T— = 811 or call811.com
~Common Ground Aance

Fance COMPANIES

e | U LEGEND
g o — i XISTING PROPOSED *»
= = o= === PROPERIY LINE z 5
h LOT UNE 3
| O s
i — - — - —  SETBACKLINE _
EASEMENT LINE
' ; ! — l- =
N i INDEX CONTOUR -
EOF : INTERVAL CONTOUR h Q g
ol 3 STORM SEWER £
" #y = IE FLARED END SECTION (WITH RIPRAP) Q
o 1 ORAIN TLLE < é
/ CURB AND GUTTER «
\ TIP-QUT CURB AND GUTTER ] 0 =]
) POND NORMAL WATER LEVEL g
1 [ RETAINING WALL m z s
[ 0 FENCE F — E
— N t
' - CCONCRETE PAVEMENT n 8
- ! ~ } CONCRETE SIDEWALK m ' 4
= \ ; HEAVY DUTY BITUMINGUS PAVEMENT il
\ [ ° BOLLARD / POST : E
1 i » 500.00 SPOT ELEVATION =
§ ; oo FLOW DIRECTION m a
- S TWE0000 .}
1 EWoI000K TOP AND BOTTOM OF RETAINING WALL 4 s
I | : EQF—x wp EMERGENCY QVERFLOW . ﬁ
| : o =
. =
| GENERAL SITE NOTES =]
O :
| =
1 1. BACKGROUND INFORMATION FOR THIS PROJECT PROVIDED BY O'MALLEY & KRON LAND SURVEYORS, INC, COLD SPRING, MN, 7/30/2021 g
| 1 2 LOCATIONS AND ELEVATIONS OF EXISTING TOPOGRAPHY AND UTILITIES AS SHOWN OM THIS PLAN ARE APPROXIMATE. CONTRACTOR SHALL ‘°—
| FELD VERIFY SITE CONDITIONS AND UTILITY LOCATIONS PRIOR TO EXCAVATION/CONSTRUCTION. IF ANY DISCREPANCIES ARE FOUND, THE
ENGINEER SHOULD 8E NOTIFIED IMMEDIATELY,
| Cy 3. REFER TO BOUNDARY SURVEY FOR LOT BEARINGS, DIMENSICNS AND AREAS
| | L ' 4. ALL DIMENSIKONS ARE TO FACE OF CURB OR EXTERIOR FACE OF BUILDING UNLESS OTHERWISE NOTED.
1z - .
| ] : 5 REFER TO ARCHIECTURAL PLANS FOR EXACT BUILDING DIMENSIONS AND LOCATIONS OF EXITS, RAMPS, AND TRUCK DOCKS
| 3 6 THE CONTRACTORSHALL BE RESPONSIBLE FOR PROVIDING AND MAINTAINING TRAFFIC CONTROL DEVICES SUCH AS BARRICADES, WARNING
ET SKGNS, DIRECTIONAL SIGNS, FLAGGERS AND LIGHTS TO CONTROL THE MOVEMENT OF TRAFFIC WHERE NECESSARY. PLACEMENT OF THESE
t v DEVICES SHALL BE APPROVED BY THE CITY AND ENGINEER PRIOR 70 PLACEMENT. TRAFFIC CONTROL DEVICES SHALL CONFGRM TO
| - APPROPRIATE MNDOT STANDARDS
-
| 1= \ 7. BITUMINOUS PAVEMENT AND CONCRETE SECTIONS TO BE IN ACCORDANCE WITH THE RECOMMENDATIONS OF THE GECTECHNICAL
< ! ENGINEER.
| g [ 8. CONTRACTOR SHALL MAINTAIN FULL ACCESS TO ADJACENT PROPERTIES DURING CONSTRUCTION AND TAKE ALL PRECAUTIONS NECESSARY
i ' L TO AVCID PROPERTY DAMAGE TO ADJACENT PROFERTIES
E
I ! v |
] R
EXCAVATE BERM — : HE
DETWEEN BASINS. r N H GENERAL GRADING NOTES
CONTINUE GRADING 70 )
BOTTOM OF BASINS, | .
i 1. ALLEXCAVATION SHALL BEIN ACCORDANCE WITH THE CURRENT EDITION OF *STANDARD SPECIFICATIONS FOR TRENCH EXCAVATION AND

BACKFILUSURFACE RESTORATION" AS PREPARED 8Y THE CITY ENGINEERS ASSOCIATION OF MINNESOTA

2 ALL DISTURBED UNPAVED AREAS ARE TC RECEIVE FOUR INCHES OF TOPSOIL AND SOD OR SEED. THESE AREAS SHALL BE WATERED UNTIL A
HEALTHY STAND OF GRASS IS OBTAINED. SEE LANDSCAPE PLAN FOR PLANTING AND TURF ESTABLISHMENT,

3 THE CONTRACTOR SHALL BE E FOR AND TRAFFIC CONTROL DEVICES SUCH AS BARRICADES, WARNING
SIGNS, DIRECTIONAL SKGNS, FLAGMEN AND LIGHTS TO CONTROL THE MOVEMENT OF TRAFFIC WHERE NECESSARY. PLACEMENT OF THESE
DEVICES SHALL BE APPROVED BY THE ENGINEER PRIGR T PLACEMENT. TRAFFIC CONTROL DEVICES SHALL CONFORM TO APPROPRIATE
MNDOT STANDARDS.

4. ALL SLOPES SHALL BE GRADED TO 3;1 OR FLATTER, UNLESS OTHERWISE INDICATED ON THIS SHEET.

5. CONTRACTOR SHALL UNIFORMLY GRADE AREAS WITHIN LIMITS OF GRADING AND PROVIDE A SMOCTH FINISHED SURFACE WITH UNIFORM
SLOPES BETWEEN POINTS WHERE ELEVATIONS ARE SHOWN OR BETWEEN SUCH POINTS AND EXISTING GRADES

6. SPOT ELEVATIONS SHOWN INDICATE FINISHED PAVEMENT ELEVATIONS & GUTTER FLOW LINE UNLESS OTHERWISE NOTED, PROPOSED
ARE TO FINISHED SURFACE GRADE

7. SEE SOILS REPORT FOR PAVEMENT THICKNESSES AND HOLD DOWNS.

8. CONTRACTOR SHALL DISPOSE OF ANY EXCESS SOIL MATERIAL THAT EXISTS AFTER THE SITE GRADING AND UTILITY CONSTRUCTION IS
COMPLETED. THE CONTRACTOR SHALL DISPOSE OF AtL EXCESS SOIL MATERIAL IN A MANNER ACCEPTABLE TO THE GWNER AND THE
REGULATING AGENCIES,

CONNECT TO EXISTING CATCH BASIN. —
1E=101733 - %

CONTRACTOR TO VERIFY EXISTING SIZE,

ELEVATION, mcnmu.;n{mvpz -
- O R

9. CONTRACTOR SMALL PROVIDE A STRUCTURAL RETAINING WALL DESIGN CERTIFIED 8Y A LICENSED FROFESSIONAL ENGINEER
FACIL BURDNNG
ey

3

ALL CONSTRUCTION SHALL CONFORM TQ LOCAL, STATE AND FEDERAL RULES INCLUDING THE NATIONAL POLLUTANT DISCHARGE
. ELIMINATION SYSTEM (NPDES) PERMIT REQUIREMENTS,

- — —mzn.-,l-“ — _._

I PRIOR TO PLACEMENT OF ANY STRUCTURE OR PAVEMENT, A PROOF ROLL, AT MINIMUM, WILL BE REQUIRED ON THE SUBGRADE PROOF
4 H H

: ROLLING SHALL BE ACCOMPLISHED 8Y MAXKING MINIMUM OF 2 COMPLETE PASSES WITH FULLY-LOADED TANDEM-AXLE DUMP TR
) APPROVED EQUAL, IN EACH OF 2 PERPENDICULAR DIRECTIONS WHILE UNDER SUPERVISION AND DIRECTION OF THE INDEPENDENT TESTING
LABORATORY. AREAS OF FAILURE SHALL BE EXCAVATED AND RE-COMPACTED AS SPECIFIED HEREIN.

)

i EMBANKMENT MATERIAL PLACED BENEATH BUILDINGS AND STREET OR PARKING AREAS SHALL BE COMPACTED IN ACCORDANCE WITH THE
¢ SPECIFIED DENSITY METHCD AS OUTLINED IN MNDOT 2105.3F1 AND THE REQUIREMENTS OF THE GEOTECHNICAL ENGINEER.
i

@

EMBANKMENT MATERIAL NOT PLACED IN THE BUILDING PAD, STREETS OR PARKING AREA, SHALL BE COMPACTED IN AGCORDANCE WITH
REQUIREMENTS OF THE ORDINARY COMPACTION METHOD AS OUTLINED IN MNDOT 2105.3F2.

|

S
N
|

— H 14, ALL SOILS AND MATERIALS TESTING SHALL BE COMPLETED BY AN INDEFENDENT GEQTECHNICAL ENGINEER. EXCAVATION FOR THE PURPOSE
- OF REMOVING UNSTABLE OR UNSUITABLE SOILS SHALL BE COMPLETED AS REQUIRED BY THE GEOTECHNICAL ENGINEER THE CONTRACTOR
- P SHALL BE RESPONSIELE FOR COORDIMATING ALL REQUIRED SOILS TESTS AND INSPECFIONS WATH THE GEOTECHNICAL ENGINEER
- -
“DAYLIGHT PVC PIPE
~AACY: *

il GENERAL STORM SEWER NOTES cl. 2. Yo

3. ALL STORM SEWER MATERIAL AND INSTALLATIONS SHALL BE PER CITY REQUIREMENTS, MINNESOTA PLUMBING CODE, AND [N ACCORDANCE
'WITH THE CURRENT EDITION OF “STANDARD SPECIFICATICNS FOR WATER MAIN AND SERVICE UNE INSTALLATION AND SANITARY SEWER AND
STORM SEWER INSTALLATION" AS PREPARED BY THE CITY ENGINEERS ASSOCIATION OF MINNESOTA,

2. PRIQR TO CONSTRUCTION, THE CONTRACTOR SHALL OBTAIN THE NECESSARY FEDERAL, STATE AND LOCAL PERMITS FOR THE PROPOSED
WORK OR VERIFY WITH THE OWNER OR ENGINEER THAT PERMITS HAVE SEEN CBTAINED, PERMIT FEES SHALL BE THE RESPONSIBILITY OF THE
130+ CONTRACTOR UNLESS OTHERWISE ARRANGED WITH THE OWNER

3 ALL PRIVATE UTILITIES SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE SPECIFICATIONS OF THE APPROPRIATE UTILITY COMPANY THE
CONTRACTOR SHALL COORDINATE THE SERVICE LINE CONSTRUCTION WITH THE UTILITY COMPANIES.

4. CONTRACTOR SHALL OBTAIN ALL NECESSARY CITY FERMITS FOR UTILITY CONNECTIONS, AND UTILITIES SHALL BE INSPECTED AND APPROVED
. @“’ BY THE CJTY. THE CITY SHALL BE NOTIFIED 48-HOURS PRIOR 70 COMMENCING WITH THE UTILITY CONSTRUCTION OR ANY REQUIRED TESTING.
‘CONTRACTOR SHALL NOT OPERATE, INTERFERE WITH, CONNECT ANY PIPE OR HOSE TO, OR TAP ANY WATER MAIN BELONGING TO THE CITY
UNLESS DULY AUTHORIZED TO DO SO BY THE CITY. ANY ADVERSE CONSEQUENCES OF SCHEDULED OR UNSCHEDULED: DISRUPTIONS OF
* SERVICE TO THE PUBLIC ARE 70 BE THE RESPONSIBILITY OF THE CONTRACTOR

5. STORM SEWER PIPE:

A PVC STORM SEWER PIPE AND FITTINGS SHALL BE SCHEDULE 40 PIPE PER ASTM D2665 AND INSTALLED PER ASTM D2321.
B ALL STORM SEWERJOINTS AND STRUCTURE CONNECTIONS SHALL BE GASTIGHT OR WATERTIGHT AS REQUIRED BY MINNESOTA PLUMBING
CODE, PART 707.3. STORM SEWER LOCATED WITHIN 10-FEET OF A BUILDING AND/OR WATER LINE SHALL BE TESTED PER MINNESOTA
\ PLUMBING CODE, PART 712.

ALL NONCONDUCTIVE PIPE SHALL BE INSTALLED WITH A LOCATE (TRACER) WIRE PER MINNESOTA PLUMBING CODE, PART 604.9.
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ianca COMPANIES

EROSION CONTROL LEGEND

| BISTING FPROPOSED
—— = = e FROPERTYLINE
) T o e e - INDEX CONTQUR
e INTERVAL CONTQUR
CURB AND GUTTER
—— + -+ =——  POND NORMAL WATER LEVEL
—— § —a——  SITFENCE
it WA e— HEAVY DUTY SILF FENCE
— L — REDUNDANT SILT CONTROL
—— b ——8  STORMSEWER
> FLARED END SECTION (WITH RIPRAP)

WATER MAIN
SANITARY SEWER

WALL

Fect Number

DRAIN TRE

GRADING UMITS

ROCK CONSTRUCTION ENTRANCE

50D

MNDOT SEED MIX 25131 (HYDROSEEDED)
MNDOT SEED MIX 33-261 (HYDROSEEDED)

BUILDING ADDITION

1020 INDUSTRIAL DRIVE SOUTH, SAUK RAPIDS, MN 66379

’ EQF—nmp EMERGENCY OVERFLOW

D = 50IL BORING LOCATION

@ INLET PROTECTION

GENERAL EROSION CONTROL NOTES

C & L DISTRIBUTING

1. ALL SILT FENCE AND OTHER EROSION CONTROL FEATURES SHALL BE JN-PLACE FRIOR TO ANY
EXCAVATION/CONSTRUCTION AND SHALL BE UNTIL VIABL UND
COVER HAS BEEN ESTABLISHED, BXSTING SILT FENCE ON-SITE SHALL BE MAINTAINED AND OR
REMOVED AND SHALL BE CONSIDERED INCIDENTAL TO THE GRADING CONTRACT. IT IS OF
EXTREME MPORTANCE 7O BE AWARE OF CURRENT FIELD CONDITIONS WITH RESPECT TO
EROSION CONTROL TEMPORARY PONDING, DIKES, HAYBALES, ETC., REQUIRED BY THE CITY

R SHALL BE INCIDENTAL 70 THE GRADING CONTRACT,

2. EROSION AND SILTATION CONTROL (ESC); THE CONTRACTOR SHALL ASSUME COMPLETE
RESPONSIBILITY FOR CONTROLLING ALL SILTATION AND EROSION CF THE PROJECT AREA. THE
CONTRACTOR SHALL USE WHATEVER MEANS NECESSARY TO CONTROL THE EROSION AND
SILTATION {NCLUDING BUT NOT LMITED TO: CATCH BASIN INSERTS, CONSTRUCTION
ENTRANCES, EROSKIN CONTROL BLANKET, AND SILT FENCE. ESC SHALL COMMENCE WITH
GRADING AND CONTINUE THROUGHOUT THE PROJECT UNTIL ACCEPTANCE OF THE WORK BY
THE OWNER. THE CONTRACTOR'S RESPONSIBILITY INCLUDES ALL IMPLEMENTATION AS
REQUIRED TO PREVENT EROSION AND THE DEPOSITING OF SILT. THE OWNER MAY DIRECT THE
CONTRACTOR'S METHODS AS DEEMED FIT TO PROTECT PROPERTY AND IMPROVEMENTS. ANY
DEPOSITION OF SILT OR MUD ON NEW CR EXISTING PAVEMENT OR IN EXISTING STORM

i SEWERS DR SWALES SHALL BE REMOVED AFTER EACH RAIN EVENT. AFFECTED AREAS SHALL BE

i CLEANED TO THE SATISFACTION OF THE OWNER, ALL AT THE EXPENSE OF THE CONTRACTOR.

i ALL TEMPORARY EROSION CONTROL SHALL BE REMOVED BY THE CONTRACTOR AFTER THE

" 1 TURF IS ESTABLISHED.

1020~

O

-

1 3. ALL STREETS DISTURBED DURING WORKING HOURS MUST BE CLEANED AT THE END OF EACH
l i 'WORKING DAY. A CONSTRUCTION ENTRANCE TO THE SITE MUST 8E PROVIDED ACCORDING TO
i ,l DETAILS TO REDUCE TRACKING OF DIRT ONTO PUBUC STREETS

4 PROPOSED PONDS SHALL BE EXCAVATED FIRST AND USED AS FEMPORARY PONDING DURING
CONSTRUCTION.

i
aex

1= MODRED BASIN .} 5 WHEN INSTALLING END-OF-LINE FLARED END) SECTIONS, BRING THE SILT FENCE UP & OVER THE
i/ "“"-; =10200 ¢ s FLARED END SECTIONS & COVER DISTURBED AREAS WITH RIP RAP. THE UPSTREAM FLARED END
;1 NW0bAs” SECTIONS SHALL HAVE WOCD FIBER SLANKET INSTALLED ON THE DISTURBED SOILS.
LN
“ L. " ! N ;‘ B 6 ALLUNPAVED AREAS ALTERED DUE TO CONSTRUCTKIN ACTIVITIES MUST BE RESTORED WITH
L1 P SEED AND MULCH, SOD, EROSION CONTROL BLANKET OR BE HARD SURFACE WITHIN 2 WEEKS
i ; i
{1

i OF COMPLETION OF CONSTRUCTICN.

! 7. THE SITE MUST BE STABILIZED PER THE REQUIREMENTS OF THE MPCA, NPDES, MNDOT, AND
i any.
- A TEMPORARY (GREATER THAN 1-YEAR) SEED SHALL BE MNDOT SEED MIX 22-111 AT
‘ B H 30.5-POUNDS PER ACRE.

B. TEMPORARY (LESS THAN 1-YEAR) SEED SHALL BE MNDOT SEED MIX 21-112 (FALL) OR
21-111 (SPRING/SLIMMER] AT 100-POUNDS PER ACRE

f c INFILTRATION/FILTRATION BASIN BELOW THE HWL SHALL §E MNDOT SEED MIX 33-261 AT
35-PDLUINDS PER ACRE.

D.  POND SLOPES SHALL BE MNDOT SEED MIX 33-261 AT 35-POUNDS PER ACRE.

E GENERAL SEEDING SHALL BE MNDOT SEED MIX 25-131 (COMMERCIAL TURF) AT
220-POUNDS PER ACRE

F MULCH SHALL 8 MNDOT TYPE 1 APPLIED AT 2-TONS PER ACRE.

8. FOR AREAS WITH SLOPE OF 4:1 OR GREATER, WITH 50D OR CH IS
REQUIRED.

1 9. ALL TEMPORARY STOCKPILES MUST HAVE SILT FENCE INSTALLED AROUND THEM TO TRAP
SEDIMENT.

10 ALL PERMANENT FONDS USED AS TEMPORARY SEDJMENT BASINS DURING CONSTRUCTION
SHALL BE DREDGED AFTER THE SITE HAS BEEN STABILIZED TO RESTORE THE POND TO THE
PROPDSED BOTTOM ELEVATION.

11. AL CONSTRUCTION SHALL CONFORM TO LOCAL AND STATE RULES INCLUDING THE NATIONAL
POLLUTANT DISCHARGE ELIMINATION SYSTEM (NPDES) PERMIT REQUIREMENTS.

CENTIFY BUAT TS PLAN
12. PUBLIC STREETS USED FOR HAULING SHALL 8 KEPT FREE OF SOIL AND DEBRIS STREET
SWEEPING SHALL BE CONCURRENT WITH SITE WORK.
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THE EROSION PREVENTION AND SEDIMENT CONTROL BMP'S SHALL BE INSTALLED TO MINIMIZE EROSION FROM DISTURBED SURFACES AND CAPTURE

SWPPP NARRATIVE
SEDIMENT ON SITE  THE FOLLOWING LIST DEFINES THE TIMING OF EROSION PREVENTION AND SEDIMENT CONTROL MEASURES IN SPECIFIC AREAS.

€all 48 Hours before digging:
811 or call811.com
= Commen Ground Allance

ORICE

COMPANIES

THE SWPPP 1S PREPARED IN ACCORDANCE WITH THE NATIONAL POLLUTANT DISCHARGE ELIMINATION SYSTEM (NPDES} REGULATIONS AS ESTABLISHED BY
THE CLEAN WATER ACT. THE MIRNESOTA POLLUTION CONTRCL AGENCY'S CONSTRUCTEON GENERAL PERMIT MN R100001 (CSGP) (EXPIRATION DATE: = PRIOR TO START OF CONSTRUCTION

ERLIONG

JULY 31, 2023) PROVIDES A FRAME WORK OF REQUAREMENTS FOR COMPUIANCE TO DISCHARGE STORMWATER FROM A CONSTRUCTION STE

THE SWFPP IS FOR BY THE OWNER AS LISTED BELOW, AT C&( DISTRIBUTING, THIS REPORT SHALL BE ON THE SITE AT
ALL TIMES DURING CONSTRUCTION. THE OWNER MUST ALSC KEEF THIS SWPPP ON FILE FOR THREE YEARS AFTER SUBMITTAL OF THE NQTICE OF
TERMINATION. THE FOLLOWING ARE OUTUINED IN THIS SWPPP:

~ CONTROL MEASURES FOR STORM WATER POLLUTION PREVENTION PRIOR TO AND DURING CONSTRUCTION

~ CONTROL MEASURES FOR STORM WATER POLLUTION PREVENTION AFTER CONSTRUCTION

- SOURCES OF STORMWATER AND NON-STORMWATER POLLURION

- INSPECTION AND MAINTENANCE PROCEDURES

IDENTIFY PERSONNEL INVOLVED WITH THE PROJECT AND THEIR RELATED NECESSARY TRAINING COMMENSURA';‘E ‘WITH THEIR TASK PRIOR TO
COMMENCEMENT OF CONSTRUCTION ACTIVITIES.

OWNEiL/OPERATOR RESPONSIBILTIES
OWNER

+DEVELOPMENT OF SWPPP PRIOR TO APPLICATION/NOC) SUBMITTAL,

-SUBMIT A COMPLETE AND ACCURATE APPLICATION FORM (Nop

-COMPUIANCE WITH ALL TERMS AND

~SWPPP SUBMITTAL FOR 30 DAY REVIEW FOR PROTECT GREATER THAN SD ACRES & DISCH!RGING TO SP[CIAUIMPAIRED WATERS WITHIN 1 MILE OF
SITE DISCHARGE

~KEEPING PERMIT COVERAGE UP-TO-DATE (TRANSFER/SUBDIVISION)

~SUBMIT NOTICE OF TERMINATION (NOT) WITHIN 30 DAYS AFTER ALL PERMIT TERMINATION CONDITIONS AS LISTED IN SECTION 13 ARE COMPETE

-SUBMIT NOTICE OF TERMINATION (NOT) WITHIN 30 DAYS OF MEETING REQUIREMENTS OF FINAL STABILZATION

-IDENTIFY WHO HAS LONG ION AND E Y OF THI STORMWATER SYSTEM,

~DEVELOP CHAIN OF RESPONSIBILITY WITH ALL OPERATORS TO ENSURE NPDES COMPI.IANCE

-IDENTIFY TRAINED PERSONNEL TO DEVELOP THE SWPFP, INSTALL AND MAINTAIN BEST MANAGEMENT PRACTICES, AND OVERSEE THE SWPPP AND
CONDUCT INSPECTIONS

OPERATOR
-COMPLETION OF AN ACCURATE NO! WITH THE OWNER
-COMPLIANCE WITH CSGP SECTIONS 3, 4, 6-22, 24 AND ANY APPLICABLE REQUIREMENTS FOR CONSTRUCTICN ACTIVITY IN SECTION 23 (MINN. R 7090)
-KEEPING THE PERMIT UP-TO-DATE WITH THE OWNER {PARTIAL WHOLE, CONTRACTOR, BUILDER, ETC)
-COMPLETE AND SIGN APPLICATIONS FOR FERMIT TRANSFER AND MODIFICATION AND NOTICE OF TERMINATION WITH OWNER AS NEZDED.

THE FOLLOWING EROSION PREVENTION AND SEDIMENT CONTROL MEASURES ARE SHOWN IN THE PLANS AND SHALL BE IMPLEMENTED PRIOR TO
CONSTRUCTION.
1. INSTALL SILT FENCE OR OTHER SEDIMENT CONTROL AROGUND THE PERIMETER OF AREAS TO BE GRADED AND ALL AREAS WHICH ARE NOT TG BE
DISTURBED AS SHOWN ON THE GRADING AND EROSION CONTROL PLAN.
2 CONSTRUCT GRAVEL CONSTRUCTION ENTRANCES AT RELD ENTRANCES TO THE SITE AS SHOWN ON THE CONSTRUCTKON PLANS.
3. INLET PROTECTION IS TO BE INSTALLED AT ALL STORM WATER INLETS WHICH HAVE THE POTENTIAL TO RECEIVE STORM WATER RUNOFF FROM THE
CONSTRUCTION SITE WITHIN 200 FEET OF LIMITS OF CONSTRUCTION.
4. INSTALL SILT FENCE OR OTHER SEDIMENT CONTROL ARDUNG ALL TEMPORARY INACTIVE STOCKPILES. ALL SILT FENCES FOR STOCKFILES SHALL BE
INCIDENTAL TO GRADING CONTRACT IF STOCKPILES ARE PLACED OUTSIDE OF SILT FENCES SHOWN ON THE PLAN,

APRON IS INSTALlEl) RIPRAP SHALL BE INSTALLED UNDER APRON LIP ACCORDING TO THE STANDARD DETALL,
8 SUFFICIENT PERSONNEL, EQUIPMENT, AND MATERIALS SHALL BE MOBILIZED WITHIN 24 HOURS OF A WRITTEN ORDER BY THE OWNER OR
OWNER'S REPRESENTATIVE TO CONDUCT CORRECTIVE WORK AND INSTALL TEMPORARY EROSION CONTRCL WORK IN THE CASE OF AN

AVAILABLE WITHIN 72 HOURS OF REQUEST. DOCUMENTATION SHALL BE A WRITTEN FORM OF CORRESPONDENCE VERIFYING THE NEED FOR REMOVAL.

»  UPON COMPLETION OF CONSTRUCTION ACTIMITIES

PERMIT TERMINATIGN CONDITIONS ARE ACHIEVED FOR THE PROJECT WHEN PERMANENT EROSION (ONTROL BMPS ARE APPLIED TO THE SITE. THE
PERMANENT EROSION CONTROL EMP'S MAY BE A C OF VEGETATIVE AND COVER REQUIREMENTS TO
ACHIEVING FINAL STABILIZATION PERMIT TERMINATION CONDITIONS INCLUDE :

1. ALL SOIL DISTURBING ACTIVITY IS COMPLETED ALL DISTURBED AREA WITHOUT
STASNLIZATION.

2 PERMANENT STORMWATER TREATMENT SYSTEM (If REQUIRED) IS CONSTRUCTED AND ACCUIMULATED SEDIMENT HAS BEEN REMOVED FROM
CONSTRLUICTION ACTIVITY. CLEAN OUT ALL SEDIMENT FROM CONVEYANCES AND FROM TEMPORARY SEDIMENT BASINS THAT ARE TO BE USED AS
PERMANENT WATER QUALITY MANAGEMENT BASINS. THE CLEAN OUT OF PERMANENT BASINS MUST BE SUFFICIENT TO RETURN THE BASIN TO
DESIGN CAPACITY.

3 THE VEGETATIVE COVER FOR THE SITE 1S AT A DENSITY, WITH UNIFORM PERENNIAL COVER OF 70% OF THE EXPECTED FINAL GROWTH DENSITY.

4 ALL TEMPORARY, SYNTHETIC BMP'S HAVE BEEN REMOVED

JRFACES ARE FDR FANAL

PERMANENT VEGETATION ESTABLISHMENT

TERMANENT SHALL FOLLOW TRE RECOMMENDATIONS PER NOTES AND SPECIFICATIONS IN THE GRADING AND/OR LANDSCAFE PLAN. SEED THAT IS
TO OCCUR AFTER OCTOBER 20TH SHALL CONFORM TO THE MNDOT SPECIFICATIONS FOR DORMANT SEEDING.

SWPPP INSPECTIONS AND MAINTENANCE

EROSION AND SEDIMENT CONTROL INSPECTIONS

PROJECT DESCRIPTION
THE STE 15 AFPROXIMATELY 6 B-ACRES CONSTRUCTION WILL CONSIST OF, BUT IS NOT LIMITED TO, A BUILDING ADDITION AND ASSOCIATED PARKING CONSTRUCTION ACTIVITY AND ALL SUPPORT ACTIVITIES MUST BE INSPECTED (USING MPCA CONSTRUCTION STORMWATER INSPECTION CHECKLIST OR AN

PROSECT AREA = 6A-ACRES

DISTURBED AREA = 0.8-ACRES.

EXISTING IMPERVIOUIS AREA = 4.6-ACRES
PROPOSED IMPERVIOUS AREA = 4.9-ACRES

PRE-DEVELOPMENT SITE CONDITIONS

THE EXISTING SITE IS A COMMERCIAL DISTRIBUTION FACILITY. THE SITE i BOUNDED ON THE WEST 8Y INDUSTRIAL DRIVE SOUTH, THE SOUTH BY BENTON
DRIVE, THE EAST BY HWY 10 OFF-RAMP, AND THE NORTH BY A COUNTY DITCH #3. A MAJORITY OF THE SITE DRAINS TO A STORMWATER POND ON THE
EAST SIDE OF THE SITE. THE NORTH PARKING AND DRIVES DISCHARGES DIRECTLY TO THE COUNTY DITCH. THE SOUTHWEST CORNER DISCHARGES TO
DITCHES AND EVENTUALLY TO THE COUNTY DITCH. COUNTY DITCH #3 ULTIMATELY DISCHARGES TO THE MISSISSIPPI RIVER, ALTHOUGH THAT IS MORE
THAN A MILE AWAY. THERE ARE NO KNOWN CONTAMINANTS ON SITE.

SOIL TYPES

THE SITE CONTAINS HSG A AND A/D SOILS PER THE SOIL SURVEY. THE AREA WAS FILLED AS PARYT OF A PREVIOUS PROJECT AND SOIL BORINGS HAVE BEEN
‘ORDERED BUT WERE NOT AVAILABLE AT THE TIME OF THIS REPORT.

POST-DEVELOPMENT SITE CONDITIONS

THE EXISTING DRAINAGE PATTERNS WILL BE MOSTLY MAINTAINED. THE EXISTING POND ON THE EAST WILL BE EXPANDED TO INCLUDE THE SOUTHERN
DEPRESSION (WHICH HAS A VERY LIMITED AND UNDERUTILIZED DRASNAGE AREA) TO INCREASE |T'S CAPACITY.

STORM WATER MANAGEMENT PLAN
THE TEMPORARY STORMWATER MANAGEMENT PLAN WILL CONSIST OF SILT FENCE, HYDROSEEDING, INLET PROTECTION, AND OTHER BMPS

THE PERMANENT STORM WATER MANAGEMENT PLAN WILL CONSIST OF INCREASING THE EXISTING STORMWATER POND.

REFER 1O THE CAL DISTREBUTING STORMWATER MANAGEMENT REPORT FOR MORE INFORMATION REGARDING THE PRE-DEVELOPMENT SITE
SITE C , AND STORM WATER MANAGEMENT CALCULATIONS.

THE SITE STORM WATER DETENTION FACILITY WILL BE CONSTRUCTED TO MEET OR EXCEED LOCAL, STATE AND FEDERAL REQUIREMENTS.

ﬂE’Tm Am DIRECTION FROM SITE

TEMPORARY AND PERMANENT EROSION AND SEDIMENT CONTROL BMP'S ALONG WITH THE PROCEDURES TQ BE USED TO ESTABLISHED ADDITIONAL
TEMPORARY BMP'S AS NECESSARY FOR SITE CONDITIONS DURING CONSTRUCTION ARE IDENTIFIED ON YHE SITE GRADING AND EROSICN CONTROL PLAN
PREPARED FOR THE DEVELOPMENT OF THIS PROJECT, AND WITHIN THE PROJECT STORM WATER POLLUTION PREVENTION PLAN.

POTENTIAL STORM WATER POLLUTANTS

POTENTIAL POLLUTANT SOURCES, INCLUDING CONSTRUCTION AND WASTE MATERIALS TRAT ARE USED OR STORED AT THE SITE, ARE DESCRIGED (N THE
SECTION. BY IMPLEMENTATION OF THESE BMPS, THE POTENTIAL POLLUTANT SOURCES ARE NOT REASONABLY EXPECTED TO AFFECT THE STORM WATER
DISCHARGES FROM THE S(TE

CONSTRUCTION MATERIALS, CHEMICALS AND WASTE MATERIALS THAT WiLL BE USED OR STORED AT THE SITE:

ALTERNATIVE FORM) WITHIN THE PARAMETERS OF THE SCHEDULE BELOW. THE INSPECTOR SHALL BE A PERSON TRAINED AND FAMILIAR WITH THE
REQUIREMENTS OF THIS SWPPPP AND THE MPCA MN R100001 PERMIT. ALTERNATES WILL INCLUCE INDIVIDUALS TO BE DESIGNATED BY THE OWNER AND
MAY INCLUDE CONTRACTOR PERSONNEL OR OTHER QUALIFIED INDIMIDUALS AND SHALL BE LISTED IN THE PROJECT CONTACT INFORMATION SECTION OF
THIS PLAN

INSPECTION SCHEDULE
= IF THE SITE IS ACTIVE: INSPECTION NEEDED ONCE EVERY 7 CALENDAR DAYS AND WITHIN 24 HOURS OF A RAINFALL GREATER THAT 0.5 INCHES
~ INACTIVE AND STABILIZED AREAS: INSPECTION NEEDED ONCE EVERY 30 CALENDAR DAYS.
- INACTIVE AREAS WITH FINAL STABILIZATION: INSPECTION NEEDED ONCE EVERY MONTH FOR 12 MONTHS (NOT INCLUDING FROZEN CONDITIONS)
- SUBJECT TO WINTER/FROZEN CONDITIONS: NOT APPLKASLE/NGT NEEDED IF NO CONSTRUCTION ACTMITY IS OCCURRING

SCOPE OF INSPECTION SHALL INCLUDE:

RECORD DATE AND TIME OF INSPECTION

NAME OF PERSON{S) CONDUCTING INSPECTICN

FINDINGS OF THE INSPECTION

LOCATION AND CORRECTIVE ACTIONS NEEDED

CORRECTIVE ACTIONS TAKEN (DATE.TIME/BY WHOM)

DATE AND AMOUNT DF RAINFALL (RAINFALL AMOUNTS TO BE TAXEN FROM AN ONSITE RAIN GAUGE)

‘OBSERVED DISCHARGES LOCATIONS

DESCRIBE DISCHARGE (COLOR, ODOR, FLOATING. SETTLED, SOLIDS, FOAM, OIL snzsm

‘THE S{TE INSPECTOR WILL VISUALLY CHECK A DISCHARGE FROM A BASIN 10 ENSURE ADEQUATE
TREATMENT {5 OBTAINED AND DISCHARGE WATER WILL NOT CONTRIBUTE D(CESSIVE SEDIMENT OR OTHER NUISANCE CONDITIONS.

0. RECORD CHANGES MADE TO THE SWPPP. AMENDMENTS FROM INSPECTIONS NEED TO BE COMPLETED WITHIN 7 DAYS.

ALL INSPECTIONS SHALL BE DOCUMENTED WITHIN 24 HOURS AFTER COMPLETING THE FIELD INSPECTION AND AVAILABLE IN PAPER OR
ELECTRONIC FORM ON SITE.

vE NV AW N

MAINTENANCE OF ERDSION AND SEDIMENT CONTROL DEVICES

‘THE OWNER/CONTRACTOR IS RESPONSIBLE FOR THE OPERATION, MAINTENANCE OF TEMPORARY AND PERMANENT WATER QUALITY MANAGEMENT
BMPS AS WELL AS ALL EROSION PREVENTION AND SEDIMENT CONTROL BMPS, FOR THE DURATION OF THE CONSTRUCTION WORK AT THE SITE. THE
CONTRACTOR MUST INSPECT ALL EROSION PREVENTION AND SEDIMENT CONTROL BMPS AND POLLUTION PREVENTION MANAGEMENT MEASURES TO
ENSURE INTEGRITY AND EFFECTIVENESS DURING ALL ROLTINE AND POST RAINFALL EVENTS. ALL NONFUNCTIONAL BMPS MUST BE REPAIRED, REPLACED,
OR SUPPLEMENTED WITH FUNCTIONAL BAPS 8Y THE END OF THE NEXT BUSINESS DAY AFTER DISCOVERY, OR AS SOON AS AIELD CONDITIONS ALLOW
ACCESS UNLESS ANOTHER TIME FRAME I5 SPECIFIED BELOW.

THE FOLLOWING GUIDELINES WILL BE USED TO DETERMINE IF THE EROSION AND SEOIMENT CONTROL DEVICES REGUIRE MAINTENANCE, REPAIR, OR
REPLACEMENT:

1. ALL NON-FUNCTIONAL BMPS - OBSERVED CONDITION; SEDIMENT OVERTOPPING, UNDER WATER, SCOURED ENDS, UNDERMINED, DESTROYED,
NON-FUNCTION AS DESIGNED, ETC. - SHALL BE MAINTAINED OR REPLACED Y THE END OF THE NEXT BUSINESS DAY AFTER DISCOVERY OR
NOTIRCATION, OR AS SOON AS FIELD CONDITIONS ALLOW.

2. PERIMETER SEDIMENT CONTROL (SILT FENCE, FIBER LOGS, BERMS, ETC) - OBSERVED cuNDmoN TO BE 1/2 FULL OF SEDIMENT, FLA‘ITENED o112
HEIGHT, DRIVEN OVER, UNDERMINED, SCOURED, MOVED FOR ACCESS, ETC. - SHALL Bl

m Construction Stormwater Specia Webers Search s adior Gy

aan

VIQNITY MA.PIIMII’AIRED WATERS MAP

g THE GRADING AND ERDSION CONTROL PLAN PREPARED FOR CiuL GISTRIEUTING SHALL BE CONSIDERET PART OF THE SWPPP. »  DURING CONSTRUCTION Sk Rt s
THE FOLLOWING EROSION PREVENTION AND SEDIMENT CONTROL MEASURES ARE SHOWN (N THE PLANS AND SHALL BE IMPLEMENTED DURING K . |
7|  PROIECT LoCATIO! CONSTRUCTION: i
$|  TFS DOCUMENT PRESENTS A STORM WATER POLLUTION PREVENTION FLAN (svaP) FOR CRL DISTRIBUTING IN SAUK RAPIDS, MN. THE SITE IS LOCATED 1. PHASE GRADING WORK TG MINIMIZE THE DURATION THAT ANY CISTURBED SQIL (S EXPOSED. —_————
] 1N THE NORTHEAST QUADRANT OF BENTON DRIVE AND INDUSTRIAL DRIVE SO . AL AREAS SHALL HAVE PROTECTION OR PERMANENT COVER OVER EXPOSED SOIL AREAS IF NOT BEING ACTIVELY A g Erwm by ey, g
GRADED AND/OR IF NOT AT FINAL GRADE WITHIN 14 DAYS OF DISTURBANCE ACTVITY TEMPORARILY OR PERMANENTLY CEASING. TEMPORARY ———
PROJECT CONTACT INFORMATION SEED MIX 150, APPUIED AT A RATE OF 40 LBS/ACRE, SHALL BE USED PRIOR TO WINTER, IF SITE NOT SODDED, * {. |
e e 3. STRIP AND STOCKPILE TOPSOIL FOR REPLACEMENT OF & INCHES OF TOPSQIL OVER TURF AREAS WHEN GRADING IS COMPLETE. - |
OWNER/DEVELOPER: CONTRACTOR: 4. PLACE A MINIMUM OF 2 TONS/ACRE OF STRAW ON ALL AREAS AFTER REACHING FINAL GRADE WITH TOPSOIL AND ANCHOR STRAW WITH EITHER - . |
COMPANY NAME: cal DISTRIBUTING RICE COMPANIES A STRAIGHT ms:. anmwmn on POLYMER. i P b :
CONTACT: s DRAINAGE DITCHES THAT DRAIN WATER FROM THE CONSTRUCTION SITE MUST BE INITIATED : sy
ADDRESS: 1020 INDUSTRIAL DRVE SOUTH 1019 INDUSTRIAL DRIVE SOUTH WITHIN 24 nouxs oF mNNsanﬁ THE DRAINAGE DITCH TO ANY CONVEYANCE SYSTEM THAT DISCHARGES TO SURFACE WATERS. THE FIRST 200 4 pnr-d
SAUK RAPIDS, MN 56379 SAUK RAPIDS, MN 56379 LINEAR FEET MUST BE STABILIZED WITHIN 24 HOURS. THE REMAINING DITCH SHALL BE STABILIZED WITHIN T4 DAYS. f »
PHONE: 3202520404 &  INSTALL ST FENCE AROUND ALL TEMPORARY INACTIVE STOCKPILES WHICH ARE NOT PLACED WITHIN EXISTING SILT FENCES OR OTHER il
E-MAIL: STEVENELSCN@RICECOMPANIES COM PERIMETER co s ) ; £ .
A ENERGY AT PIPE APRON GUTLETS WRLL BE PLACED PRIOR TO BUT NO SOONER THAN 7 DAYS BEFORE | =l

SWPPP DESIGNER SWPPP INSPECTION: BMP INSTALLER EMERGENCY.
COMPANY: RICE COMPANIES 9. REMOVE ANY SEDIMENT THAT HAS BEEN TRACKED DNTO PUBLK: STREETS AT THE END ©F THE DAY OR WITHIN 24 HOURS OF DETECTION, OR - ? =
CONTACT: WILLHUSTON MORE FREQUENT AT DIRECTION OF SITE INSPECTOR. H
ADDRESS: 1019 INDUSTRIAL DRIVE SOUTH 10. COLLECT ALL CONSTRUCTION DEBRIS IN DUMPSTERS AND ROLL-OFF BOXES, EMPTY WHEN DEBRIS REACHES TOP OF DUMPSTER 1

SAUK RAPIDS, MN 56372 31, INSPECT POLLUTION CONTROL MEASURES AS SPECIHED WITHIN SECTION 11 OF THE GENERAL PERMIT. " -
PHONE: 120.2520404 : 4 H
E-MAIL WILLHUSTON®RICECOMPANIES.COM o INLEF SEDIMENT CONTROL BMP REMOVAL H ’
TRAINING COURSE/ENTITY: UNIV. OF MN - DESIGN OF SWPPP IF INLET SEDIMENT CONTROLS (WIMCO TYPE OR EQUAL) BMP'S ARE REMOVED FOR FLOODING / FREEZING CONCERNS UPON REQUEST OF THE : 7
EXPIRATION DATE: MAY 31, 2024 MUNICIPALITY, WATERSHED DISTRICT OR OTHER AGENCY, DOCUMENTATION SHALL BE ATTACHED TO THE INSPECTION REPORTS AND THIS SWPPP OR BE 4

PERIMETER SEDIMENT CONTROL SHOULD BE DONE BY THE END OF NEXT BUSINESS DAY ORAD FIELD CONDITIONS ALLOW. I
3. INLET PROTECTION 8MPS, CONVEYANCES, SURFACE WATERS - OBSERVED CONDITION; SEDIMENT DEPOSITION, SEDIMENT DELTAS AN WEB SOIL SURVEY MAP
ACCUMULATION OF SEDIMENT MATERIAL, DEVICES APPEAR PLUGGED WITH SEDIMENT - REMOVAL/CLEAN OUT OF ACCUMULATED SECIMENT AND
DELTAS TO BE REMOVED WITHIN 7 DAYS, STABILIZE AS NEEDED IF SOILS ARE EXPOSED DURING REMOVAL/CLEAN OUT.
4, TEMPORARY SEDIMENT BASING AND TRAPS/PERMANENT SEDIMENT BASINS - OBSERVED TO HAVE SEDIMENT DEPOSITION AND ACCUMULATION
TO  OF THE STORAGE VOLUME - CLEAN OUT, REMOVE ACCUMULATED SECIMENT MATERIAL WITHIN 7 DAYS OF OBSERVATION, OR AS FIELD
CONDITIONS ALLOW ACCESS.
5 SITE EXIT LOCATIONS, ROCK EXIT PADS, OTHER ANTH-TRACKING PRACTICES - OBSERVED TO HAVE ACCUMULATED SEDIMENT IN ROCK OR OTHER
ANTI-TRACKING BMP, TRACKING OF SEDIMENT FROM THE SITE ONTG PAVED SURFACES - TOP DRESS ROCK, MAINTAIN ROCK EXIT OR OTHER
ANTI-TRACKING CONTROLS, SCRAP PAVED SURFACES, SWEEP PAVED SURFACES WITHIN 1 CALENDAR DAY OF DISCOVERY. #Map unlt symbol Map unit name Rating | Acres In AO! —[ Percent of AO)
& PAVED SURFACES AND ADJACENT STREETS - OBSERVED TO BE TRACKED WITH SEDIMENT AND SCIL MATERIAL FRO THE SITE HAULING OR ACCESS - -
SWEEP WITHIN 1 CALENDAR DAY OF DISCOVERY, ADDITIONAL AND/OR MORE PREQUENT SWEEPING MAY BE NEEDED TO MAINTAIN PUBLIC SAFETY DI7A Duelm loamy sand, O lo | A 66! 70.8%
OR PREVENT WASHING FROM FORECASTED RAINS,
2 percent slopes |
CONSTRUCTION SEQUENCE - T — .
THE INTENDED SEQUENCING OF MAJIR SITE CONSTRUCTION ACTIVITIES IS AS FOLLOWS: JERWINATION OF COVERAGE D20A Isan-Isan, frequently AD 27 20.2%
INSTALL PERIMETER CONTROL DEVKCES (S1LT FENCE, BIC-LOGS, ETC) AND INLET PROTECTION TO BISTING STRUCTURES AS SHOWN ON PLAN THE PROJECT PERMIT MAY BE TERMINATED IN ONE OF THE FOLLOWING SCENARIOS: ponded, complex, 0 to | |
INSTALL TREE PROTECTION FENCE AS SHOWN ON PLAN. 1. ALL CONSTRUCTION ACTIVITY 15 COMPLETE, TEMPORARY SYNTHETIC BMP'S ARE REMOVED, ACCUMULATED SEDIMENT FROM CONSTRUCTION IS 2 percent slopes '
;- 'CNSTM::;AE%;’#(‘ CONSTRUCTION ENTRANCE. REMOVED, AND PERMANENT COVER HAS BEEN ACHIEVED WITH VEGETATIVE AND/OR NON-VEGETATIVE COVER THE NOTICE OF TERMINATION pe |
. CLEAR 3 FORM FROM THE PCA SHOLLD BE COMPLETED WITHIN 30 DAYS OF MEETING THE CONDITIONS ASOVE. UPON MIDNIGHT OF THE POST MARKED = = i SRR
; :mzﬂm%‘:#gom'» DATE, THE PERMIT COVERAGE IS TERMINATED UNLESS OTHERWISE NOTIFIED BY THE MPCA. OR: | 70'1" for A’“ °’ I"W”' 9.3 100.0%
2 WITHIN 30 DAYS OF SELUNG OR LEGALL OF THE SITE IN IT'S ENTIRETY (INCLUDING STREET SWEEPING B = - B o - -
s o a4 S BAER AND SERVICES AND STORMWATER INFRASTRUCTURE) FROM THE ORIGINAL CWNER TO ANOTHER PARTY TAKING RESPONSIBIITY OF OWNERSHIP, THE SOIL MAP UNIT SYMBOL LEGEND
& INSTALL INLET PROTECTION ARGUND CATCH BASING. g TERMINATION IS EFFECTIVE UPON MIDNKGHT OF THE SUBMISSIGN DATE OF THE NOT. IF A PORTION OF THE SITE IS TRANSFERRED (LE OUTLOTS,
9 INSTALL STREET SECTION. ’ LCTS/BLOCKS) THAT PORTION OF THE SITE IS TERMINATED FROM THE ORIGINAL PERMIT COVERAGE AT MIDNIGHT OF THE SUBMISSION DATE CR:

10. INSTALL CURB AND GUTTER

11 INSTALL PAVEMENT.

12 INSTALL SMALL UTILITIES (GAS, ELECTRIC, PHONE, CABLE. ETC)
13 FINE GRADE BOULEVARD, LANDSCAPE AREAS, SEED AND MULCH

3. PERMIT COVERAGE CAN BE TERMINATED IF ALL OF THE FOLLOWING ARE MET:
32 CONSTRUCTION ACTIVITY HAS CEASED FOR 90 DAYS; AND
3.b, AT LEAST 90% OF THE AREA OF THE ORIGINALLY PROPOSED ACTIVITY HAS BEEN COMPLETED AND PERMANENTLY ESTABLISHED WiTH
VEGETATION OR NON-VEGETATIVE COVER; AND

BUILDING ADDITION
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14. REMOVE ACCUMULATED SEDIMENT
15 FINAL GRADE. 3c  WHERE CONSTRUCTION ACTIVITY IS NOT COMPLETE, PERMANENT COVER HAS BEEN ESTABLISHED; AND
16. WHEN ALLCONSTRUCTION ACTIVITY 15 COMPLETE AND THE SITE IS STABILZED BY EITHER SEED OR SOD AND LANDSCAPING, REMOVE SILT FENCE 3. THESITE IS COMPLIANT WITH PERMIT SECTIONS 13.3 THROUGH 13.7. S NTTIES
AND RESEED ANY AREAS DISTURBED BY THE REMOVAL. 4 WHERE THE PROJECT OBTAINED PERMIT COVERAGE BUT NEVER STARTED CONSTRUCTION ACTIMITY DUE TO CANCELLATION OR OTHER REASONS, SILT FENCE 61LF

N OTES DOCUMENTATION SHOULD BE SENT TG THE PCA WITH THE NOT FORM AND IS SUBJECT TO PCA APPROVAL. INLET PROTECTION Y EACH E
R PTGHIY RECORMENDED THAT THE CONTRACTOR MAINTAIN A STOCKFILE OF EROSION CONTROL DEVICES AND SEDIMENT CONTROL BMPS ON SITE oY S ey =
ATALL TIMES FOR IMMEDIATE USAGE. IN THE EVENT OF AN ACCIDENTAL SEDIMENT DISCHARGE TO WATERS OF THE STATE, OR ANY DISCHARGE OF sy S Hives E
HAZARDQUS MATERIAL OF REPORTABLE QUANTITY, CONTACT THE MPCA STATE DUTY OFFICER AT 1-800-422-0798. PERMANENT SEED MIX (33-261) 21188 Eé
MULCH 0.24 TON <L
TING OF BMP INSTALLATION SASEED TN S
ROCK CONSTRUCTION ENTRANCE EACH o
CONCRETE WASHOUT 1 EACH &
STREET SWEEPING 1 EACH =
@

FOR PERMIT APPROVAL

[ ———
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SWPPP NOTES

LISTED BELOW ARE ADDITIONAL BMP*S THAT MAY BE CONSIDERED FOR USE IF THE BMP’S IDENTIRED IN THE EROSION
CONTROL PLANS PROVE TC BE INSUFFICIENT. PAYMENT FOR THESE BMP'S MAY ONLY BE MADE IF PRIOR APFROVAL
FROM AN DWNER HAS BEEN GIVEN.

1

»

"

-

DITCH PROTECTION (TEMPORARY OR PERMANENT)

= THE LAST 200 FEET OF ANY DITCH CONNECTING TO A SURFACE WATER SHALL HAVE TEMPORARY OR
PERMANENT STABILIZATION MEASURES IN PLACE WITHIN 24 HOURS OF DIRECT CONNECTION TO A SURFACE
WATER DITCHES MAY BE KEPT IN A *SMOOTH" ROUGH GRADED CONDITION IN ORDER TO PROPERLY INSTALL
EROSION CONTROL SEEDING, MULCH, MATS AND BLANKETS,

STABILIZATION METHODS FOR CITCH BOTTOM WETTED PERIMETER MAY INCLUDE ONE OF THE FOLLOWING OR
COMBINATIONS OF EROSION CONTROL BLANKET, MATS, RIFRAP, BIC-ROLLS OR RDCK CHECK DAMS. THE
METHOD CHOSEN WILL BE BASED ON AN ANALYSIS OF THE SLOPE AND VELOTITY OF THE RUNOFF. THESE ARE
ADDITIONAL BMP'S WHICH MAY BE CONSIDERED FOR USE IF THE BMP*S IDENTIRED IN THE EROSKIN CONTROL
FLANS PROVE TO BE INSUFFICIENT. PAYMENT FOR THESE BMP'S MAY ONLY BE MADE IF PRIOR APPROVAL FROM
AN DWNER HAS BEEN GIVEN.

'WHERE DITCH GRADES EXCEED 5%, ROCK CHECK DAMS OR EQUIVALENT BMP SHALL BE INSTALLED. CHECK
DAMS TO BE SPACED SO THAT THE CREST OF THE DOWNSTREAM DAM IS AT THE ELEVATION OF THE TCE OF THE
UPSTREAM DAM, TEMPORARY ERQGSION CONTROL DEVICES REQUIRED DUE TO CONTRACTORS METHOD OF
SEQUENCING THEIR CONSTRUCTION WORK SHALL BE INCIDENTAL TO THE GRADING CONTRACT.

'ABOVE THE WETTED PERIMETER, THE DIFCH WILL 8E STABILIZED BY SEEDING AND MLILCH AND/OR EROSION
CONTROL BLANKETS DEPENDING ON SIDE SLOPE SVEPNESS AND LENGTH.

ALL DITCHES WILL BE STABILIZED WITHIN 14 DAYS,

WORK NEXT TO STREAMS.

»  NO DISTURBANGE SHALL OCCUR IN IMPAIRED STREAMS OR PROTECTED WATERS. THIS WILL BE ACCOMPLISHED
USING TEMPORARY BRIDGING TO SPAN STREAMS FOR ACCESS DURING BRIDGE OR ROADWAY CONSTRUCTION.
ALSO, PIERS AND PILING WILL NOT BE PLACED iN THE STREAM.

CONSTRUCTION ACTIVITIES NEXT TO STREAMS WILL BE SCHEQULED FOR PERIODS WHEN FLOWS AREA
ANTICIPATED TO BE LOW.

GRUBBING OF ROOTS SHALL BE KEPT TO A MINIMUM.

A 4-FOOT WIDE BUFFER OF VEGETATION SHALL BE LEFT ON STREAM BANKS.

THE PRIMARY BMP SHALL BE MACHINE SLICED SILT FENCE AND HAY BALES PLACED ALONG THE BUFFER. AS A
REDUNDANT BMF, A FLOATING SILT CURTAIN MAY LINE THE CHANMEL BANKS DURING PERIODS OF FLOWING
'WATER. THE FLOATING SILT CURTAIN SHALL NOT BE PLACED ACROSS A STREAM.

SHOULD THE PREVIOUS BMPS PROVE UNSUCCESSAUL, THE SILT FENCE/HAY BALES WILL BE REPLACED BY
SANDBAGS, PLYWDOD BARRIERS OR SHEETPILE CUTOFFS AS DIRECTED BY THE OWNER AND TO THE
SATISFACTION OF THE ENGINEER

e

LONG-STEEF CUT/FILL SLOPES

+ THERE WILL BE NO UNBROKEN SURFACE SLOPE LENGTHS OF GREATER THAN 75 FEET FOR SLOPES WITH A GRADE
OF 3:1 OR STEEPER WITHIN 200 FEET OF SURFACE WATERS. ALL EXPOSED AREAS WITH A CONTINUQUS POSITIVE
SLOPE WITHIN 200 FEET OF A SURFACE WATER WILL HAVE A TEMPORARY OR PERMANENT COVER YEAR ROUND.
THE EXPOSED SOILS SHALL BE STABILZED WITHIN 14 DAYS

PLANNED SLOPES OF 3.1 (HV) OR STEEPER AND GREATER THAN 75 FT IN LENGTH WILL BE TEMPORARILY OR
PERMANENTLY STABILIZED {N INCREMENTS NOT TG EXCEED 75 FT, PRIOR TO CONSTRUCTION OR DISTURBING A
NEW INCREMENT.

LONG SLOPES SHOULD BE BROKEN INTO SHORTER LENGTHS BY INSTALLING STRAW BIOROLLS IN INTERLOCKING
HERRINGBONES AS SHOWN ON THE GRADING PLAN. IF TEMPORARY SEEDING AND MULCH CAN NOT BE USED
ON SLOPES STEEPER THAN 3:1, THEN THE SLOPE MAY BE COVERED WITH TARPS OR PLASTIC SHEETING.
TEMPORARY EROSION CONTROL DEVICES REQUIRED DUE TO CONTRACTORS METHOD OF SEQUENCING THEIR
CONSTRUCTION WORK SHALL BE INCIDENTAL TO THE GRADING CONTRACT.

THE SOIL SURFACE ON SLOPES WILL BE USING ANY AFPROPRIATE IMPLEMENT THAT
CAN BE SAFELY OPERATED ON THE SLOPE, SUCH AS BULLDOZERS OR DISKS. THE GROOVES SHALL BE CREATED
PERPENDICULAR TO THE SLOPE TQ HELP ESTASLISH VEGETATIVE COVER, REDUCE RUNDFF VELOCITY, INCREASE
INFILTRATION, AND PROVIDE FOR SEDIMENT TRAPPING.

CULVERT INLET/CUTLET FROTECTION

SOD MAY BE PLACED AND ANCHORED AT CULVERT INLETS AS SHOWN ON THE GRADING PLAN, UNLESS

VELOCITIES REQUIRE RIPRAP.

AT LEAST ONE 2-FOOT WIDE STRIP OF 50D OR FIBER BLANKFI’ SHAll BE PLACED ALONG THE EDGES OF CULVERT
ND/OR UTILITY PLANS.

RIPRAP AT PIPE APRON OUTLETS WILL BE PLACED PRIOR TO BU‘I NO SOONER THAN 7 DAYS BEFORE APRON IS

INSTALLED, RIPRAP SHALL BE INSTALLED UNDER APRON LIP ACCORDING TO THE STANDARD DETAIL

STORM SEWER INLET PROTECTION

+ STORM DRAIN INLETS SHALL BE PROTECTED UNTIL THE DISTURBED AREAS THAT COULD DISCHARGE TO AN
INLET HAVE BEEN STABNZED.

+ INFRASAFE SEDIMENT CONTROL BARRIERS OR APPROVED EQUAL SHALL BE USED WHEN CASTINGS ARE NOT IN
PLACE A5 INDICATED ON THE UTILITY PLAN AND AS APPROVED BY THE OWNER.

+ INFRASAFE DEBRIS COLLECTION DEVICE OR APPROVED EQUIVALENT SHALL BE USED WHEN CASTINGS ARE IN
PLACE AS INDICATED ON THE UTILITY PLAN AND AS APPROVED BY THE OWNER

» DOCUMENTATION IS NEEDED WITHIN 72 HOURS IF REMOVAL OF PROTECTION BMPS 1S NEEDED DUE TO WINTER
CONDITIONS OR FLOODING CONCERNS.

STORM WATER POND OUTLETS

* TEMPORARY OR PERMANENT ENERGY DISSIPATION MEASURES SHALL BE IN PLACE AT THE STORM WATER POND
‘OUTLETS WITHIN 24 HOURS OF DIRECT CONNECTION TO A SURFACE WATI

RIPRAP AT PIPE APRON QUTLETS WILL BE PLACED PRICR TO APRON INSTALLATIDN AND SHALL BE INSTALLED
UNDER THE APRON LIP.

POND EMERGENCY SPILLWAYS SHALL BE LINED BASED ON THE DESKSN DISCHARGE FLOW VELOCITY AND AS
INDICATED ON GRADING AND/OR UTILITY PLANS.

DEEP UTILITIES: WATER AND SANITARY/GAS LINE

SILT FENCE OR A SIMILAR TYPE OF PERIMETER CONTROL SHALL BF PLACED DOWN GRADIENT OF THE EXCAVATED
SOLL IF WORK IS DONE WITHIN 200 FEET OF WETLANDS OR STREAMS.

DISTURBANCE OF CHANNEL BANKS, AND AREAS SHALL 8E T
THE EXTENT POSSIBLE.

THE UTILITY CONSTRUCTION SITE SHALL BE SEEDED WITH A TEMPORARY

SEED MDX AND MULCH AFTER IMSTALLATION IF THE SITE WILL BE IDLE FOR 7, 14, OR 21 DAYS DEPENDING UPON
SLOPES OF STEEPER THAN 3:1, 31 TQ 10:1 AND FLATTER THAN 10:1 RESPECTIVELY.

n

STOCKPILES (TEMPORARY AND PERMANENT)

* LOCATE STOCKPILES A MINIMUM OF 100 FEET FROM CATCH BASIN INLETS, PONDS, AND SITE DRAINAGE ROUTES

» PERIMETER CONTROLS 5UCH AS SILT FENCE SHALL BE INSTALLED ARCHIND ALL STOCKPILES IF NOT PLACED
WITHIN EXISTING SILT FENCES OR OTHER SEDIMENT CONTROL

» TEMPORARY SEED AND MULCH SHALL BE USED TO STABILZE THE STOCKPN.ES AND THE STOCKPILES SHALL BE
SHAPED TO FACILITATE SEEDING AND MINIMI2E EROSION AND SHALL BE SEEDED WITHIN 7 DAYS. TEMPORARY
EROSION CONTROL DEVICES REQUIRED DUE 70 CONTRACTORS METHOD OF SEQUENCING THEIR
CONSTRUCTION WORK SHALL BE INCIDENTAL TO THE GRADING CONTRACT.

» [F TEMPORARY SEED AND MULCH CANNOT BE USED, THEN THE STOCKPILES SHALL BE COVERED WITH
HYDROMULCH, TARPS OR PLASTIC SHEETING AS APPROVED BY THE OWNER.

» IF STOCKPILES MUST BE PLACED WITHIN A CONVEYANCE A TEMPORARY BYPASS SHALL BE INSTALLED (LE. PVC
PIPE) TO ADEQUATELY CONVEY RUNOFF. TEMPORARY BYPASS BMPS SHALL BE INCIDENTAL TO THE CONTRACT
UNLESS PREVIOUSLY APPROVED BY THE OWNER / ENGINEER

CONSTRUCTION DEWATERING
» DURING DEWATERING ACTIVITIES, THE SEDIMENT LADEN WATER CANNOT BE DIRECTLY DISCHARGED TC
SURFACE WATERS. OPTIONS FOR REDUCING THE TURBIDITY OF THE WATER INCLUDE: (TEMPORARY EROSION
CONTROL DEVICES REQUIRED DUE TO CONTRACTORS METHOD OF SEQUENCING THEIR CONSTRUCTION WORK
SHALL BE INCIDENTAL TO THE GRADING CONTRACT):
° CONSTRUCT A TEMPORARY SEDIMENT TRAP FOR TURBID WATER DISCHARGE.
o USE A PORTASLE SEDIMENT TRAP SYSTI
o APPLY NATURAL BASED FLOCCULENT TECHNDLDGY SUCH AS CHITOSAN IN SEDIMENT TRAPS OR A
SERIES OF DITCH CHECKS TO CONTAIN SEDIMENT.
© DISCHARGE THROUGH FIBERLOGS OR A ROCK WEEPER INTO A LARGE VEGETATIVE BUFFER AREA.
PUMP TO A TEMPORARY SEDIMENT BASIN.
. ENEIIGV DISSIPATION WILL BE PROVIDED AT ALL DISCHARGE POINTS.
* DEWATERING OR BASIN DRAINING ACTIVITIES WILL NOT CAUSE EROSION IN RECEIVING CHANNELS OR
ADVERSELY [MPACT WETLANDS.
« ALL EROSION CONTROL OR SEDIMENT TRAPS REQUIRED FOR CONSTRUCTION DEWATERING SHALL BE
‘CONSIDERED INCIDENTAL TO THE CONSTRUCTION ACTTVITY REQUIRING DEWATERING.

CONSTRUCTION ENTRANCES

« A TEMPCRARY CRUSHED ROCK OR WOOD CHIP PAD SHALL BE LOCATED WHERE VEHICLES LEAVE THE

CONSTRUCTION SITE

THE CONSTRUCTION ENTRANCE PAD SHALL BE AT LEAST 50 FEET IN LENGTH.

GEOTEXTILE FABRIC MAY BE PLAGED UNDER THE CRUSHED ROCK OR WOOD CHIPS TO PREVENT MIGRATION OF

MUD FROM UNDERLYING SOIL INTO THE CONSTRUCTION ENTRANCE MATERIAL.

ROCK PADS SHALL BE CONSTRUCTED OF ROCK 1 TO 3 INCHES IN SIZE AND PLACED IN & INCH LAYERS.

CONSTRUCTION ENTRANCES SHALL BE INSPECTED AT LEAST EVERY 7 DAYS AND MAINTAINED AS NEEDED

TRACKED SEDIMENTS SHALL BE REMOVED FROM PAVED SURFACES AT THE END OF EACH DAY USING PICK-UP

TYPE STREET SWEEPER.

1F TRACKING INTO ROADWAY BECOMES PROBLEMATIC THE ENTRANCE PADS SHALL BE LENGTHENED OR

ANOTHER TECHNIQUE APPLIED, TEMPORARY EROSION CONTROL DEVICES REQUIRED DUE TO CONTRACTORS

METHOD OF SEQUENCING THEIR CONSTRUCTION WORK SHALL BE INCIDENTAL TO THE GRADING CONTRACT.

+ THE CONSTRUCTION ENTRANCE SHALL BE MONITORED CLOSELY DURING WET CONDITIONS. IF TRACKING INTO
ADJACENT ROADWAYS OCCURS, THE FREQUENCY OF STREET SWEEPING SHALL BE INCREASED

CONCRETE TRUCK WASHOUT

* CONCREVE TRUCKS SHALL UTILIZE THE CONCRETE WASHOUT AREA SHOWN ON THE PLANS TO WASH AND
RINSE THEIR EQUIPMENT PRIOR TO LEAVING THE SITE.

'WASHOUT OF CONCRETE MIXER TRUCKS WILL BE PERFORMED IN THE DESKGNATED AREAS ONLY.

WASHOUTS WILL BE CONSTRUCTED AND MAINTAINED TO PROVIDE SUFFICIENT CONTAINMENT FOR ALL tIQuIC
AND CONCRETE WASTE GENERATED BY WASHOUT OPERATICNS.

WASHOUTS SHALL BE CLEARLY MARKED ON SITE WITH SIGNAGE 8Y THE UTILITY CONTRACTOR WITH APPROVAL
FROM OWNER

WASHOUTS SHALL BE LOCATED A MINIMUM OF 50 FEET FROM DRAINAGE FACILITIES AND WATERCOURSES.
CONCRETE WASHOUT AREAS WLL HAVE AN IMPERMEABLE LINER TO PREVENT CONCRETE WASHOUT WATER
FROM INFILTRATING/CONTACTING WITH St

IMPERMEASLE LINER INCLUDES 10 ML, POlVLINER OR COMPACTED CLAY LINER.

'WASHOUT SYSTEMS CAN BE USED AS ALTERNATE WASHOUT AREAS.

VEHKILE MAINTENANCE

+ ROUTINE MAINTENANCE OF VEHICLES AND EQUIFMENT SHALL OCCUR IN STAGING AREAS ONLY.

+ VEHICLE WASHING SHOULD BE AVOIDED. IF WASHING IS NECESSARY, RUNCFF FROM THE WASHING WILL B
CONTAINED AND LIMITED TO A DEFINED AREA OF THE SITE. RUNOFF MUST BE CONTAINED AND WASTE
PROPERLY DISPOSED OF.

ENGINE DEGREASING SHALL 8E AVOIDED. [F DEGREASING IS NECESSARY, RUNOFF FRCM THE IPERATION WaLL
BE CONTAINED IN A LINED SEDIMENT TRAP AND PROPERLY DISPOSED OF AT A TREATMENT FACILITY.

ALL REQUIRED SEDIMENT TRAPS AND CONTAINMENT FACILITIES AND PROFER DISPOSAL OF WASH
'WATER/DEGREASING AT A TREATMENT FACILITY SHALL BE INCIDENTAL TO THE CONSTRUCTION CONTRACT.

FUELING

»  ANY RUEL TANK OR TRUCK STORED ON THE PROIECT SITE SHALL BE PROTECTED BY A SECONDARY
CONTAINMENT SYSTEM.

= FUELING AREAS SHALL NOT BE WASHED OR RINSED WITH WATER SINCE THIS COULD CAUSE FUEL SPILLS TC BE

DISCHARGED INTO STORM WATER SYSTEMS.

ABSORBENT MATERIALS SHALL BE AVAILABLE ON SITE FOR USE IN CLEANING UP SMALL 5PILLS.

ALL REQUIRED RJEL CONTAINMENT AND CLEAN-UP MATERIALS AMD THE PROPER DISPOSAL OF THE MATERIALS

SHALL BE INCIDENTAL TO THE CONSTRUCTION CONTRACT.

HAZARDOUS MATERIALS

HAZARDOUS MATERIALS SHALL 8E PROPERLY STORED 7O PREVENT VANDALISM CR UNAUTHORIZED ACCESS.
CONTAINMENT UNITS SHALL BE INSTALLED IN ACCORDANCE WITH FEDERAL, STATE. AND LOCAL REGULATIONS.
MPCA STORING AND DISPOSAL REQUIREMENTS SHALL BE FOLLOWED FOR ALL HAZARDOUS WASTE.

NO HAZARDOUS MATERIAL SHOULD BE STORED WITHIN 200 FEET OF AN IDENTIFIED CRITICAL AREA
ABSORBENT MATERIALS SHALL BE AVAILABLE FROM THE CONTRACTOR ON SITE FOR USE IN CLEANING UP
SMALL SPILLS.

IF BUILDING MATERIALS, CHEMICALS, OR GENERAL REFUSE IS BEING USED, STORED, DISFOSED OF, OR
OTHERWISE MANAGED INAPFROPRIATELY, THE CONTRACTOR SHALL CORRECT SUCH DEFECTS WITHIN 24
HOURS OF DETECTION OR NOTIFICATION.

ALL REQUIRED CONTAINMENT / STORAGE UNITS / ABSORBENT MATERIAL AND REQUIRED DISPOSAL SHALL BE
INCIDENTAL YO THE CONSTRUCTION CONTRACT.

SWPPP AMENDMENTS

THIS PLAN AND THE ATTACHMENTS MUST 8E AMENDED TO INCLUDE ADDITIONAL ‘OR MCOIFIED

CONSTRUCTION IF ONE OR MORE OF THE FOLLOWING OCCUR:

>

CHEMICAL CONTATNMENT

» GASOLINE, OJL, PAINT, SOLVENTS, AND OTHER CHEMICALS NECESSARY FOR CONSTRUCTION ARE NOT ALLOWED
TO CONTACT THE GROUND SURFACE, 8F EXPOSED TO GROUNDWATER OR BE RELEASED TO A SURFACE OR
'GROUNCWATER EXCEPT IN DE MINIMIS QUANTITIES.

ALL PRODUCTS SHALL BE XEPT IN THEIR ORIGINAL CONTAINER, WITH ORIGINAL LABELS STILL ATTACHED, UNLESS
THE CONTAINER IS NOT RESEALASLE.

HAZARDOUS MATERIALS SHALL BE RETURNED TO THE HAZARDOUS MATERIAL STORAGE AREA AT THE END OF
EACH DAY.

AN EFFORT SHOULD BE MADE TO STORE ONLY ENOUGH PRODUCTS TO DO THE REQUIRED JOB.

THE CONTRACTOR SHALL PROVIDE TANKS OR BARRELS TO COLLECT LIQUID BYPRODUCTS THAT POSE A
POLLUTION HAZARD.

THE POLLUTANTS SHALL S€ REMOVED FROM THE SITE ON A WEEKLY BASIS AND DISPOSED OF IN ACCORDANCE
'WITH FEDERAL, STATE AND LOCAL REGULATION!

ALL SPILLS SHALL BE CLEANED UP IMMEDIATELV AFTER DISCOVERY, IN ACCORDANCE WITH THE
MANUFACTURE'S RECO!

ALL REQUIRED C( ! MATERJAL AND REQUIIRED DISPOSAL SHALL BE
INCIDENTAL TO THE CONSTRUC"ON CONTRACT

» ALLSTORAGE AREAS SHALL BE SECURED TO PREVENT UNAUTHORIZED ACCESS

S0LID WASTE

« SOLID WASTE SHALL BE STORED N APPROPRIATE CONTAINERS AND PROPERLY DISPOSED OF ON A REGULAR
BasIs,

* CONTAINERS SHALL 8E COVERED TO PREVENT WIND BLOWING THE WASTE AROUND THE SITE

* MPCA DISPOSAL REQUIREMENTS WILL BE FOLLOWED FOR ALL SOLID WASTE

* SOUD WASTE STORAGE CONTAINERS AND PROPER DISPOSAL SHALL BE CONSIDERED INCIDENTAL TO THE
CONSTRUCTION CONTRACT.

DUST CONTROL

» THE CONTRACTOR SHALL USE A VARIETY OF DUST CONTROL INCLUDING BLIF NOT UMITED TO THE FOLLOWING:
A. RAPID STABILIZATION METHODS ON SLOFES
B.  WATER ON ROADWAYS AND GRADED AREAS
& ALTERNATIVES: IN THE FORM OF VEGETABLE POLYMERS, WATER AND CALCIUM CHLORIDE PETROLEUM

EMULSEON RESINS, OR ACRYLIC COPOLYMERS MAY ALSD BE USED.
© ALL REQUIRED DUST CONTROL SHALL BE INCIDENTAL 7O THE CONSTRUCTION CONTRACT AS PER
SPECIHCATIONS.

'WINTER STASILZAHON

» COVER EXPOSED SOILS ON OR AROLIND NOV. 15TH AND/OR PRIOR TO TERMINATION OF CONSTRUCTION
ACTIVITIES FOR WINTER

= ALL EXPOSED SOILS TO BE COVERED WITH 2 TONS TYPE 1 MULCH

» ALl EXPOSED SOWLS TO BE SEEDED WITH MNDOT SEED MIX 150

* ALLLOW PQINTS IN ROADS TO BE ADEQUATELY DRAINED IN ACCORDANCE WITH NPDES DEWATERING
REQLIREMENTS PART IV, CONSTRUCTION ACTVITY D BASIN
DRAINING.

© PERIMETER SILT FENCE OIR OTHER CONTROLS TO BE INSTALLED 3-5 FEET FROM THE BACK OF THE CURB AND
OUT OF THE PLOWED SNOW AREA.

* PERIMETER CONTROLS AROUND PERMANENT STORMWATER BASINS TO BE INSTALLED AND MAINTAINED

+ INLET CONTROLS TO BE REMOVED ACCORDING TO LEGAL REQUIREMENTS WITH DOCUMENTATION WITHIN 72
HOURS FROM LEGAL AUTHORITY.

+ IF WORK HAS OCCURRED NEAR OR IN STREAMS OR OTHER SURFACE WATERS, THE EXPOSED SOILS SHALL BE
STABILIZEG TO PROTECI' AGAINST FLOODING AND SPRING RUNOFF TO THE 100-YR FLOOD ELEVATION.

* ALL BASINS AND SEDIMENT BASINS SHOULD HAVE OUTLETS AND
STABILZED EMEREENCY ‘OVERFLOWS INSTALLED AS PER THE GRADING AND/OR UTILITY PLAN AND AT THE
APPROVAL OF THE OWNER

NON-STORMWATER DEWATERING

» HYDRANT FLUSHING: FLUSHING OF HYDRANTS WILL BE DISCHARGED

s THROUGH TEMPORARY PIPES AS NECESSARY, ONTO IMPERVIOUS SURFACES OR TO STABILIZED ARES WITH
ENERGY DISSIPATION AT THE DISCHARGE POINT. THE DISCHARGE SHOULD BE COLLECTED BY THE STORM
WATER BASINS AND STORM SEWER SYSTEM.

* POTABLE WATER DISCHARGE: ALL WATER LINES WiLL BE FLUSHED USING HOSES AND DISCHARGED ONTO AN
IMPERVIOUS SURFACE AND DIRECTED TO THE STORM SEWER INFRASTRUCTURE BY NON-ERDSIVE MEANS.

WHICH TAKE PLACE DURING

1. THERE IS A CHANGE {5 DESIGN CONSTRUCTION, OPERATION, MAINTENANCE, WEATHER OR SEASONAL CONDITIONS THAT SIGNIFICANTLY IMPACTS THE DISCHARGE OF
POLLUTANTS FROM THE SITE TO SURFACE OR GROUNDWATER
2. INSPECTIONS OR INVESTIGATIONS BY THE SITE OWNER, DPERATOR, ENVIRONMENTAL FROTECTION AGENCY, MINNESOTA POLLUTION CONTROL AGENCY OFFICIALS
INDICATE THIS PLAN IS NOT EFFECTIVE IN ELIMINATING OR SIGNIFIKCANTLY MINIMIZING THE DISCHARGE OF POLLUTANTS,

3. THIS SWPPP IN NOT ACHIEVING THE GENERAL QRIECTIVES OF POLLUTANTS IN

MN R1000071 CONSTRUCTION GENERAL PERMIT
4. IF THE MPCA NOTIFIES THE OWNER AND/OR OPERATOR (Le. PERMITTEES) THAT ADDITIONAL REQUIREMENTS ARE NEEDED, REQUIREMENTS ARE NOT BEING NET FOR
TMDL OR OTHER WATER QUALITY STANDARDS, OR THAT THE SWPPP DID NOT INCORPORATE THE NECESSARY REQUIREMENTS.
5 CHANGES INVOLVING THE USE OF A LESS STRINGENT BMP MUST INCLUDE A JUSTIFICATION DESCRIBING HOW THE REPLACEMENT BMP 15 EFFECTIVE FOR THE SITE
CHARACTERISTICS.

DISCHARGES OR IF THIS PLAN IS NOT CONSISTENT WITH THE

THE FOLLOWING TABLE SHOULD BE COMPLETED AS NECESSARY DURING CONSTRUCTION TO DOCUMENT CHANGES AND AMENDMENTS TO THIS DOCUMENT.
E

AMENDMENTS MUST BE MADE BY ONE OF THI

THOSE REVISING THE SWPPP; THOSE PERFORMING INSPECTIONS FOR THE PROJECT; AND/OR OTHER QUALIFIED INDIVIDUAL.

THIS DOCUMENT; THOSE OVERSEEING THE IMPLEMENTATION OF THE SWPPP;

PLACE THE AMENDMENT NUMBER NXT TO ALL APPLICABLE CHANGES, REDLINES, AND INFORMATION IN THE DOCUMENT TO REFERENCE BACK TO THE CHANGES
SUMMARLZED BELOW.

AMENDMENT NO. | DATE REASON, AND BRIEF OF
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N
LESS THAM TWO ) FEET. PIPE MUST BE SCHEDULE 40 PVC

FOR ALL DEPTHS OF COVER TES
FOR, DEPTHS OF COVER GREATER THAN TWO (23 FEET, RLOJBLE PIPE MAY B2 USED. "SEE ARCHITECTURAL PLANS FOR ADDTIONAL WALK SCORING AND JOINT
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AB  ANCHOR BOLT
ACC  ACCESSILE

ACT  ACCUSTICAL CELINGTILE
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BD  BOARD

BDAY  BOUNDARY
BELOW

BITUM  RITUMINOUS.

BLDG  BULDING
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BUILDING ADDITION

| RENDERING

CODE REVIEW

L BUILDING INFORMATION
A AREAS:
BULDING AREA
BULDING ADDIFION
ANCY: 1008068
BUB-TOTAL: 10,080 SF
EXSTING
8 OCCUPANCY: 8,093 6F
£2 OCCUPANGY: 10423 6F
SUB-TOTAL: 1232957
GRAND TOTAL: 122,400 6F
U BULDING CODE ANALYSIS
A CODE
2020 MINNEBOTA BUILDING CODE
ENERSY CODE: ASHRAE 90.1
B. USE & OCCUPANCY CLABSIFICATION {Chapter 3 & 5)
L BPACE USE AND CLASSIFICATION 52
(Bection 508.3) Vor-Seper
€. CONSTRUCTION TYPE (Chapter &)
L CONSTRUCTION TYPE
iL FIRE RESIETIVE REQUIREMENTS (TABLE 607 and 602)
1. GTRUCTURAL FRAME: oHR
2. BEARNG WALLS: OHR
EY : OHR
I OHR
5. NDN-BEARING WALLS AND
PARTITIONS EXTERIOR (TABLE 602} oHR
| 6 W ING WALLS AND
PARTITIONS INTERIOR OHR
7 WUCTION INCLUDING
| SUPPORTING BEAMS AND JOISTS: o
8. RDOF CONSTRUCTION INCLUDING
| SUPPORTING BEAMS AND JOISTS: oHR

B. FIRE SPRINKLING
SPRINKLER SYSTEM PROVIDED:

| & euLomcarea
L ALLOWABLE AREA PERWITTED BY CODE:

| UNLIMITED AREA BUILDING PER MNBC SECTION 507

F. BUILDING HEIGHT
L ACTUAL
L PERMITTED 8Y CODE

G. OCCUPANT LOAD (SECTION 1004)

| 80CC: BOH3 a1, /160 GROSSs
B2 DCC: 114,318 8,1, /500 GRO&SS

TOTAL:
H EXITING
L NUMBER OF EXITE
I EXT WIDTH
(1005,3,2 DOORS):
282%035=
Bt MAX TRAVEL DISTANCE (TABLE 1017.2)

OhL®
WITH AUTOMATIC SPRINKLER EYSTEM

28TORY
4ETORIES

84.0CC,

2830CC,

185"

| L PLUMBING FITURES

8 OCCUPANGY:
&2 OCCUPANCY:

BEQUIREDW.C.

BOCCUPANCY: 1:25 TO 50,
8-20CCUPANCY: 1:100 (M & W),

TOTAL REQUIREDW.C.
EROVIDEDWE,.

BEQUIREDLAVS:

TO 80, 1:60 AFTER B0 (M & W):

B OCCUPANCY: 1:40
$-2 OCCUPANCY: 1:100 (M & WY

TOTAL REQUIRED LAVS:
PRQVIOED LAYVS:
DRAINKING FOUNTARN:

8 OCCUPANCY: 1:100
52 OCCUPANCY: 11000
BERVICE K.

50 AFTER 50{M & W) *
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1020 INDUSTRIAL DRIVE SOUTH, SAUK RAPIDS, MN 56379

PROJECT DIRECTORY

FAX: (320) 2520470
ok ficecompaies.com

i T
RICE COMPAMES, INC,

1018 INDUSTRIAL DRIVE BOUTH

BAUK RAPIDS, MN 56378

PHONE:  (320) 252:0404 FAX: (320} 252:0470
WEBSITE:  wwiv.ficscompanies.com

CONTACT: Don Larsen, ALA

EMAL:  donsrsen@ricecompanies,com

i
(920) 2520404 FAX: (320) 2500470
i nies.com
CONVACT: Ryan J. Seaven, PE.

EMAL:  fysnseavengQricecompenies.com

[ N L L R
RICE COMPANIES, INC.
1MPNWSTRIALDRN$SOU H
PHONE:  (320) 2520404 FAX {320} 2524470
ot iwosapariey o
CONTACT. Wil Huston, £.E.
EMALL: will hustonQricecompanies. com

- ORICE
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