SAUK RAPIDS PLANNING COMMISSION
Sauk Rapids Government Center; 250 Summit Avenue North
Monday, March 6, 2023
Time 6:00pm

The Planning Commission is an advisory body to the City Council. One of the Planning Commission’s primary functions is to make
recommendations to the City Council. The City Council holds public hearings and makes all final decisions on these matters. Sauk
Rapids City Ordinances require that certain documents and information be included in applications. The Planning Commission may
postpone consideration of an application that is incomplete and may, for other reasons, postpone final action on an application.
For each item the Commission will receive reports prepared by the City staff, and discuss and act on the application. The Planning
Commission must suspend parliamentary procedure to allow any audience member to speak. Those present are asked to tum off
all cell phones and pagers.

AGENDA
1. Call to Order and Pledge of Allegiance
2. Roll Call
3. 2023 Election of Officers
4. Additions or Changes to the Agenda
5. Approve the Agenda
6. Approval of the February 4, 2023 minutes

7. Audience ltems/Visitors
Total Time Limit 10 Minutes for ltems NOT on the Agenda

8. New Business
A. Rice Companies (on behalf of C&L Distributing) Site Plan Approval
B. Winkler Public Easement Vacation
9. Commission Updates
A. Joint Planning Boards
B. Other
10. Adjournment

*Reminder: Per Diem vouchers are due by March 31, 2023
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SAUK RAPIDS PLANNING COMMISSION
Regular Meeting
Monday, February 6, 2023
MINUTES

Call to Order and Pledge of Allegiance: David Rixe called the meeting to order at 6:00
p.m. followed by the Pledge of Aliegiance.

Members present: Dan Orth, David Rixe, Tony Steinemann, Jay Olson, Dana Randt
Members absent: None

Also present: Todd Schultz, Community Development Director and Ashley Black, Office
Coordinator

Additions or Changes to the Agenda: None

Approval of Agenda: Dan Orth made a motion to approve the agenda. Tony Steinemann
seconded the motion. Motion carried unanimously.

Approval of the January 17, 2023 minutes: Tony Steinemann made a motion to approve
the agenda. Dan Orth seconded the motion. Motion carried unanimously.

Visitors/Audience Section: None

New Business:

A. Rice Companies (on behalf of C&L Distributing) Conditional Use Permit

Todd Schultz reviewed the RFA regarding a flood plan ordinance that is required by MN law,
as well as the DNR ordinance that City is required to adopt at a minimum. Schultz explained
that the Council approved a similar application last year, for the southeast portion of the
property, which at that time the DNR confirmed that the flood plan ordinance has a wording
issue, which leads us to need an approval of a conditional use permit. The DNR ordinance
was only supposed to apply for single family homes, not commercial or industrial buildings.
Although this is going to be updated eventually, the City of Sauk Rapids can allow approval
with a conditional use permit, which will otherwise not be necessary after they correct the
wording.

Schultz explained that this application is specific to the northeast portion of the property.
Schultz clarified that they would need to return with a final site plan for approval if this
conditional use permit is approved.

Rixe asked about their driveway, which Schultz was unsure about, but this would be
addressed when the site plan is finalized.

Steinemann wanted to know if there was a timeframe that the DNR wording will be updated.
Schultz explained the State needs to update and approve, then the local level would need to
approve and a public hearing would need to be held to adopt the updated verbiage. So,
although it needs to be updated, it could still be awhile before we see movement on it.
Steinemann clarified we would still have to approve the site plan and parking, which Schultz
confirmed this is only to approve the conditional use permit regarding the flood plain, but
the site plan would still need to be finalized and approved at the next meeting.

Motion: Tony Steinemann made a motion to approve the Conditional Use Permit. Jay Olson
seconded the motion. Motion carried unanimously.



B. Short visioning session with staff

Schultz stated that he often asks questions and interviews people about what they like and
dislike about the City of Sauk Rapids, to help gain knowledge on how to improve the city.
Schultz wanted to ask the Planning Commission the same questions, to have a discussion
on their thoughts. The discussion included the members of the planning commission talking
about their specific likes of the downtown area, the safe feeling of Sauk Rapids, the way we
utilize the river, community feel, good school district and a good place to raise a family with
attractions like the Race track and Thursday night summer music series. Some of the
dislikes that were discussed included abandoned downtown buildings, lack of commercial
properties, lack of trails and the lack of family sporting areas, especially in the winter
months. After Schultz completed the exercise and discussion all of the Planning Commission
members were appreciative of the conversation and agreed it was a nice refresher on what
they love about Sauk Rapids and kept ideas alive on how to make it an even better place to
live.

Commission Updates.

A. Joint Planning Board: None
B. Other: Election of officers at the next meeting

Adjournment: Tony Steinemann made a motion to adjourn the meeting. Dan Orth
seconded the motion. Motion carried unanimously. The meeting was adjourned at 7:12
p.m. by David Rixe.

Respectfully submitted,

Ashley Black
Office Coordinator



SAUK RAPIDS PLANNNG COMMISSION REQUEST FOR ACTION

Community Development Todd Schultz March 6, 2023

Originating Department: Approved for Agenda by: | Meeting Date: Agenda Item #: ‘

Agenda Section:

Item: C&L Distributing Site Plan Approval ‘

| I— -

Parcel #: 19.03133.00, 190311500, 190311400
Application Description: Site Plan

Submitted 2/20/23

Deemed Complete 2/20/23

60-Day Deadline: 11/14/21

Acreage: Approximately 6.8 acres

Previous Action: Numerous Site Plans and Conditional Use Permits
Zoning Classification: Industrial-1,

Comprehensive Plan Future Land Use Designation: Industrial
Applicant/Owner: Dick Family Trust

Recommendation: Approve

I. Background
C&L Distributing is proposing to add 15,587 square feet of space to their existing facility
on South Benton Drive. This will largely finish out their site for any future expansions. The
applicant received a Conditional Use Permit from the City last month in relation to the fill
from the project not extending 15 beyond the edges of the building.

II. Apply Ordinance

All setbacks are met

Parking requirement are met

The site is already landscaped

City Staff has reviewed the Site Plan and has no comments.

III. Staffis recommending approval.

Actions Requested: Recommend approval of the Site Plan as presented

F:\Everyone\Planning\RFAs\2023\C&L site plan.doc Page 1of1



APPLICANT INFORMATION

Applicant Name: Rice Companies
Property Owner (if different from above): C&L Distributing

Application Contact Name: Steve Nelson ] Cell Phone:

Business Phone:  320-252-0404 B meail Address:  steve.nelson@ricecompanies.com
Mailing address: 1019 Industrial Drive South

Gty:  Sauk Rapids i | State: MN ZIP Code: 56379

SUBJECT PROPERTY INFORMATION

| Property address: 1020 Industrial Drive South, Sauk Rapids, MN 56379

Complete Legal Description: |ots 1&2, Block 1 & Outlot A, Sauk Rapids Industrial Park South

Parcel ID: See Below Zoning Classification: IND-1 ’ Property Site Total Acres or Square Feet: 295 563SF
Square footage of all floors in all existing buildings on property: Square footage of all floors in all proposed building/additions:
122,409SF 15,600SF
Land to Buildin_g_Ratio (total square footage of all floors in_all exist;g and proposeg buildings divided by square footage of the property): 04
Project Name:
C&L Distributing Building Addition Parcels: 190311400, 190311500, 190313300
Project Description:

An approximately 15.6KSF addition of ambient storage

Accurate and complete Statement of Use:

The warehousing and distribution of beverages.

ORDINANCE REQUIREMENTS

According to Section 10.13 subdivision of the Sauk Rapids Ordinance Code, a site plan is required.

Mailing Address: City of Sauk Rapids; 115 2% AVE N; Sauk Rapids, MN 56379 + Phone: 320.258.5300 9/15/2021
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I According to Section 10.13 Subdivision of the Sauk Rapids Ordinance Code, 138 parking stalls are required.

' According to Section 10.13 Subdivision of the Sauk Rapids Ordinance Code, the following minimum setbacks are required: '
Front: 60 Rear: 30 Side: 20 |

SUBMISSION REQUIREMENTS

| Applicant must submit a site plan prepared by a qualified and licensed civil engineer drawn to scale indicating ALL of the following: ‘
X Property lines of the project site and dimensions
Proposed and existing buildings/structures and their dimensions
[ Distances from all buildings/structures to property lines |
| X Sign location
Off-street parking spaces/loading areas
[ Locations of refuse containers and enclosures
| [ Location, type (scientific name), and size of landscaping material |
& Storm water drainage flows indicated by arrows, elevation points or existing/ proposed contours |
X Location of all public utilities:
2 curb lines
< storm sewer catch basins |
‘ < easements |
< emergency access
< telephone
‘ S gas
2 electric cable TV
= bus line
| @ Elevations or renderings of the building/structure are recommended
*All of the above should be addressed somewhere on the site plan or noted in an attached narrative. If an item is inapplicable to the
| application, that should be clearly stated.

O Indicate sidewalks/paths on the site plan and include materials to be used
0O Drainage and utility plan
O Floor Plans
O Lighting Plan
‘ O Colored elevations
2 Include colored elevation of refuse enclosure and indicate materials to be used
= Indicate materials to be used and glazing percentages
‘ = Indicate building/structure heights ‘

‘ For properties zoned D-1, provide the following as required by Ordinance Section 10.12A:

EROSION CONTROL PERMIT ALSO NEEDED?

| Sauk Rapids Ordinance Section 14.04 requires an Erosion Control Permit for any of the following activities:
| X Land disturbance activity in excess of 5,000 square feet
O Land disturbing activity that disturbs more than 200 lineal feet of road ditch, grass waterway, or other channel; including the placement,
repair, or removal of any underground pipe, utility, or other facility within the cross section of the channel
| O Any new public or private road or access drives longer than 125 feet ‘
O Development that occurs in conjunction with a subdivision plat or any building permit for a new home or multi-family complex,
0O Temporary stockpiling of fifty (50) or more cubic yards of excess soil on any lot or other vacant area shall not be allowed without issuance of
an Erosion Control Permit (and any other permit required by city ordinance) for the earth moving activity in question. |
| Land disturbing activity that disturbs less than 5,000 square feet of land that has any of the following characteristics;
| O Within 25 feet of a waterway
O Highly erodible soils
O3 Any land disturbing activity that the City determines to have a high risk ‘

‘ ' SIGNATURES

— T R N
Applicant: f Date: 2 /’Z 0o/ 23

. . & S ) - - ! = |
| Property Owner (if different from above): e W w N | Date: 2 f 20 ;3

I attest that this application and attached information is accurate and correctly statgs my intentions. Initials:

| I understand myself or my representative must be present at the public meetings concerning this application. Initials: |
I take the responsibility for compliance with all conditions imposed upon site plan approval. Initials:

| I understand site plan approval is valid for one year. Initials: |

' FOR OFFICE USE ONLY

(2000Fee:$400 | ReceiptNo. T E5H K D | Date Received: { =y { =

Mailing Address: City of Sauk Rapids; 115 2> AVE N; Sauk Rapids, MN 56379 + Phone: 320.258.5300 9/15/2021



| APPLICANT INFORMATION

Applicant Name: Rice Companies
MPCA Permit #, if applicable: ‘
Application Contact Name: Steve Nelson | Cell Phone:

Business Phone: 320-252-0404 | Email Address: steve.nels;n@ricecompanies.co;n J

| Mailing address: 1019 Industrial Drive South - B
city: Sauk Rapids | State: MN | ZIP Code: 56379 |
SUBJECT PROPERTY INFORMATION '

Property address: 1019 Industrial Drive South, Sauk Rapids, MN 56379 ‘

| Parcel ID: 190311400, 190311500, & 190313300 | Acesorsquarereet:  205,563SF |
| REQUIREMENT ‘

Saﬁk Rapids Ordinance Section 14E req_unres an Erosion Control Permit for this project b;cause:

O Land disturbing activity that disturbs more than 200 lineal feet of road ditch, grass waterway, or other channel; including the placement,
repair, or removal of any underground pipe, utility, or other facility within the cross section of the channel

00 Any new public or private road or access drives longer than 125 feet

O Development that occurs in conjunction with a subdivision plat or any building permit for a new home or multi-family complex. ‘

00 Temporary stockpiling of fifty (50) or more cubic yards of excess soil on any lot or other vacant area shall not be allowed without issuance of
an Erosion Control Permit (and any other permit required by city ordinance) for the earth moving activity in question.

Land disturbing activity that disturbs less than 5,000 square feet of land that has any of the following characteristics:

O within 25 feet of a waterway

O Highly erodible soils

D Any land disturbing activity that the City determines to have a high risk

PROJECT DESCRIPTION

Please provide a brie;, t_ﬁ'ne_ra_l descriﬁfion of the proposed projéct per City of Sauk Rapids brdinance Se_ction 14.05 S;bdivision 3.B. inclutrng R
the nature and purpose of the land disturbance and the amount of grading, utilities, and building construction involved:

‘ The Construction of an ~15KSF building addition and associated parking/drives. The existing stormwater
basin to the east can handle the additional stormwater. There will be no rise in the flood elevation because
of there is a net increase in flood volume due to the pond modification. Approximately 1,000CY of material

‘ will be moved on site.

[ Land disturbance activity in excess of 5,000 square feet ‘

“ Applicaﬁ(ic;%ﬂ/_ a

Applicant’s Commitment:

SIGNATURE

l- ;at_e: _2 /;2 0// 2 3_ ‘

I certify that I have reviewed a copy of any current Stormwater Pollution Prevention Plan (SWPPP) for the project area in which I am working and

| I am responsible to protect, repair or replace any installed erosion and sediment control measures disturbed by any activity on the project site,

| and to monitor effectiveness of the SWPPP in the area(s) listed above. I agree to comply with the regulations set within the City of Sauk Rapids
Ordinance Code. I understand that I may need to modify implemented protection measures as site conditions fluctuate. I will ensure all site
runoff is adequately treated by stormwater controls. I will be responsible for actions of all subcontractors and delivery personnel at the worksite
related to my construction activity, and their impact on any SWPPP andjor this permit until the time the land is transferred to some other person
or entity. At that time I wilt submit a transfer form with the new property owner's information and signature. Furthermore, I understand this
permit must be provided upon request within 24 hours. Initials:

! FOR OFFICE USE ONLY |
| 2009 Fee: $100 minimum for under one acre, $25/each additional acre, $500 maximum | Receipt No.: Date Received:
Entered into the Permit Database by: | Permit Issuance Date: Permit Closed Date:

Copy handed/mailed to applicant on: | Issued by:

Mailing Address: City of Sauk Rapids; 115 22 AVE N; Sauk Rapids, MN 56379 + Phone: 320.258.5300 9/15/2021
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SITE NOTES

BACKGROUND INFORMATION FOR THIS PROJECT PROVIDED 8Y O'MALLEY & KRON, COLD
SPRING. MN, 03/02/2021.

LOCATIONS AND OF EXISTING AS SHOWN ON THIS
PLAN ARE APPROXIMATE. CONTRACTOR SHALL FIELD VERLFY SITE CONDITIONS AND UTLITY
LOCATIONS PRIOR TO EXCAVATION/CONSTRUCTION. IF ANY DISCREPANCIES ARE FOUND, THE
ENGINEER SHOULD BE NOTIRED {MMEDIATELY.

REFER TO BOUNDARY SURVEY FOR LOT BEARINGS, DIMENSIONS AND AREAS.

ALL DIMENSIONS ARE TO FACE OF CURB OR EXTERIOR FACE OF BUILDING UNLESS OTHERWISE
NOTED.

REFER TO ARCHITECTURAL PLANS FOR EXACT BUILDING DIMENSIONS AND LOCATIONS OF

DTS, RAMPS, AND TRUCK DOCKS, BURDING ADDITION LOCATIONS SHALL BE VERFIED WITH
THE BasTING BURLDING AND ARCHITECTURAL DRAWINGS PRIOR TC CONSTRUCTION.

THE CONTRACTOR SHALL BE FOR TRAFFIC
0L DEVICES SUCH AS BARRICADES, WARNING SIGNS, DIRECTIONAL SK5NS, RLAGGERS
AND UGHTS TO CONTROL OF

THI . ENT
DEVICES SHALL BE APPROVED BY THE CITY AND ENGINEER PRIOR TO PLACEMENT.
“TRAFFIC CONTROL DEVICES SHALL CONFORM TO APPROPRIATE MNDOT STANDARDS,

BITUMINGOUS PAVEMENT AND CONCRETE SECTIONS TO BE IN ACCORDANCE WITH THE
RECOMMENDATIONS OF THE GEOTECHNICAL ENGINEER.

CONTRACTOR SHALL MAINTAIN FULL ACCESS TO ADJACENT PROPERTIES DURING
CONSTRUCTION AND TAKE ALL PRECAUTIONS NECESSARY TO AVOID PROPERTY DAMAGE TO
ADJACENT PROPERTIES.

o EXISTING ZONING: 1, INDUSTRIAL DISTRICT
« PARCEL DESCRIFTION: LOTS 182, BLK 1 & QUTLOT A, SAUK RAPIOS
INDUSTRIAL PARK SOUTH
* PROPERTY AREA: 295,563 SF (679 AC)
» PERVIOUS SURFACE: 75,110 SF (25.4%)
« IMPERVIOUS SURFACERATIO): 220453 SF (74.6%}
» BULDING SETBACK PER CODE: 60'=FRONT
20°=SIDE / 60°'=SIDE TO ROW
30°=REAR
XX=REAR
« PARKING SETBACK: S'=FRONT AND ROW
3'=SIDE AND REAR
+ PARKING SPACE/DRIVE AISLE: S 'WIDE X 18' LONG, 24’ AISLE
« PARKING RATIO REQUIREMENT OTY OF SAUK RAPIDS
WAREHOUSE: 1 SPACE / 1000 SF OF BLDG
'WAREHOUSE (138,008/1000}: 138 SPACES
+ PARKING PROVIDED:
STRIPED: 72 SPACES
NOT STRIPED: 66 SPACES
TOTAL: 138 SPACES

NORTH ADDITION
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1020 INDUSTRIAL DRIVE SOUTH, WAITE PARK, MN, 56379
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1, LOCATIONS AND ELEVATIGNS OF EXISTING TOPOGRAPHY AND UTILITIES AS SHOWN ON THS
PLAN ARE APPROXIMATE. CO R SHALL FIELD VERIFY SITE CONDITIONS AND UTILITY
LOCATIONS PRIOR TO EXCAVATION/CONSTRUCTION. THE ENGINEER SHALL BE NOTWFED
IMMEDIATELY ¥ ANY DISCREFANCIES ARE FOUND,
2. CONTRACTORS SHALL REFER TO ARCHITECTURAL PLANS FOR EXACT LOCATIONS AND
, EXIT PORCHES, RAMPS, TRUCK DOCKS, PRECESE

BUILDING DIMENSIONS, EXACT BUILDING umnv ENTRANCE LOCATIONS, AND EXACT

H LOCATIONS AND NUMBER OF DOWNSPOLTS,

i ‘ 3, ALLEXCAVATION SHALL BE IN ACCORDANCE WITH THE CURRENT EDITION GF *STANDARD
SPECIFICATIONS FOR TRENCH EXCAVATION AND BACKALL/SURFACE RESTORATION® AS
PREPARED BY THE CITY ENGINEERS ASSOCIATION CF MINNESOTA,

4. ALL DISTURBED UNPAVED AREAS ARE TO RECEIVE FOUR INCHES OF TOPSQIL AND SOC OR SEED.
THESE AREAS SHALL BE WATERED UNTIL A HEALTHY STAND OF GRASS 15 OBTAINED. SER
LANDSCAPE PLAN FOR FLANTING AND TUAF ESTABLISHMENT,

5. THE CONTRACTOR SHALI. BE RESPONSIBLE FOR PROVIDING AND MAINTAINING TRAFFIC
CONTROL DEVICES SUCH WARNING SIGNS, DlKEﬂIONAI. SIGNS, AAGMEN

'WHERE NECESSARY. PLACEMENT OF

THESE DEVICES SHALL BE APPROVED BY THE ENGINEER PRIOR TO PLACEMENT. TRAFFIC

CONTROL DEVICES SHALL CONFORM TO APPROPRIATE MNDOT STANDARDS.

6. ALLSLOPES SHALL BE GRADED TO 3:1 OR FLATTEA, UNLESS GTHERWISE INDICATED ON THIS
SHEET,

—y

-~

CONTRACTOR SHALL UNIFORMLY GRADE AREAS WITHIN LIMITS OF GRADING AND PROVIDE A
SMOGTH FINISHED SURFACE WITH UNIFORM SLOPES BETWEEN POINTS WHERE ELEVATIONS
ARE SHOWN OR BETWEEN SUCH POINTS AND EXISTING GRADES.

8. CONTRACYOR SHALL DISPOSE OF ANY EXCESS SQIL MATERIAL THAT EXISTS AFTER THE SITE
GRADING AND UTILITY CONSTRUCTION (S COMPLETED. THE CONTRACTOR SHALL DISPOSE OF
ALL EXCESS SOL MATERIAL [N A MANNER ACCEPTABLE TO THE OWNER AND THE REGULATING
AGENCIES.

9. ALL CONSTRUCTION SHALL CONFORM TO LOCAL STATE AND FEDERAL RULS INCLUDING THE
NATIONAL POLLUTANT DISCHARGE (NPDES) PERMI

. 10. PRIOR TO PLACEMENT OF ANY STRUCTURE OR PAVEMENT, A PROOF ROLL, AT MNMUMWI.L
H BE REQURED GN THE SUBGIADE. PROGF ROLLING SHALL BE ACCOMPLISHED BY MAXI

MINBAUM OF 2 COMPLETE PASSES WITH FULLY-LOADED TANDEM-AXLE DU/
|

—
——,

2185715
FFE=1024.12

~—

e

R ~—

——

CK,
H APPROVED EQUAL IN EACH OF 2 PERRENDICULAR DIRECTIONS WHILE UNDER SUPERVISION
AND DIRECTION OF THE INDEPENDENT TESTING LASORATORY. AREAS OF FARURE SHALL BE
EXCAVATED AND RE-COMPACTED AS SPECIFIED KEREIN,
‘OR PARKING AREAS SHALL

n MATERIAL FLAL BUILDANGS 51
BE COMPACTED IN ACK OKDANCEWITH THE SPECIFIED DENSITY METHOD AS OUTLINED IN
MNDQT 2105.3F1 AND THE REQUIREMENTS OF THE GEOTECHNICAL ENGINEER.

:’

i

{ [ 12 EMBANKMENT MATERIAL NOT PLACED [N THE BUILDING PAD, STREETS GR PARIGNG AREA,
INARY

T

I

|

l SHALL BE COMPACTED [N ACCORDANCE WITH REQUIREMENTS OF THE OROI
COMPACTION METHOD AS QUTLINED [N MNCOT 2105.3F2

13. ALL SORS AND MATERIALS TESTING SHALL DE COMPLETED BY AN INDEPENDENT
GEOTECHNICAL ENGINEER. EXCAVATION FOR THE PURPOSE OF REMOVING UNSTABLE OR
' UINSUITASLE SOILS SHALL 82 COMPLETED AS REQUIRED BY THE GEOTECHNICAL ENGINEER. THE
/ CONTRACTOR SHALL BE RESPONSIBLE FOR COORDINATING ALL REQUIRED SOLS TESTS AND

INSPECTIONS WITH THE GEOTECHNICAL ENGINEER.
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Mumnber: SR P.22.088

COMPAMNIES

== ORICE
811 or calld11.com
—Tgminon Ground Rance

UTILITY LEGEND
XSTNG PROPOSED
——— et —— o wmem  PROPERTY UNE

———————— EASEMENT LINE

—— CURB AND GUTTER
P @  SANITARY SEWER
et e SANITARY SEWER FORCE MAIN
———pp——)  STORM SEWER
—— WATERMAIN
4 emamfomtt}  HYDRANT
————— GAS
ELECTRIC
LECTRIC

— UNDERGROUND TELEPHONE

— e TELEPHONE FIBER OPTIC

NORTH ADDITION

ISSUE FOR PERMIT
1020 INDUSTRIAL DRIVE SOUTH, WAITE PARK, MN, 56379

C & L DISTRIBUTING ¢

cABLE
e ppp———  ORAINTLE

» GATE VALVE

a RIPRAP

* LIGHT POLE

<0 PIPE SEPARATION (ELEVATION DIFFERENCE
WITH INSULATION BETWEEN PIPE NETWORKS)
GENERAL UTILITY NOTES

1. CONTRACTOR SHALL FELD VERIFY LOCATION, ELEVATION, SIZE, AND TYPE OF ALL EXISTING
LITILITIES AT CONNECTIONS.

R 2. THE CONTRACTOR 16 SPECIHCALLY CAUTIONED THAT THE LOCATION AND/OR ELEVATION OF
.. T e e EXISTING UTILITIES AS SHOWN ON THESE PLANS ARE BASELH ON RECORDS OF THE VARIOUS
UTILITY COMPANIES AND UMITED MEASUREMENTS TAKEN IN THE FIELD. THE INFORMATION
SHALL NOT BE RELIED ON AS AEING EXACT OR COMPLETE. THE CONTRACTOR SHALL VERIFY
BXISTING CONDITIONS PRIOR TO CONSTRUCTION AND NOTIFY THE OWNER OR ENGINEER OF

DISCREPANCIES.

3, ALL SANITARY SEWER, STORM SEWER AND WATER MAIN MATERIAL AND INSTALLATIOMS SHALL
BE PER CITY PLUMBING CODE, AND IN ACCORDANCE WITH THE
CURRENT EDITION QF SPECIFCAT MAIN AND SERVICE LINE

INSTALLATION AND SANITARY SEWER AND STORM SEWER INSTALLATION" AS PREPARED BY THE
CITY ENGINEERS ASSOCIATION OF MINNESOTA.

\I 1 4. PRIOR TO CONSTRUCTION, THE CONTRACTOR SHALL OBTAIN THE NECESSARY FEDERAL, STATE

. b AND LOCAL PERMITS £OR THE PROPOSED WORK OR VERIFY WITH THE OWNER OR ENGINEER

Al 1 THAT PERMITS HAVE BEEN OBTAINED. PERMIT FEES SHALL DE THE RESPONSIBILITY OF THE
CONTRACTOR UNLESS OTHERWISE ARRANGED WITH THE OWNER.

r
g
l 5. CONTRACTOR SHALL REFER TO ARCHITECTURAL PLANS FOR EXACT LOCATION AND
DIMENSIONS OF DOORWAYS, RAMPS, TAUCK DOCKS, PRECISE BUILDING DIMENSIONS AND
H EXACT BUILDING UTILITY CONNECTION LOCATIONS.
i
s 6 ALL PRIVATE UTRTIES SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE SPECIFICATIONS OF

THE APPROPRIATE UTILITY COMPANY. THE CONTRACTOR SHALL COORDINATE THE SERVICE LINE
CONSTRUCTION WITH THE UTILITY COMPANIES.

7. COMTRACTOR SHALL OBTAIN ALL MECESSARY CITY PERMITS FOR UTILITY CCNNECTIONS, AND

PROPOSED ADDITION
2184715 UTRITIES SHALL B INSPECTED AND APPROVED BY THE CITY. THE CITY SHALL BE NOTIFIED
= ) 4B-HOURS PRIOR TO COMMENGING WITH THE UTILITY CONSTRUCTION OR ANY REQU
FFE=1024.12 TESTING. CONTRACTOR SHALL NOT OFERATE, INTERFERE WITH, CONNECT ANY PIPE OR HOSE
Y0, OR TAP ANY WATER MAIN BELONGING TO THE CITY UNLESS DULY AUTHORIZED TO 0O SO

BY THE CITY. ANY ADVERSE CAONSEQUENCES OF SCHEDULED OR UNSCHEDULED DISRUPTIONS
OF SERVICE TO THE PUBLIC ARE TO BE THE RESPONSIBILITY OF THE CONTRACTOR,

8. STORM SEWER PIPE:

T e e

A PERFORATED SUBSOIL ORAINS SHALL BE EITHER PE PIPE PER ASTM F667 OR PVC PIPE PFR
ASTM D2729.

S

IE=1018.00

(E=10t548 l I
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Call 48 Hours before digging:
EROSION CONTROL LEGEND  S'Lorcferlcon
PROPOSED
—-m i m—— - = e PROPERTYLINE
e ™ e v e ==%0ee w  INDECCONTOUR
et 502 INTERVAL CONTOUR
CURB AND GUTTER
—— — — POND NORMAL WATER LEVEL
—_—— g
——— s HEAVY DUTV SUT FENCE
e — REDUNDANT SILT CONTROL
———pp—@  STORMSEWER
» FLARED END SECTION (WITH RIPRAP)
{1 'WATER MAIN
SANTTARY SEWER
REVAINING WALL
DRAIN TRE
GRADING LIMITS
ROCK CONSTRUCTIQN ENTRANCE
sop
EROSION CONTROL BLANKET
MNDOT SEED MiX 25-131
MNDOT SEED MiX 33-261
EMERGENCY OVERFLOW
@ =u SOIL BORING LOCATION
@ INLET PROTECTION
O INLET PROTECTION

GENERAL EROSION CONTROL NOTES

1. THE CONTRACTOR IS SPECIRCALLY CAUTIONED THAT THE LOCATION AND/OR ELEVATION OF
EXISTING UTILITIES AS SHOWN ON THESE PLANS ARE BASED ON RECORDS OF THE VARIOUS.
UTILITY COMPANIES AND LIMITED MEASUREMENTS TAKEN IN THE AIELD. THE INFORMATION
SHALL NOT BE RELEED ON AS BEING EXACT OR COMPLETE. THE CONTRACTOR SHALL VERFY
[EXISTING CONDITIONS PRIOR TO CONSTRUCTION AND NOTIFY THE OWNER DR ENGINEER OF
DISCREPANCIES.

2. ALLSILT FENCE AND OTHER EROSION CONTROL FEATURES SHALL BE IN-PLACE PRIOR TO ANY
EXCAVATION/CONSTRUCTION AND SHALL BE MAINTAINED UNTIL VIABLE TURF OR GROUND

oL PONDING, DIKES, HAYBALES, ETC, REQUIRED BY THE CIY
SHALL BE INCIDENTAL TO THE GRADING CONTRACT.

3. EROSION AND SILTATION CONTROL (ESC): THE CONTRACTOR SHALL ASSUME COMPLETE
RESPONSBILITY FOR CONTROLLING ALL SETATION AND EROSION OF THE PROJECT AREA THE
‘CONTRACTOR SHALL USE WHATEVER MEANS NECESSARY TO CONTROL THE EROSION AND
SILTATION INCLUDING BUT NOT LIMITED TO: CATCH BASIN INSERTS, CONSTRUCTION
ENTRANCES, EROSION CONTROL BLANKET, AND SILT FENCE. ESC SHALL COMMENCE WITH
GRADING AND CONTINVE FHROUGHOUT THE PROJECT UNTIL ACCEPTANCE OF THE WORK BY
THE OWNER. THE CONTRACTOR'S RESPONSIBILITY INCLUDES ALL IMPLEMENTATION AS
REQUIRED TO PREVENT EROSION AND THE DEPOSITING OF SILT, THE OWNER MAY DIRECT THE
CONTRACTOR'S METHODS AS DEEMED T TO PROTECT PROPERTY AND MPROVEMENTS, ANY
DEPOSITION OF SILT OR MUD ON KEW OR EXISTING PAVEMENT OR N EXISTING STORM

OR SWALES SHALL BE REMOVED AFTER EACH RAIN EVENT. AFFECTED AREAS SHALL BE
OF THE OWNER, ALL AT THE EXPENSE OF THE CONTRACTOR.
ONTROL SHALL BE REMOVED BY THE CONTRACTOR AFTER THE

DURING WORKING HOURS MUST BE CLEANED AT THE END OF EACH

IRBED
WORKING DAY. A CONSTRUCTION
DETANS TO REDUCE TRACKING OF DIRT ONTO FUBLIC

5. WHEN INSTALLING END-OF-LINE FLARED END SECTIONS, BRING THE SILT FENCE UP & OVER THE
UPSTREAM FLARED END
S,

FLARED END SECTIONS & COVER DISTURBED AREAS WITH RIP RAP. THE
SECTIONS SHALL HAVE WOOD HBER BLANKET INSTALLED ON THE DISTURBED SOI

6. ALL UNPAVED AREAS ALTERED DUE TO CONSTRUCTION ACTIVITIES MUST BE RESTORED WITH
SEED AND MULCH, SOD, EROSION CONTROL BLANKET DR BE HARD SURFACE WITHIN 2 WEEKS

OF COMPLETION OF CONSTRUCTION.
7. THE SITE MUST BE STABILIZED PER THE REQUIREMENTS OF THE MPCA, NPDES, MNDOT, AND
oy,

A TEMPORARY {GREATER THAN 1-YEAR) SEED SHALL BE MNDOT SEED MIX 22-117 AT
30.5-POUNDS PER ACRE.

TEMPORARY (LESS THAN 1-YEAR) SEED SHALL BE MNDOT SEED MIX 21-112 {FALL) OR
21-111 (SPRING/SUMMER) AT T00-POUNDS PER ACRE

€ INFLTRATION/FILTRATION BASIN BELOW THE HWL SHALL BE MNDOT SEED MIX 33-261 AT
35-POUNDS PER ACRE.
POND SLOPES SHALL BE MNDOT SEED MIX 33-261 AT 35-POUNDS PER ACRE.

8

13 GENERAL SEEDING SHALL B MNDOT SEED MIX 25-131 (COMMERCIAL TURF} AT
220-POUNDS PER ACRE.

F. MULCH SHALL BE MNDOT TVPE 1 APPLIED AT 2-TONS PER ACRE.

FOR AREAS WITH SLOPE OF 3:1 OR GREATER, RESTORATION WITH SOD OR BONDED FIBER
MATRIX HYDROMULCH 15 REQUIRED.

9. ALL TEMPORARY STOCKPILES MUST HAVE SILT FENCE INSTALLED AROUND THEM TO TRAP
SEDIMENT.

10, ALL CONSTRUCTION SHALL CONFORM TC LOCAL AND STATE RULES INCLUDING THE NATIONAL

FOLLUTANT DISCHARGE ELIMINATION SYSTEM (NPDES) PERMIT REQUIREMENTS,

13. THE SITE MUST BE KEPT IN A WELL-DRAINED CONDITION AT ALL TIMES, THE CONTRACTOR
SHALL BE RESPONSIBLE FOR TEMPORARY DITCHES, FIPING OR OTHER MEANS REQUIRED 7O
INSURE PROPER DRAINAGE DURING CONSTRUCTION. LOW POINTS [N RDADWAYS OR
BUILDING PADS MUST BE PROVIDED WITH A POSITIVE OUTFLOW.

12, PUBLIC STREETS USED FOR HAULING SHALL BE KEPT FREE OF SOJL AND DEBRIS, STREET
SWEEPING SHALL BE CONCURRENT W{TH SITE WORK.

ISSUE FOR PERMIT
C & L DISTRIBUTING

ENTRANCE TO THE SITE MUST BE FROVIDED ACCORDING TQ

COMPANIES

NORTH ADDITION

1020 INDUSTRIAL DRIVE SOUTH, WAITE PARK, MN, 56378
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Humber: SRP.22.088

SWPPP NARRATIVE

THE SWPPP 1S PREPARED IN WITH THE NATIONAL ARGE SYSTEM (NPDES) REGULATIONS AS ESTABLISHED BY
THE CLEAN WATER ACT, THE MINNESO‘I‘A POLLUTION CONTROL AGENCY'S CONS"WCTION GENERAL PERMIT MN Ilml (CSGPY mM’ION DATE:
JULY 31, 2023) PROVIDES A FOR COMPLIANCE TO FROM A

THE SWPPP IS FOR THE OWNER LISTED BELOW, AT C84 QISTRIBUTING. THIS REPORT SHALL BE ON THE SITE AT
ALL TIMES DURING CONSTRUCTION. I'ME OWNER MUST ALSO KEEP THIS SWPPP ON FILE FOR THREE YEARS AFTER SUBMITTAL OF THE NOTICE OF

THE THIS SWPPP:

- CONTROL MEASURES FOR STORM WATER POLLUTION PREVENTICN FRIOR TO AND DURING CONSTAUCTION

- :numot MEASURES FOR SI’ORM WA\'ER POLLUTION PREVENTION AFTER CONSTRUCT]

- SQURCES
INSPECHON AND P
THE GRADING ANC EROS(ON CONTROL PLAN caL SHALL BE C PART OF THE SWPPP.
PROJECT EP
THI PRESENTS A STORM WATER POLLUTION PREVENTION PLAN {SWPPP) FOR C&L DISTRIBUTING (N SAUK RAPIDS, MN. THE SITE IS LOCATED
IN THE NORTHEAST QUADRANT OF BENTON CRIVE AND INDUSTRIAL DRIVE SOUTH,
PROJECT CONTACT INFORMAT 10N
OWNER/DEVELOPER: CONTRACTOR:
CCOMPANY NAME: CHL DISTRIBUTING RICE COMPANIES
CONTACT: NELSQ
ADDRESS: 1020 INDUSTRIAL DRIVE SOUTH 1019 INDUSTRIAL DRIVE SOUTH
SAUK RAPIDS, MN 56379 SAUK RAPIDS, MN 56379
PHONE: 3202520404
E-MAIL: STEVENELSOR@RKECOMPANIES. COM

IDENTIFY PERSONNEL INVOLVED WITH THE PROJECT AND THER RELATED NECESSARY TRAINING COMMENSURATE WITH THEIR TASK PRIOR TO
CCMMENCEMENT OF CONSTRUCTION ACTIVITIES.

SWPPP DESIGNER: SWPPP INSPECTION: BMP INSTALLER:
COMPANY: RICE COMPANIES
CONTACT: WL HUSTON
ADDRESS: 1019 INDUSTRIAL DRIVE SOUTH
SAUK RAPIDS, MN 56379
PHONE 3202520404
E-MAIL: 'WILLHUSTON @RICECOMPANIES, COM
TRAINING COURSE/ENTITY: UNIV. OF MN - DESIGN OF SWPPP
EXPIRATION DATE: MAY 31, 2024

WNI PERATOR RESPONSIBILITIES
NI

~DEVELOPMENT OF SWPPP PRIOR TO APPLICATKIN/NOI SUBMITTAL.

~SUBMIT A COMPLETE AND ACCURATE APPLICATION FORM (NOf

-COMPLIANCE WITH ALL TERMS AND CONDITIONS OF CONSTRUCTION GENERAL STORMWATER PERMIT

-SWPPP SUBMITTAL FOR 30 DAY REVIEW FOR PROTECT GREATER THAN SO ACRES & DISCHARGING TO SPECIALIMPAIRED WATERS WITHIN t MILE OF
SITE DISCHARGE.

-KEEPING PERMIT COVERAGE UP-TO-DATE (TRANSFER/SUBRIVISION)

-SUBMIT NOTICE OF TERMINATION (NOT) WITHIN 30 DAYS AFTER ALL PERMIT TERMINATION CONDITIONS AS LISTED IN SECTICN 13 ARE COMPETE

-SUBMIT NOTICE OF TERMINATION (NOT) WITNIN 30 DAYS OF MEETNG REQUIREMENTS OF FINAL STABILIZATION

~IDENTIFY WHO HAS LONG TERM OPI 1Y OF SYSTEM.

-DEVELOP CHAIN OF RESPONSIBILITY WITH ALL OFERATORS T0 ENﬂJRE NPDES COMPUANEE

-~IDENTIFY TRAINED PERSONNEL TO DEVELOP THE SWFPP, INSTALL AND MAINTAIN BEST MANAGEMENT PRACTICES, AND CIVERSEE THE SWPPP AND

CONOUCT INSPECTIONS

OPERATOR
—GDMPLEI'ION ‘OF AN ACCURATE NO) WITH THE OWNER
IMPUANCE WITH CSGP SECTIONS 3, 4, 6-22, 24 AND ANY APPLICABLE REQUIREMENTS FOR CONSTRUCTION ACTIVITY IN SECTION 23 (MINN. R 7050}
—KEEPING THE PERMIT UP-TO-DATE WITH THE OWNER (PARTIAL WHOLE, COMWOR BUILDER, ET:

-COMPLETE AND SIGN APPLICATIONS FOR PERMIT TRANSFER AND ND NOTICE OF WITH OWNER AS NEEDED,
PROJECT DESCRIFTIO!
mm 68 ACRES. CONSTRUCTION WILL CONSIST OF, BUT & NOT LIMITED TO, A BUILDING ADDITION TO THE NORTH.

PROIECT AREA = 6.8 ACRES

DISTURBED AREA = 0.45 ACRES

BXISTING IMPERVIOUS AREA = 4.5 ACRES
PROPOSED IMPERVIOUS AREA = 5.1 ACRES

PRE-DEVELUPMENT SITE CONCITIONS

THE EXISTING SITE IS A COMMERCIAL DISTRIBUTION FACKITY. THE SITE IS BAUNDED OM THE WEST 8Y INDUSTRIAL DRIVE SOUTH, THE SOUTH BY BENTON
DRIVE, THE EAST BY HWY 10 OFF-RAMP, AND THE NORTH BY A COUNTY DITCH #3. A MAJORITY OF THE SITE DRAINS TO A STORMWATER POND ON THE
EAST SIDE OF THE SITE. THE NORTH PARKING AND DRIVES DISCHARGES DIRECTLY TO THE COUNTY DITCH. THE SCUTHWEST CORNER DISCHARGES TO
DITCHES AND EVENTUALLY FO THE COUNTY DITCH. COUNTY DITCH #3 ULTIMATELY DISCHARGES TO THE MISSISSIPPI RIVER ALTHOUGH THAT 1S MORE
THAN A MILE AWAY, THERE ARE NO KNOWN CONTAMINANTS ON SITE

SOILTYPES
THE SITE CONTAINS HSG A AND A/D SOILS PER THE SON, SURVEY. THE AREA WAS FILLED AS PART OF A PREVIOUS PROJECT AND SOIL BORINGS HAVE NOT
BEEN DONE ON THE NORTH ADDITION LOCATION.

POST-DEVELOPMENT SITE CONDITIONS
THE DUSTING DRAINAGE PATTERNS WILL , FOR THE MOST PART, BE MAINTAINED. THE NEW ROOF WILL BE RECIRECTED TO THE EAST STORMWATER POND
FOR TREATMENT PRIOR TO DISCHARGE.

STORM WATER MANAGEMENT FLAN
THE TEMPORARY STORMWATER MANAGEMENT PLAN WILL CONSIST OF SILT FENCE, HYDROSEEDING, INLET PROTECTION, AND OTHER BMPS.

THE STORM WATER PLAN WILL CONSIST OF THE EXISTING STORMWATER POND.
REFER TO THE C&L REPORT FOR MORE INFORMATION REGARDING THE PRE-DEVELOPMENT SITE
< POST- SITEC AND STORM WATER MANAGEMENT CALCULATIONS.

TME $ITE STORM WATER DETENTION FACILITY WILL BE CONSTRUCTED TO MEET DR EXCEED LOCAL, STATE AND FEDERAL REQUIREMENTS,

NAME ; NONE
IMPAIRMENT:

TEMPORARY AND PERMANENT EROSION AND SEDIMENT CONTROL BMP'S ALONG WITH THE PROCEDURES TO BE USED TQI

THMING OF BMP INSTAULATION

THE EROSION PREVENTION AND SEDIMENT CONTROL BMP'S SHALL BE INSTALLED TO MINIMIZE EROSION FROM DISTURBED SURFACES AND CAPTURE
SEDIMENT ON SITE.  THE FOLLOWING LIST DEFINES THE TIMING OF EROSION PREVENTION AND SEDIMENT CONTROL MEASURES IN SPECIFIC AREAS.

»  PRIOR TO START OF CONSTRUCTION
THE FOLLOWING ERCSKIN PREVENTION AND SEDIMENT CONTROL MEASURES ARE SHOWN N THE PLANS AND SHALL BE IMPLEMENTED PRIOR TO
CONSTRUCTION:

1. INSTALL SAT FENCE OR OTHER SEQIMENT CONTROLAWJNDTHE PERIMETER OF AREAS TO BE GRADED AND ALL AREAS WHICH ARE NOT YO BE

DISTURBED AS SHOWN ON THE GRADING AND EROSON CONTRO!
2, CONSTRUCT GRAVELC E ID THE SITE AS SHOWN ON THE CONSTRUCTION PLANS.
3. INLET PROTECTION IS TO BE INSTALLED AT ALL SVORM WA'ER INLETS WHICH HAVE THE POTENTIAL TO RECEVE STORM WATER RUNOFF FROM THE
CONSTRUCTION SFE WITHIN 200 FEET OF LIMITS OF CONSTRUCTION.

4. INSTALL SILT SENCE OR OTHER SEDIMENT CONTROL ARCUND ALL TEMPORARY (NACTIVE STOCKPILES. ALL SILT FENCES FOR STOCKPILES SHALL BE

INCIDENTAL TO GRADING CONTRACT [F STOCKPILES ARE PLACED OUTSIDE OF SI\.T FENCES SHOWN ON THE PLAN.

=  DURING CONSTRUCTION
THE FOLLOWING EROSION PREVENTION AND SEDIMENT CONTROL MEASURES ARE SHOWN IN THE PLANS AND SHALL BE IMPLEMENTED DURING
CONSTWJmN:
PHASE GRADING WORK 70 MINIMIZE THE DURATION THAT ANY DISTURBED SOIL IS EXPOSED,
1. ALL DISTURBED AREAS SHALL HAVE TEMPORARY PROTECTION OR PERMANENT COVEROVEHEXPQSE! SOIL AREAS IF NOT BEING ACTIVELY
GRADED AND/QR IF NOT AT FINAL GRADE WITHIN 14 DAYS OF DISTURBANCE ACTIVITY TEMPORARILY OR PERMANENTLY CEASING, TEMPORARY
SEED MIX 150, APPLIED AT A RATE OF 40 LBS/ACRE, SHALL BE USED PRIOR TQ WINTER, ¥ SITE NOT SODDED,
3. STRIP AND STOCKPILE TOPSQIL FOR REPLACEMENT OF 5 INCHES OF TOPSOIL OVER TURF AREAS WHEN GRADING 15 COMPLETE.
4. PLACE A MINIMUM OF 2 TONS/ACRE OF STRAW ON ALL AREAS AFTER REACHING FINAL GRADE WITH TOPSOIL AND ANCHOR STRAW WITH EITHER
A STRAIGHT DISK, HYDROMULCH OR POLYMER.

5. STABRIZATION OF TEMPORARY OR PERMANENT ORAINAGE DITCHES THAT ORAIN WATER FROM THE CONSTRUCTION SITE MUST 3E INITIATED
'WITHIN 24 HOURS OF CONNECTING THE DRAINAGE CITCH 7O ANVCDNVEVANCESVSI‘EM THAT DISCHARGES TO SURFACE 'WATERS, THE FIRST 200
LINEAR FEET MUST BE STABILIZED WITHIN 24 HOURS. FCH SHALL
INSTALL SILT FENCE AROUND ALL TEMPORARY INACTIVE STOCKPILES WHICH ARE NOT PlACEDVm‘HlN EXISTING S|LT FENCES OR OTHER
PERIMETER CONTRALS.

TEMPORARY OR PERMANENT ENERGY DISSIPATION AT PIPE AFRON OUTLETS WILL BE FLACED PRIOR TO BUT NO SOONER THAM 7 DAYS BEFORE

APRON IS INSTALLED. RIPRA® SHALL BE INSTALLED UNDER APRON LIP ACCORDING TQ THE STANDARD DETAIL

SUFFICIENT PERSONNEL, EQUIFMENT, AND MATERIALS SHALL 8E MOBILIZED WITHIN 24 HOURS OF A WRITTEN ORDER BY THE OWNER OR

GWNER'S REPRESENTATIVE TO CONDUCT CORRECTIVE WORK AND INSTALL TEMPORARY EROSION CONTROL WORK IN THE CASE OF AN

EMERGENCY.

9. REMOVE ANY SEDIMENT THAT HAS BEEN TRACKED ONTO PUBLIC STREETS AT THE END OF THE DAY OR WITHIN 24 HOURS OF DETECTION, OR
MORE FREQUENT AT DIRECTION OF SITE INSPECTOR.

10. COLLECT ALL CONSTRUCTION DEBRIS IN DUMPSTERS AND ROLL-CFF BOXES, EMPTY WHEN DEBRIS REACHES TOP OF DUMPSTER

11 INSPECT POLLUTION CONTROL MEASURES AS SPECIFIED WITHIN SECTION t) OF THE GEMERAL PERMIT.

® N @

»  INLET SEDIMENT CONTROL BMP REMOVAL

IF INLET SEREMENT CONTROLS (WIMCO TYPE OR EQUAL) BMPS ARE REMOVED FOR FLOODING / FREEZING CONCERNS UPON REQUEST OF THE
MUNICIPALITY, WATERSHED DISTRICT OR OTHER ASENCY, DOCUMENTATION SHALL BE ATTACHED TO THE INSPECTION REPORTS AND THIS SWPFP OR BE
AVAHLABLE WITHIN 72 HOURS OF REQUEST. DOCUMENTATION SHALL BE A WRITTEN FORM OF CORRESPONDENCE VERIFVING THE NEED FOR REMOVAL

»  UPON C OF ACTIVITIES
PERMIT TERMINATION CONDITIONS ARE ACHIEVED FOR THE PROJECT WHEN PERMANENT EROSION CONTROL BMP'S ARE APPLIED TO THE SITE. THE
PERMANENT EROSION CONTROL BMP'S MAY BE A COMBINED OFVNEI'ATIVE AND INON-VEGETATIVE COVER TYPES, ADDITIONAL REQUIREMENTS TO
ACHWING FINAL STASILIZATION PERMIT TERMINATION CONDITIONS INCLUI
ALL 50U DISTURBING ACTIVITY IS COMPLETED. ALL DISTURBED M'IEAWITNOUT FERMANENT IMPERMEABLE SURFACES ARE VEGETATED FOR FINAL
STABILIZATION.

2 PERMANENT STORMWATER TREATMENT SYSTEM (IF REQUIRED) IS CONSTRUCTED AND ACCUMULATED SEDIMENT HAS BEEN REMOVED FROM
CONSTRUCTION ACTIVITY. CLEAN OUT ALL SEDIMENT FROM CONVEYANCES AND FROM TEMPORARY SEDIMENT BASINS THAT ARE TO BE USED AS
PERMANENT WATER QUALITY MANAGEMENT BASINS. THE CLEAN OUT OF PERMANENT BASINS MUST BE SUFFICIENT TO RETURN THE BASIN TO
DESIGN CAPACITY,

3. THEVEGETATIVE COVER FOR THE SITE IS AT A DENSITY, WITH UNIFORM PERENNIAL COVER OF 70% OF THE EXPECTED FINAL GROWTH DENSITY.

4. ALL TEMPORARY, SYNTHETIC BMP'S HAVE BEEN REMOVED.

PERMANENT VEGETATION §!ABLISNMENI
FOLLOW PER NOTES AND SPECI| IN THE GRADING AND/OR LANDSCAPE PLAN. SEED THAT IS
To QCCUR AFTER OCTOBER 20TH SNAIJ. CONFORM TO THE MNDOT SPECIFICATIONS FOR DORMANT SEEDING.

SWPPP INSPECTIONS AND MAINTENANCE

EROSION AND SEDIMENT CONTROL INSPECTIONS

CONSTRUCTION ACTIVITY AND ALL SUPPORT ACTIVITIES MUST BE INSPECTED ( CA CONSTRUCTION INSPECTION CHECKHSI’ OR AN
ALTERNATIVE FORM) WITHIN THE PARAMETERS OF THE SCHEDULE BELOW. THE INSPECTOR SHALL BE A PERSON TRAINED AND FAMILIAR WITH TH
REQUIREMENTS OF THIS SWPPPP AND THE MPCA MN R100001 PERM;T. ALTERNATES WILL INCLUDE INDIVIDUALS TO 8E DESIGNATED BY THE WNER AND
MAY INCLUDE CONTRACTOR PERSONNEL OR OTHER QUALIFIED INDIVIDUALS AND SHALL 8E LISTED N THE PROJECT CONTACT INFORMATION SECTIOM OF
THIS PLAN

INSPECTION SCHEDULE
- IF THE SITE IS ACTIVE: INSPECTION NEEDED ONCE EVERY 7 CALENDAR DAYS AND WITHIN 24 HOURS OF A RAINFALL GREATER THAT 0.5 INCHES.
- INACTMVE 3 TIoN ICE EVERY 30 CALENDAR DAYS.

- INACTIVE AREAS WITH FINAL STABILIZATION: INSPECTION NEEDED ONCE EVERY MONTH FOR 12 MONTHS (NOT INCLUDING FROZEN CONDITIONS).
- SURIECT TO WINTER/FROZEN CONDITIONS: NOT APPLICABLE/NOT NEEDED (F NC CONSTRUCTION ACTIVITY IS OCCURRING,

SCOPE OF INSPECTION SHALL [NCLUDE:

RECORD DATE AND TIME OF INSPECTION

NAME OF PERSON(S) CONDUCTING [NSPECTION

FINDINGS OF THE INSPECTION

LOCATION AND CORRECTIVE ACTIONS NEEDED

CORRECTIVE ACTIONS TAKEN (DATE.TIME/RY WHOM)

DATE AND AMOUNT OF RAINFALL {RAINFALL AMOUNTS TO BE TAKEN FROM AN ONSITE RAIN GAUGE)

(OBSERVED DISCHARGES LOCATIONS

DESCRIBE DISCHARGE (COLOR, ODOR, FLOATING. SETTLED, SOLIDS, FOAM, OIL SHEEN)

THE SITE INSPECTOR WILL VISUALLY CHECK A DISCHARGE FROM A TEMPORARY OR PERMANENT SECIMENTATION BASIN TO ENSURE ADEQUATE
TREATMENT IS OSTAINED AND DISCHARGE WATER WILL NOT CONTRIBUTE EXCESSIVE SEDIMENT OR OTHER NUISANCE CONDITIONS.
10. RECORD CHANGES MADE TO THE SWPPP. AMENDMENTS FROM INSPECTIONS NEED TO BE COMPLETED WITHIN 7 DAYS,

[N 24 HOURS AFTER C THE FIELD INSPECTION AND AVAILABLE IN PAPER OR

R N

ALL INSPEC
ELECTRONIC FORM ON STE

MAINTENANCE OF EROSION AND SEDIMENT CONTROL DEVICES

THE Eof AND 'WATER QUALITY
BMPS AS WELL AS ALL EROSnN PREVEN'I'ION AND SEDIM!N‘I‘CON‘NDL BMPS, FOR THE DURATION OF THE CONSTRUCTION WORK AT THE SITE. THE
MUST INSPECT ALL EROSION PREVENTION AND SEDIMENT CONTROL BMPS AND POLLUTION PREVENTION MANAGEMENT MEASURES TO

TEMPORARY BMP'S AS NECESSARY FOR SITE CONDITIONS DURING CONSTRUCTION ARE IDWIEDONTHE SITE GRAD{NG AND EROSION CONTROL PLAN
PREPARED FOR THE DEVELOPMENT OF THIS PROJECT, ANO WITHIN STORM WATER PLAN.

POTENTIAL STORM WATER POLLUTANTS
POTENTIAL IRCES, I IDING CONSTRUCTION AND WASTE MATERIALS THAT ARE USED OR STORED AT THE SITE, ARE DESCRIBED IN THE
SECTION. BY IMPLEMENTATION OF THESE BMPS, THE POTENTIAL POLLUTANT SOURCES ARE NOT REASONABLY EXPECTED TO AFFECT THE STORM WATER

DISCHARGES FAOM THE SITE.
CONSTRUCTION MATERIALS, CHEMICALS AND WASTE MATERIALS THAT WILL BE USED OR STORED AT THE SITE:

SECONDARY CONTAINMENT
SCW

CONSTRUCTION SEQUENCE

THE INTENDED SEQUENCING OF MAOR SITE CONSTRUCTION ACTIVITIES IS AS FOUOWS:

INSTALL PERIMETER CONTROL DEVICES (SALT FENCE. BIO-LOGS, ETC) AND INLET PROTECTION TO EXISTING STRUCTURES AS SHOWN ON PLAN.

INSTALL TREE PROTECTION FENCE AS SHOWN ON PLANL

2 INSTALL STABILIZED ROCK CONSTRUCTION ENTRANCE.

3. CLEARAND GRUS SITE.

4. STRIP AND STOCKPILE TOPSOIL

5. ROUGH GRADE OF SITE

6. STASILIZE DENUDED AREAS AND STOCKPILES.

7. INSTALL SANITARY SEWER, WATERMAIN, STORM SEWER AND SERVICES.

8 [NSTALL INLET PROTECTION ARQUND CATCH BASINS.

9. (NSTALL STREET SECTION.

10. INSTALL CURB AND GUTTER.

11, INSTALL PAVEMENT,

2. INSTALL SMALL UTILITTES (GAS, ELECTRIC, PHONE, CABLE, ETC)

13. FINE GRACE BOULEVARD, LANDSCAPE AREAS, SEED AND MULCH.

14. REMOVE ACCUMULATED SEDIMENT.

15. FINAL GRADE,

16. WHEN ALL CONSTRUCTION ACTIVITY IS COMPLCTE AND THE SITE IS STABILIZED BY EITHER SEED OR 500 AND LANDSCAPING, REMOVE SILT FENCE
AND RESEED AHY AREAS DISTURBED BY THE REMOVAL

CONSTRUCTION NOTES

THE CGNTRACTOR MAINTAIN A STOCKPILE OF EROSION CONTROL DEVICES AND SEDIMENT CONTROL BMP'S ON SiTE
AT ALL TIMES FOR [MMEDIATE USAGE. IN THE EVENT OF AN ACCIDENTAL SEDIMENT DISCHARGE TO WATERS OF THE STATE, OR ANY DISCHARGE OF
HAZARDOUS MATERIAL OF REPORTABLE QUANTITY, CONTACT THE MPCA STATE OUTY OFFICER AT 1-800-422-0798.

ENSURE INTEGRITY AND EFFECTIVENESS DURING ALL ROUTINE AND POST RAINFALL EVENTS. MLNDNFUNC"ONAL IST BE REPAIRED, REPLACED,
OR SUPPLEMENTED WITH FUNCTIONAL BMPS BY THE END OF THE NEXT BUSINESS DAY AFTER DISCOVERY, OR AS SOON AS FIELD CONDITIONS ALLOW
ACCESS UNLESS ANOTHER TIME FRAME IS SPECIFIED BELOW.

THE FOIL JNES WILL BE USED TO
REPLACEMENT:

AND SEDIMENT CONTROL DEVICES REQUIRE MAINTENANCE, REPAIR, OR

1. ALL NON-FUNCTIONAL BMPS - OBSERVED C ; SEDIMENT UNDER WATER, SC
NON-FUNCTION AS DESIGNED, ETC. - SHALL BE MAINTAINED OR REPLACED BY THE END OF THE NEXT BUSINESS DAY AFTER DISCOVERY OR
HOTIFICATION, OR AS SOON AS FIELD CONDITIONS ALLOW.

2 PERIMETER SEDIMENT CONTROL (ST FENCE, FIBER LOGS, BERMS, ETC) - DBSENVE CONDITION TO BE 1/2 FULL OF SEDIMENT, H.ATTENED T012
HEIGHT, DRIVEN OVER, UNDERMINED, SCOURED, MOVED FOR ACCESS. ETC. -
PERIMETER SEDIMENT CONTROL SHOULD BE DONE BY THE END OF NEXT HJSNESS DAVDRAD FELD connmons ALLOW.

3. INLET PROTECTION BMPS, CONVEYANCES, SURFACE WATERS - OBSERVED CONDITION; SEDIMENT DEPOSITION, SEDIMENT DELTAS AN
ACCUMULATION OF SEDIMENT MATERIAL DEVICES APPEAR PLUGGED WITH SEDIMENT - REMOW/ OUT OF ACCUMULATED SEDIMENT AND
DELTAS TO BE REMOVED WITHIN 7 DAYS, STABILIZE AS NEEDED [F SCLS ARE EXPOSED DURING REMOVAL/CLEAN OUT.

4. TEMPORARY SEDIMENT BASINS AND TRAPS/PERMANENT SEDIMENT BASINS - O8SERVED TO HAVE SEDIMENT GEPOSITION AND ACTUMULATION
70 OF THE STORAGE VOLUME - CLEAN OUT. REMOVE ACCUMULATED SEDIMENT MATERIAL WITHIN 7 DAYS OF OBSERVATION, OR AS FELD
CONDITIONS ALLOW ACCESS,

5 SAE WLOCATIENS ROCK ©GF PADS, OTHER ANTI-TRACKING PRACTICES - OBSERVED TO HAVE ACCUMULATED SEDIMENT IN ROCK OR OTHER
ANTI-TRACKING BMI (OF SEDIMENT FROM THE SITE ONTO PAVED SURFACES - TOP DRESS ROCK, MAINTARN ROCK EXJT OR OTHER
ANTI-TRACKING CONVKOLS. SCRAP PAVED SURFACES, SWEEP PAVED SURFACES WITHIN 1 CALENDAR DAY OF DISCOVERY.

6 PAVED SURFACES AND ADJACENT STREETS - OBSERVED TO BE TRACKED WITH SEDIMENT AND SOIL MATERIAL FRO THE SITE HAULING OR ACCESS -
SWEEP WITHIN 1 CALENDAR DAY OF BISCOVERV ADDI'I'IONAI. AND/OR MORE FREQUENT SWEEPING MAY BE NEEDED TO MAINTAIN PUBUC SAFETY
OR PREVENT WASHING FROM FORECASTED RAII

TERIMNATION OF COVERAGE
THE PROJECT PERMIT MAY BE TERMINATED [N ONE OF THE FOLLOWING SCENARIOS:
1, AL CONSTRUCTION ACTMTY IS COMPLETE, TEMPORARY SYNTHETIC BMP'S ARE REMOVED, ACCUMULATED SEDIMENT FROM CONSTRUCTION IS
REMOVED, ANO PERMAKENT COVER HAS BEEN ACHIEVED WATH VEGETATIVE AND/OR NON-VEGETATIVE COVER. THE | NOTICE OF TERMINATION
FORM FROM THE PCA SHOULD 88 COMPLETED WITHIM 30 DAYS OF MEETING THE CONDHTIONS ABOVE. UPGN MIDNIGHT OF THE POST MARKED
DATE, THE PERMIT COVERAGE IS TERMIMATED UNLESS OTHERWISE NOTIRED BY THE MPCA. OR:
2 WITHIN 30 DAYS OF iR wTHESI'I'EINﬂ'SEm(NCLUDNGWSWEEHNG
IRE) FROM THE ORIGINAL OWNER TO ANOTHER PARTY TAKING RESPONSIBILITY OF OWNERSHIP. THE
TERMINATION 15 EFFECTIVE UPON MICNIGHT OF THE SUBMISSION DATE OF THE NOT. [F A PORTION OF THE SITE IS TRANSFERAED (LE OUTLOTS,
LOTS/BLOCKS) THAT PORTION OF THE SITE IS TERMINATED FROM THE ORIGINAL PERMIT COVERAGE AT MIDNIGHT OF THE SUBMISSION DATE OR:

3. PERMIT COVERAGE CAN BE ALL OF THE ARE MET:
3a.  CONSTRUCTION ACTIVITY HAS CEASED FOR 90 DAYS; AND
3b. AT LEAST 90% OF THE AREA OF THE CRIGINALLY PROPOSED ACTIVITY HAS BEEN C( ANO WITH

VEGETATION OR NON-VEGETATIVE COVER; AND
3¢ WHERE CONSTRUCTION ACTIVITY 15 HOT COMPLETE. PERMANENT COVER HAS BEEN ESTABLISHED; AND
34 THE SITE S COMPLIANT WITH PERMIT SECTIONS 133 THROUGH 13.7.
4. WHERE THE PROJECT OBTARNED PERMIT COVERAGE BUT NEVER STARTED CONSTRUCTION ACTIVITY DUE TO CANCELLATION OR OTHER REASONS,
DOCUMENTATION SHOULD BE SENT TO THE PCA WITH THE NOT FORM AND (S SURJECT TO PCA APPROVAL

Call 48 Hours Batore digging:
811 or call11.com
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VICINITY MAPIIMPAIRED WATERS MAP

1020 INDUSTRIAL DRIVE SOUTH, WAITE PARK, MN, 56379

WEB SOII. SURVEV MAP
Map unit symbol Map unit name Rating Acres in ACI Percent of ACt _
Di7A Duelm loamy sand, Oto |A 66 70.8%
2 percent siopes
D20A - lsan-san, frequently | AID 27 202% e
ponded, complex, 0 to Gt et
2 percent slopes Yook of the Blade of Limescen
Totals for Area of Interest 93 100.0%
SOIL MAP UNIT SYMBOL LEGEND
SWPPP BMP QUANTITIES
SILT FENCE 556 LF
‘CULVERT PROTECTION 1EACH
EﬂOﬂONCON‘I‘RﬂI. BLANKET 425 S¥
TEMPORARY L8
PERMANENT §§D MIX @s-131) QI-ACRES
HYDROSEEDING 0.1 ACRES
ROCK CONSTRUCTION ENTRANCE 1 EACH
CONCRETE WASHOUT 1EACH
STREEY SWEEPING AS NEEDED




. BILP2 088

SWPPE NOTES

LISTED BELOWY ARE ADDITIONAL BMP'S THAT MAY BE CONSIDERED FOR USE F THE BMP'S IDENTIFIED IN THE EROSION
CONTROL PLANS PROVE TO BE INSUFFICIENT. PAYMENT FOR THESE BMP'S MAY ONLY BE MADE IF PRIOR APPROVAL
FROM AN OWNER HAS BEEN GIVEN,

1.

o

7.

DITCH PROTECTION (TEMPORARY OR PERMANENT)
. MWMWWWWGMWWAWAEWAMMMVEWVOI
MEASURES IN PLACE WITHIN 24 HOURS OF DIRECT CONNECTION TO A SURFACE
WATER. WBMAV“KEI’NNAW i GRADED CONDITION IN ORDER TO PROPERLY INSTALL
5, MULCH, MATS AND BLANKETS.
srumnonumoosmmwmuwsmommvucum:ousc;mmmnsoﬁ
ELANKET, MATS, RIPRAP, 810-ROLLS OR ROCK CHECK DAMS. THE
MMWWEWMMM&GWEMWV&MWNEW THESE ARE
ADDITIONAL BMPS WellCH USE F THE BMPS ONTROL
PI.ANSPRMTDBEINMNT MVIENTMWS!IWSMIVONL\'BEMADEIFWMWALFIOM
AN OWNER HAS BEEN GIVEN.
*  WHERE DITCH GRADES EXCEED 5%, ROCK CHECK DAMS OR EQUIVALENT BMP SHALL BE INSTALLED. CHECK
DAMS TO BE SPACED SO THAT THE CREST OF THE DOWNSTREAM DAM IS AT THE ELEVATION OF THE TOE OF THE
ME"HODOF

. Mwwwmmmmzbmwulsnmwmwwwmw
‘CONTROL BLANKETS DEPENDING ON SIDE SLOPE STEEPNESS AND LENGTH.
* AU DITCHES WILL BE STABILIZED WITHN 14 DAYS.

WDKKNEXTWSTRHMS
0 DISTURBANCE SHALL OCCCUR IN MPARRED STREAMS OR PROTECTED WATERS. THIS WILL BE ACCOMPLISHED
USING TEMPORARY BRIDGING TO SPAN STREAMS FOR ACCESS DURING BRIDGE OR ROADWAY CONSTRUCTION.
ALSO, PIERS AND PILING WILL NOT S8E PLACED N THE
» CONSTRUCTION ACTIVITIES NB(T TO STREAMS WAL BE SCHEDULED FOR PERIODS WHEN FLOWS AREA
AN'I'ICWATEDYOIELOW
OF ROOTS SHALL BE KEFT TO A MINIMUM.
A‘-FOO'WIDE'UFHOFVEGE'ATDNMIELEF‘IONMIANKS
& THE PREVARY BMF SHALL BE MACHINE SLICED SILT FENCE AND HAY BALES PLACED ALONG THE BUFFER. AS A
REDUNDANT BMP, A FLOATING SILT CURTAIN MAY LINE THE CHANNEL BANKS DURING PERIODS OF FLOWING
WATER. THE FLOATING SILT CURTAIN SHALL HOT 8E PLACED ACROSS A STREAM,
* SHOULD THE PREVIOUS BMPS FROVE UNSUCCESSFUL, THE SILY FENCE/HAY BALES WILL BE REPLACED BY
SANDBAGS, PLYWOOD BARRIERS OR SHEETPLE CUTOFFS AS DIRECTED BY THE OWNER AND TO THE
SATISFACTION OF THE ENGINEER.

SURFACE SLOPE LENGTHS OF GREATER THAN 75 FEET FOR SLOPES WITH A GRADE
‘OF 3:1 OR STEEFER WITHIN 200 FEET OF SURFACE WATERS. ALL EXPOSED AREAS WITH A O
SI.DPE WITHIN 200 FEET OF A SURFACE WATER WILL HAVE A TEMPORARY OR PERMANENT COVER YEAR ROUND.
SHALL BE STABLIZED WITHIN 74 DAYS
. muumswpson|mokmmnmmwnnnnmmvnuummwoa
PFJIMAN STABILIZED SN INCREMENTS NOT TO EXCEETI 75 FT, PRIOR TO CONSTRUCTION OR DISTURBING A

3
1
§
EE

AS SHOWN ON THE GRADING PLAN. IF TEMPORARY SEEDING AND MULCH CAN NOT BE USED
‘ON SLOPES STEEPER THAN 3:1, THEN THE SLOPE MAY BE COVERED WITH TARPS OR PLASTIC SHEETING.
TEMPORARY EROSION CONTROL DEVICES REQUIRED DUE TO CONTRACTORS METHOD OF SEQUENCING THER
CONSTRUCTION WORK SHALL BE INCIDENTAL TO THE GRADING CONTRACT.
THE SOR. SURFACE ON RE-VEGETATED SLOPES WIU.BEROUGNHIED USING ANY APPROPRIATE IMPLEMENT THAT
(CAN BE SAFELY OPERATED ON THE SLOPE. SUCH AS BUI OR DISKS. THE GROOVES SHALL BE CREATED
PERPENDICULAR TO' SLOPE 7O HELP ESTABLISH VEEETAMCUVE& REDUCE RUNOFF VELOCITY, INCREASE
INFILTRATION, AND PROVIDE FOR SEDIMENT TRAFPIN!

. muﬁswnssuoul.nlzuwnmmtmmnmmmwmmunmomm
HERRINGBON

CULVERT {NLET/OUTLET PROTECTION

* 50D MAY BE PLACED AND ANCHORED AT CULVERT INLETS AS SHOWN ON THE GRADING PLAN, UNLESS
VELOGITIES REQUIRE RIPRAP.

* AT LEAST ONE 2-FOOT WIDE STRIP OF SOD OR FIBER BLANKET SHALL BE PLACED ALONG THE EDGES OF CULVERT
HEADWALLS AND WINGWALLS AS SHOWN ON THE GRADING AND/OR UTIITY PLANS.

* RIPRAP AT PIPE APRON OUTLETS WILL BE PLACED PRICR 7O BUT NO SOONER THAN 7 DAYS BEFORE APRON IS
INSTALLED. RIPRAP SHALL BE INSTALLED UNDER APRON LIP ACCORDING TQO THE STANDARD DETAIL

STORM SEWER INLET PROTECTION
« STORM DRAIN INLETS SHALL BE PROTECTED UNTIL THE DISTURBED AREAS THAT COULD DISCHARGE TO AN
INLET HAVE BEEN STABILIZED.

INFRASAFE SEDYMENT CONTROL BARRIERS OR APPROVED EQUAL SHALL BE USED WHEN CASTINGS ARE NOT IN
PLACE. AS INDICATED ON THE UTILITY PLAN AND AS APPROVED BY THE OWNER.

INFRASAFE DEBRIS COLLECTION DEVICE OR APPROVED EQUIVALENT SHALL BE USED WHEN CASTINGS ARE IN
PLACE AS INDICATED ON THE UTILITY PLAN AND AS APPROVED BY THE OWNE

DOCUMENTATICN S NEEDED WITHIN 72 HOURS IF REMOVAL OF PROTEETDN BMPS IS NEEDED DUE TQ WINTER
‘CONDITIONS OR FLOODING CONCERNS.

STORM WATER POND OUTLETS

» TEMPORARY OR PERMANENT ENERGY DISSIPATION MEASURES SHALL BE IN PLACE AT THE STORM WATER POND
'QUTLETS WITHIN 24 HOURS OF DIRECT CONNECTION TO A SURFACE WATER.

» RIPRAP AT PIPE APRON OUTLETS WiLL BE PLACED PRIOR TQ APRON INSTALLATION AND SHALL BE INSTALLED
UNDER THE APRON LIP,

+ POND EMERGENCY SPILLWAYS SHALL BE LINED BASED ON THE DESIGN DISCHARGE FLOW VELOCITY AND AS
INDICATED ON GRADING AND/OR UTILITY PLANS.

DEEP UTILITIES; WATER AND SANTTARY/GAS LINE

STOCKPILES (TEMPORARY AND PERMANENT)

* LOCATE STOCKPILES A MINIMUM OF 100 FEET FROM CATCH BASIN INLETS, PONDS, AND SITE DRAINAGE ROUTES
« PERIMETER CONTROLS SUCH AS SILT FENCE SHALL BE INSTALLED AROUND ALL STOCKPILES IF NOT PLACED
WITHIN BASTING ST FENCES OR

« TEMPORARY SEED AND MULCH SHALL BE USED TO STABRLZE THE STOCKPILES AND THE STOCKPILES SHALL BE
SHAPED TO FACILITATE SECDING AND MINIMIZE EROSION AND SHALL BE SEEDED WITHIN 7 DAYS. TEMPORARY
EROSION CONTROL DEVICES THER

GIEMK'ALCDNTANM!NT
» GASOLINE, OL, PAINT, SOLVENTS, AND OTHER CHEMICALS NECESSARY FOR CONSTRUCTION ARE NOT ALLOWED
YDCWTACI’T}!GRO\INDWMI.!EBDOSB)TOGRDLNDWATB’(OIBEWYDASWAGN

EXCEPT N

. ALLMDUC'SSHALI.KMNMIRWCWMWMMMSSTHATHCKD UNLESS
THE CONTAINER IS NOT RESEALABLE.

- SHALL BE RI TOTHE MATERIAL STORAGE AREA AT THE END OF
EACH DAY.

o AN EFFORT SHOULD BE MADE TO STORE ONLY ENOUGH PRODUCTS TO DO THE REQUIRED JOB.

s THE CONTRACTOR SHALL PROVIDE TANKS OR SARRELS YO COLLECT LIQUAD BYPRODUCTS THAT POSE A

PIPE) TO ADEQUATELY CONVEY FF. mvmmmwuumcnmuvommm
Y. BY THE OWNER / ENGINEER
CONSTRUCTION DEWATERING

* DURING DEWATERING ACTIVITEES, THE SEDBAENT LADEN WATER CANNOT BE DIRECTLY DISCHARGED TO
SURFACE WATERS. OPTIONS FOR REDUCING THE TURBIDITY OF THE WATER INCLUDE: (TEMPORARY ERDSION
CONTROL DEVICES REQUIRED OLJE TO CONTRACTORS METHOD OF SEQUENCING THER CONSTRUCTION WORK
MBENCDEMMYOMMDNGCOMM

CONSTRUCT A TEMPORARY SEDIMENT TRAP FOR TURBID WATER DISCHARGE.
n USE A PORTABLE SEDIMENT
©  APPLY NATURAL CULENT YECHNDLOGY SUCH AS CHITOSAN IN SEDBMENT TRAPS OR A
SERIES OF DITCH CHECKS TO CONTAIN SEDIMENT.
n DISCHARGE THROUGH FIBERLOGS OR A ROCK WEEPER INTO A LARGE VEGETATIVE BUFFER AREA.
PUMP TO A TEMPORARY SED
. ENERGI'ATIONWI.L!EWAT ALL DISCHARGE POINT:
. nswnrmmonMsnmwmmwuuotuuszmoumumnamnasun

ADVERSELY MPACT
*  ALL EROSION CONTROL OR SECIMENT TRAPS REQA CONSTRUCTION SHALL BE
(CONSIDERED INCIDENTAL TO THE CONSTRUCTION ACTIVITY REQUIRING DEWATERING.
EONSTNUCHDH ENTRANCES
A TEMPORARY CRUSHED ROCK OR WOOD CHIP PAD SHALL 8E LOCATED WHERE VEHICLES LEAVE THE
CDNS RUCTION SITE.

ENTRANCE PAD SHALL BE AT LEAST 50 FEET IN LENGTH,
GEOTE!"II.E FABRIC MAY BE PLACED UNDER THE CRUSHED ROCK OR WOOD O'IIPS TO PREVENT MIGRATION OF
MUD FROM UNDERLYING SOIL INTO THE CONSTRUCTION ENTRANCE MATERIAL
ROCX PADS SHALL BE CONSTRUCTED OF ROCK 1 T 3 INCHES IN SIZE AND PLACED N 6 INCH LAYERS.
cousmmmmmuasmu BE INSPECTED AT LEAST EVERY 7 DAYS AND MAINTAINED AS NEEDED,
» TRACKED PAVED SURFACES AT OF EACH DAY USING PICK-UP
TYPE STREET SWEEPER
= IF TRACKING INTO ROADWAY BECOMES PROBLEMATIC TNEBITRANCE?ADSSHAI.LBELENGTH
IRED DUE T¢

ANOTHER TECHNIQUE APPLIED. TEM: EROSION CONTROQ OCON"IACTDFOS
METHOD FSEQWJCNGTNEI(ONSTRUCI’IGNWORKSNALL ICIDENTAL TO THE GRADING CONTRACT.
+ THE CONSTRUCTION ENTRANCE SHALL BE MONITORED CLOSELY DURBN F TRACKING INTO

ADJACENT ROADWAYS OCCURS, THE FREQUENCY OF STREET SWEEPING SHALL BE [N

'CONCRETE TRUCK WASHOUT

CONCRETE TRUCKS SHALL UTLIZE THE CONCRETE WASHOUT AREA SHOWN ON THE PLANS TO WASH AND

RINSE THER EQUIPMENT PRIOR TO LEAVING THE SITE.

WASHOUT OF CONCRETE MIXER TRUCKS WILL BE PERFORMED IN THE DESIGNATED AREAS ON!
PROVIDE

WASHOUTS WILL BE CONSTRUCTED AND MAINTAINED TO SUFFICIENT CDNTNNME‘N‘I’FORALL uquip
AND CONCRETE WASHOUT

« WASHOUTS SHALL BE CLEARLY MARKED ON SITE WITH SIGNAGE 8Y THE UTILITY CONTRACTOR WITH APPROVAL
FROM OWNER.

'WASHOUTS SHALL BE LOCATED A MINIMUM QF 50 FEET FROM DRAINAGE FACILITIES AND WATERCOURSES.
CONCRETE WASHOUT AREAS WILL HAVE AN IMPERMEASLE LINER TO PREVENT CONCRETE WASHOUT WATER
FROM RNFILTRATING/CONTACTING WITH SOIL.

IMPERMEABLE LINER INCLUDES 10 MIL POLYLINER OR COMPACTED CLAY LINER.

o WASHOUT SYSTEMS CAN BE USED AS ALTERNATE WASHOUT AREAS.

VEHICLE MAINTENANCE

ROUTINE MAINTENANCE OF VEHICLES AND EQUIPMENT SHALL OCCUR IN STAGING AREAS ONLY,

» VEHICLE WASHING SHOULD BE AVOIDED, ¥ WASHING IS NECESSARY, RUNOFF FROM THE WASHING WILL BE
CCONTAINED AND LIMTED TO A DEFINED AREA OF THE SITE. RUNOFF MUST BE CONTAINED AND WASTE
PROPERLY DISPOSED OF.

ENGINE DEGREASING SHALL BE AVOIDED. I DEGREASING (5 NECESSARY, RUNOFF FROM THE OPERATION WiLL
BE CONTAINED IN A LINED SEDIMENT TRAP AND PROPERLY DISPOSED OF AT A TREATMENT FACIUTY.

ALL REQUIRED SEDIMENT TRAPS AND CONTAINMENT FACILITIES AND PROPER DISPOSAL OF WASH
'WATER/DEGREASING AT A TREATMENT FACIITY SHALL BE INCIDENTAL TO THE CONSTRUCTION CONTRACT.

FUELING
* ANV FUEL TANK OR TRUCK STORED ON THE PROJECT SITE SHALL BE PROTECTED BY A SECONDARY
CONTAINMENT SYSTEM,

FUELING AREAS SHALL NOT BE WASHED OR RINSED WITH WATER SINCE THIS COULD CAUSE FUEL SPILLS TO BE
DISCHARGED INTO STORM WATER SYSTEMS,
ABSORBENT MATERIALS SHALL BE AVARABLE ON SITE FOR USE IN CLEANING UP SMALL SPILLS.

ALL REQUIRED FUEL CONTAINMENT AND CLEAN-UP MATERIALS AND THE PROPER DISPOSAL OF THE MATERIALS
SHALL BE INCIDENTAL TO THE CONSTRUCTION CONTRACT.

HAZARDOUS MATERIALS
HAZARDO ATERIALS SHALL BE PROPERLY STORED TO PREVENT VANDALISM OR UNAUTHORIZED ACCESS.
‘CONTAINMENT UNITS SHALL BE INSTALLED 3N ACCORDANCE WITH FEDERAL, STATE, AND LOCAL REGULATIONS.
MPCA S’ORNGANDDBPOSAL REQUIREMENTS SHALL BE FOLLOWED FOR ALL HAZARDOUS Wi
FORED WITHIN 200 FEET OF AN IDENTIFED

# SILT FENCE OR A SIMILAR TYPE OF PERIMETER CONTROL SHALL BE PLACED DOWN GRADIENT OF THE
SOIL IF WORK IS DONE WITHIN 200 FEET OF WETLANDS OR STREAMS,

«  DISTURBANCE OF CHANNEL BANKS, WETLANDS, AND [MPORTANT VEGETATION AREAS SHALL BE MINIMIZED TO
THE EXTENT POSSIBLE.

+  THE UTIUTY CONSTRUCTION SITE SHALL BE SEEDED WITH A TEMPORARY

* SEED MIX AND MULCH AFTER INSTALLATION I THE SITE WILL BE IDLE FOR 7, 14, OR 21 DAYS DEPENDING UPON
SLOPES OF STEEPER THAN 3:1, 1.7 TO 10;1 AND FLATTER THAN 10:1 RESPECTIVELY,

ST CRITICAL AREA.
ABSORBENT MATERIAIS SNALL BE AVALLABLE FROM THE CONTRACTOR ON SITE FOR USE IV CLEANING up

SMALL SPILLS.

» IF BULDING MATEIJAB, CHEMICALS, OR GENERAL REFUSE IS BEING USED, STORED, DISPOSED OF, OR.
OTHERWISE MANAGED INAPPROPRIATELY, THE CONTRACTOR SHALL CORRECT SUCH DEFECTS WITHIN 24
HOURS OF DETECTION OR NOTIFICATION,

MATESJAL AND REQ! SHALL BE

ALL REQUIRED CONTAINME"I‘/M UNITS /
INCIDENTAL TO THE CONSTRUCTION CONTRACT.

SWPPP AMENDMENTS

AMENDMENTS MUST BE MADE

B

19.

HAZARD,

« THE POLLUTANTS SHALL BE REMOVED FROM THE SITE ON A WEEKLY BASIS AND DISPOSED OF IN ACCORDANCE
WITH FEDERAL, STATE AND LOCAL REGULATIONS.
ALL SPILLS SHALL BE CLEANED UP MMEDIATELY AFTER DISCOVERY, IN ACCORDANCE WITH THE
MANUFACTURE'S RECOMM!NDD METHODS.
+ ALLREQURED C TS / MATERIAL, DISPOSAL SHALL BE

INCDENTAL TO THE CWSIWCTK)N CONTRACT
o ALLSTORAGE AREAS SHALL BE SECURED TQ PREVENT UNAUTHORIZED ACCESS.

.

SOLID WASTE
« SOUD BE STORED N <

AND FROPERLY DISPOSED OF ON A REGULAR

BASE.
* CONTAINERS SHALL BE COVERED TO PREVENT WIND BLOWING THE WASTE ARCUND THE SITE.
* MPCA DISPOSAL REQUIREMENTS WILL BE FOLLOWED FOR ALL SOLID WASTE.
DISPOSAL SHALL BE CONSIDERED INCIDENTAL TO THE

» solid
CONSTRUCTION CONTRACT.

DUST CONTROL

* THE CONTRACTOR SHALL USE A VARETY OF DUST CONTROL INCLUDING BUT NOT UMITED TO THE FOLLOWING:
A RAPD STABLIZATION METHODS ON SLOPES
B.  WATER ON ROADWAYS AND GRADED AREAS
€ ALTERNATIVES: IN THE FORM OF VEGETABLE POLYMERS, WATER AND CALCHUM CHLORIDE PETROLEUM

EMULSION RESINS, OR ACRYLIC COPOLYMERS MAY ALSO BE USED.
+ AL REQUIRED DUST CONTROL SHALL BE INCIDENTAL 7O THE CONSTRUCTION COMTRACT AS PER
SPECIFICATIONS.

'WINTER STABILZATION

o COVER EXPOSED SONLS ON OR AROUND NOV. 15TH AND/OR FRIOR TO TERMINATION OF CONSTRUCTION
ACTIVITES FOR WINTER

* AL EXPOSED SOAS TO BE COVERED WITH 2 TONS TYPE 1 MULCH
ALLEXPOSED SOLS TO BF SEEDED WITH MNDOT SEED MIX 150

@ ALLLOW POINTS IN ROADS TO BE ADEQUATELY DRAINED N ACCORDANCE WITH NPDES CEWATERING
REQUIREMENTS PART IV. CONSTRUCTION ACTIVITY REQUIREMENTS. SECTION . DEWATERING AND BASIN
DRANING.

= PERIMETER ST FENCE OR OTHER CONTROLS TO BE INSTALLED 3-5 FEET FROM THE BACK OF THE CURE AND
OUT OF THE PLOWED SNOW

» PERMETER CONTROLS ARGUND PERMANENT STORMWATER BASINS TO BE INSTALLED AND MAINTAINED

» INLET CONTROLS TO BE REMOVED ACCORDING TO LEGAL REQUIREMENTS WITH DOCUMENTATION WITHIN 72
HOURS FROM LEGAL AUTHORITY.

» IF WORK HAS OCCURRED NEAR OR iN STREAMS OR OTHER SURFACE WATERS, THE EXPOSED SOILS SHALL BE
STABILIZED TO PROTECT AGAINST FLOODING AND SPRING RUNOFF T THE 100-YR FLOOD ELEVATION.

= ALL TEMPORARY AND PERMANENT STORMWATER BASINS AND SEDIMENT BASINS SHOLILD HAVE OUTLETS AND
STABLZEC EMERGENCY OVERFLOWS INSTALLED AS PER THE GRADING AND/OR UTHITY PLAN AND AT THE
APPROVAL OF THE OWNER.

NDN -STORMWATER DEWATERING
& HYDRANT FLUSHING: FLUSHING OF HYDRANTS WILL BE DISCHARGED

» THROUGH TEMPORARY PIPES AS NECESSARY, ONTO IMPERVIOUS SURFACES OR TO STABHLIZED ARES WITH
ENERGY DISSIPATION AT THE DISCHARGE POINT. THE DISCHARGE SHOULD 8E COLLECTED BY THE STORM
'WATER BASINS AND STORM SEWER SYSTEM.

« POTABLE WATER DISCHARGE: ALL WATER LINES WILL BE FLUSHED USING HOSES AND DISCHARGED ONTO AN
BAPERVIOUS SURFACE AND DIRECTED TO THE STORM SEWER INFRASTRUCTURE BY NON-EROSIVE MEANS.

HMENTS MUST BE AMENDED TO INCLUDE ADDITIONAL REQUIREMENTS OR MODIFIED REQUIREMENTS WHICH TAKE PLACE DURING
‘CONSTRUCTION IF ONE Ol MORE OF THE FOLLOWING OCCUR:

1. THERE IS A CHANGE IS DESIGN CONSTRUCTION, OPERATION, MAINTENANCE, WEATHER OR SEASONAL CONDITIONS THAT SIGNIFICANTLY BAPACTS THE DISCHARGE OF
POLLUTANTS FROM THE SITE TO SURFACE OR GROUNDWATER.

2. INSPECTIONS OR iNVESTIGATIONS BY THE SITE OWNER, OPERATOR, ENVIRONMENTAL PROTECTION AEENCY, MINNESOTA POLLUTION CONTROL AGENCY OFFICIALS
INDICATE THIS PLAN IS NOT EFFECTIVE IN ELIMINATING OR SIGNIFICANTLY MINIMIZING THE DISCHARGE OF POLLUT,

3. THIS SWPPP IN NOT ACHIEVING THE GENERAL OBJECTIVES OF MINIMIZING POLLUTANTS IN STORMWATER DIS(NARGS oRiF THIS PLAN I5 NOT CONSISTENT WITH THE
MN R1000017 CONSTRUCTION GENERAL PERMIT.

4. 1F THE MPCA NOTIFIES THE OWNER AND/OR OPERATOR .. PERMITTEES) THAT ADDITIONAL REQUIREMENTS ARE NEEDED, REQUIREMENTS ARE NOT BEING NET FOR
TMDL OR OTHER WATER QUALITY STANDARDS, OR THAT THE SWPPP DID NOT INCORPORATE THE NECESSARY REQUIREMENTS,

5. CHANGES INVOLVING THE USE OF A LESS STRINGENT BMP MUST INCLUDE A JUSTIFICATION DESCRIBING HOW THE REPLACEMENT BMP IS EFFECTIVE FOR THE SITE
CHARACTERISTICS,

THE FOLLOWING TABLE SHOULD BE COMPLETED A5 NECESSARY DURING CONSTRUCTION TO DOCUMENT CHANGES AND AMENDMENTS TO THIS DOCUM!

‘THOSE REVISING THE SWPPF; THOSE PERFORMING INSPECTIONS FOR THE PROJECT: AND/OR OTHER QUALIRED INDMIDUAL.
PLACE THE AMENDMENT NUMBER NEXT TO ALL APPLICABLE CHANGES, REPLINES, AND INFORMATION IN THE DOCUMENT TO REFERENCE BACK TO THE CHANGES

SUMMARIZED BELC

BY ONE OF THE FOLLOWING INDIVIDUALS.THOSE PREPARING THIS DOCUMENT; THOSE OVERSEEING THE MPLEMENTAT!ON OF THE SWPRP;

AMENDMENT HO.| DATE
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SAUK RAPIDS CITY COUNCIL REQUEST FOR ACTION

Originating Department: Approved for Agenda | Meeting Date: Agenda Item #:
Community Development by: Todd Schultz March 6, 2022

Agenda Section: Item: Winkler Easement Vacation Requeg (3281 and 3285 Old Stone way
Public Hearing NE)

Parcel Identification Numbers: 19.04673.00 & 19.04674.00

Acreage: N/A

Application Submitted on 2/28/22

Notice Published N/A and Mailed N/A

*60-Day Deadline does not apply to Vacation Requests

Previous Action: None

Zoning Classification: R-1, Single Family Residence District; Planned Unit Development
Comprehensive Plan Future Land Use Designation: Low Density Residential
Applicant/Owner: James and Katherine Winkler

Application Description: Easement Vacation Request

Recommendation: Approval with conditions

I. Application
The applicant is a homebuyer that owns two tax parcels which they would like to combine
into one. Therefore, they are requesting that the City vacate the easements that currently
exist in the middle of the lots This is essentially the same thing that we did have done
several times at the Villages of Creekside in the past several years.

II. Apply Ordinance
The City’s ordinance requires drainage and utility easements of at least five feet wide on
side and rear lot lines. Except where the engineering study concludes otherwise, all side
and rear yard easements are for drainage purposes only. Within that Section of the
ordinance, the term drainage includes all above and below ground structures, including
pipes, manholes, catch basins, culverts, and surface grading. (Section 12.06 Subdivision
6A)

III. Statute Requirements
State statute governs the procedure to vacate publicly-owned easements not being used for
sewer, drainage, electric, telegraph, telephone, and gas or steam purposes. Once a
complete application is submitted, we are required to get a Planning Commission
recommendation. For an application to be complete, we need signoff from all relevant
public utilities in the area. This vacation petition has been signed by the applicable utilities
confirming that no agency listed objects to the request.

The City Council must hold a public hearing to solicit public input prior to granting a
vacation. Notice of the hearing will be published in the newspaper and posted at least two
weeks prior and written notice will be mailed to each property owner affected by the
proposed vacation at least 10 days before the hearing. The notice will include a copy of the
petition or proposed resolution. The applicant is the only affected property owner.

F:\Everyone\Plamning\RFAs\2022\Ausban Vacation Request RFA doc.doc Page lof2




SAUK RAPIDS CITY COUNCIL REQUEST FOR ACTION

IV. Outline Action Options
The City Council may vacate an easement only upon a finding that the vacation is “in the
interest of the public” meaning the public must benefit, in some manner, from the vacation.
In this case, there is no public interest in the easement remaining and if it is vacated it
should result in a new home constructed on the lots. Staff has no concerns with the request
and only asks that the applicant follow the current grading plan. In addition, we have also
stated a matter of public record, that the owner of these two lots shall be responsible for
any services that that abut their property that were originally intended for these two lots.
Meaning, that the extra water and sewer service that exists for these lots that will now go
unused, may in the future develop a leak. In that case, the owner of the lot we are creating
at the applicants request, will be responsible for its repair.

V. PLANNING COMMISSION
N/A

Action Requested: Recommend the approval of the easement vacation on the conditions that:

1. The applicant follows the current grading plan
2. The extra utility stub-ins that remain unused shall be the responsibility of the adjoining

property owner.

F:\Everyone\Planni As\20220\Ausban Vacation Request RFA doc.doc Page 20f2



VACATION REQUEST APPLICATION

Applicant Name:  James Winkler
Phone: 390467 4000 JWW: iinksted@vaiioo.com

1

Mating adress: 1508 201h Ave NE
Oty:  Sauk Rapids

Complete egal Desrplon: 35101 & 3285 Ol Stons Way NE Sauk Rapids MN 56379

0 Attach a mip showing the alley/essement/streel,

e el 2 e 4 it e o

Fhepath - —-qj. ;Ix o= !ﬁg. = <=

Sauk Ordinance Section 14.04 requires an Erosion Contro! Permit for aty of the faliowing
3 Lsnd disturbance activity in excess of 5,000 square foet
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fepalr, or removal of any undesground pipe, uiility, or other fadiity within the cross section of the channel

O peccione Ih: Apod with Mguw for home or mult-family complex.

[a} ocours in congunclion | or ey permit for 8 new or

O Temporary stockpling of fifty (50) o more aubic yards of excess soft on any lot or other vacant ares shall not be alowed without ksance of
mmmm(mwmmwwwmmu)mmmmmnmm
wmmmmmmsmmwdwwmwdmmmmz

1 Within 25 feet of a waterway

3 Mighly erodibte solls

O Any londd disturbing activity that the Oty determines to have a high risk
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J“CMIIQ:#’!'}ULS‘ APRPLICATION

Appllars Nemme:  James Winkler - 1_ o -

| Fhone:  320-492-4099 | Emat Address: linkster01@yvahoo com ]

Maling address: 1 95 201h Ave NE Wl

Oty Sauk Rapids _ | stte  wan | 2P 0ode: 56379

Complte Logel DesaWtkn: 5781 & 3285 Old Stone Way NE Sauk Rapids MN 56379

£ Attath a map showing the alley/easement/street, .
Conwnents fConcoms:
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Strost Address m
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Combining two lots into one.
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ORIENTATION OF THIS BEARING

SYSTEM 1S BASED ON THE PLAT OF
VILLAGES OF CREEK SIDE PLAT 2

Legal Descriptions

Existing PID: 19.04673.00

Lot 5, Block 1, VILLAGES OF CREEK SIDE PLAT 2,
Benton County, Minnesota.

0 15 20

SCALE IN FEET

Existing PID: 19.04674.00

Lot 6, Block 1, VILLAGES OF CREEK SIDE PLAT 2,
Benton County, Minnesota.

~ Suggested description of combined parcels

Lots 5 & 6, Block 1, VILLAGES OF CREEK SIDE PLAT 2, Benton
County, Minnesota.

® Legal description for easement vacation

All that part of the 10 foot wide drainage and utility easements

centered on the line common to Lot 5 and Lot 6, Block 1, VILLAGES

OF CREEK SIDE PLAT 2, Benton County, Minnesota, lying

o\s -7 northwesterly of a curve distant 10.00 feet northwesterly of and
concentric with the southeasterly boundary of said Block 1, and

lying southeasterly of a line distant 15.00 feet southeasterly of and

’ parallel with the northwesterly line of said Lot 6 and its

northeasterly extension.
THE DRAINAGE AND UTILITY EASEMENTS
PER VILLAGES OF CREEK SIDE PLAT 2 ARE
SHOWN AS THUS UNLESS OTHERWISE NOTED:

PROPERTY BOUNDARY MONUMENT LEGEND

©® FOUND IRON MONUMENT

1 ’ DIMENSIONS ARE IN FEET
7 '
/ z
7 V0. | REVISONS SiNCE INTIAL DATE OF 01/26/2023 DATE ) 4 ;m%nm | HEREBY CERTIFY THAT THIS PLAN, SURVEY, OR REPORT h r B
!Gl @ il e CERTIFICATE OF SURVEY
venue UNDER THE LAWS OF THE STATE OF MINNESOTA. e s . ”
5 Glows, 4 5309 Administrative Lot Combination
220.255-1268
KRAMER LEAS DELEO For: James and Katherine Winkler
4 oo 1/27/202
tomveris - swdwignins < siiiwne | e Samee/ T E8e | U220 For properties at: 3281 & 3285 Old Stone Way NE
City of Sauk Rapids, County of Benton, State of Minnesota
9 ) \ PROJECT NO. WINKJ2301 _ \ Located in Section 18, Township 36 North, Range 30 West )
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Legal Descriptions
January 27, 2023

Existing PID: 19.04673.00

Lot 5, Block 1, VILLAGES OF CREEK SIDE PLAT 2, Benton County, Minnesota.

Existing PID: 19.04674.00

Lot 6, Block 1, VILLAGES OF CREEK SIDE PLAT 2, Benton County, Minnesota.

Suggested description of combined parcels

Lots 5 & 6, Block 1, VILLAGES OF CREEK SIDE PLAT 2, Benton County, Minnesota.

Legal description for easement vacation

All that part of the 10 foot wide drainage and utility easements centered on the line common to Lot 5
and Lot 6, Block 1, VILLAGES OF CREEK SIDE PLAT 2, Benton County, Minnesota, lying northwesterly of a
curve distant 10.00 feet northwesterly of and concentric with the southeasterly boundary of said Block
1, and lying southeasterly of a line distant 15.00 feet southeasterly of and parallel with the
northwesterly line of said Lot 6 and its northeasterly extension.



