SAUK RAPIDS PLANNING COMMISSION
Sauk Rapids Government Center; 250 Summit Avenue North
MONDAY, APRIL 4, 2022
Time 6:00pm

The Planning Commission is an advisory body to the City Council. One of the Planning Commission’s primary functions is to make
recommendations to the City Council. The City Council holds public hearings and makes all final decisions on these matters. Sauk
Rapids City Ordinances require that certain documents and information be included in applications. The Planning Commission may
postpone consideration of an application that is incomplete and may, for other reasons, postpone final action on an application.
For each item the Commission will receive reports prepared by the City staff, and discuss and act on the application. The Planning
Commission must suspend parliamentary procedure to allow any audience member to speak. Those present are asked to turn off
all cell phones and pagers.

AGENDA
1. Callto Order and Pledge of Allegiance
2. Roll Cadll
3. Additions or Changes to the Agenda
4, Approve the Agenda
5. Approval of the March 7, 2022 minutes

é. Audience ltems/Visitors
Total Time Limit 10 Minutes for items NOT on the Agenda

7. New Business
A. Rice Building Systems
1. Site Plan Approval

B. Schmitz Family Holdings LLC.
1. PUD Amendment
2. Site Plan Approval
8. Commission Updates
A. Joint Planning Boards
B. Other
9. Adjournment

*Reminder: Per Diem vouchers are due by June 30, 2022







SAUK RAPIDS PLANNING COMMISSION
Regular Meeting
Monday, March 7, 2022
MINUTES

Call to Order and Pledge of Allegiance: Art Buhs called the meeting to order at 6:00
p.m. followed by the Pledge of Allegiance.

Members present: Art Buhs, Jay Olson, Tony Steinemann, David Rixe, Dan Orth
Members absent: Jenny Zimmer

Also present: Todd Schultz, Community Development Director and Ashley Black, Office
Coordinator

Additions or Changes to the Agenda: none

Approval of Agenda: David Rixe made a motion to approve the agenda. Dan Orth
seconded the motion. Motion carried unanimously.

2022 Election of Officers

David Rixe nominated Art Buhs as Chair. Jay Olson seconded the motion. Motion carried
unanimously.

Dan Orth nominated David Rixe as Vice Chair. Jay Olson seconded the motion. Motion
carried unanimously.

Tony Steinemann nominated David Rixe with Art Buhs as alternate for Joint Planning Board.
Dan Orth seconded the motion. Motion carried unanimously.

David Rixe nominated Tony Steinemann with Dan Orth as alternative for Council Liaison. Jay
Olson seconded the motion. Motion carried unanimously.

Todd discussed with the board the elimination of all inclusive playground and land use
committee, due to the lack of need at this time.

Approval of the November 2021 minutes: Tony Steinemann made the motion to
approve the Nov. 2021 minutes. Dan Orth seconded the motion. Motion carried
unanimously.

Visitors/Audience Section: None

New Business:

A. Java Sauk Rapids Coffee, LLC
a. Planned Unit Development

Todd Shultz reviewed the Pondview Plat and the original controversy with this plot of land.
The existing homeowners were not in favor of multi-family homes being built, nor did they
want a Walmart to be placed on this site. Todd mentioned ultimately the City approved a
Planned Unit Development. He explained that a Planned Unit Development can give a
developer the chance to be creative in how a site is utilized. In this case the developer
proposed single family homes on the westerly line of the plat and multifamily townhomes on
the next row to the east, leaving commercial along the highway.

Todd explained a few years later Discovery Church approached the City and was approved
to be built on this site as well. As of how the remaining land is for commercial use, with the
understanding that an agreement will have to be put into place within the PUD and with City
approval. This will then determine the commercial use would be a good fit within the






established neighborhood. Todd made mention that the City is in favor of this type of use
and he feels it will only add value to this neighborhood.

b. Site Plan Approval
Todd reviewed the Site plan that has been proposed for the development of this Caribou
Coffee. He mentioned that it meets all the requirements, but there have been a few
comments/concerns that have been brought up by the City Engineer. These conditions have
been brought to the applicant’s attention and added as a condition of approval.

Art Buhs questioned how many additional lots are available at this time. Todd replied stating
that it would depend on the size and location of any future applicants, but there would still
be room for more commercial uses to be added. Jay added a question on if the City would
hope more smaller businesses would follow suite into this area following the construction of
Caribou Coffee. Todd agreed that this would be great to see additional small, commercial
buildings be added to this piot.

Motion: David Rixe made a motion to approve the Planned Unit Development and Site Plan as
requested conditioned on the applicant revise their drawings to the satisfaction of the Sauk
Rapids Water and Engineering Department. Dan Orth seconded the motion. Motion carried
unanimously.

Commission Updates.

A. Joint Planning Board: David Rixe stated there has been one meeting to work on a
nuisance ordinance. Todd also stated there will be an upcoming meeting next week to
consider the new race schedule for Granite City Speedway, consider the junk/nuisance
ordinance and consider an application for someone interested in the Cotton Picker site off
Highway 23 with a “high end” storage facility.

B. Other:

a. Art inquired about adding additional Planning Commission Members. Todd
gave an update on Ashley Bukowski, who was appointed by the City Council.
Todd explained she accepted a new position and will ultimately be the future
City attorney. So, she has stepped down from the Planning Commission due
to potential conflict of interest. Todd stated we are currently looking for
another member, but times are different and public participation has changed
over the last 20 years. It has been brought up to change the ordinance and
decrease the Planning Commission Committee from 7 to 5 required members.

b. Todd reviewed an idea that was brought to his attention by Copper Pony and
their request to develop an outdoor patio area. Todd mentioned this would
take 3-4 parking stalls, which would not be an ordinance issues since they
have additional parking available already. The Board was impressed with how
busy they have been and how many people they are bringing to the
community. Tony mentioned adding additional outdoor space may make the
current gas station more appealing to a buyer. Todd said there is a lot of
interest in that property, but the way it currently sits the lease is being paid
even though it is unoccupied. Todd mentioned the gas station is violating






some of the vacant building codes though, which may be an area the City can
help move a sale along quicker.

¢. Art Buhs asked for an update on the old Pizza Hut building, but Todd was
unable to give him an update. The owner was leasing the building and since
COVID had many restrictions the BBQ idea was at a standstill.

d. Art Buhs wanted to bring up the possibility of having a house be built within
the City, built by students at the High School for a condemned property or
home to be replaced. Todd discussed that due to our City population we are
unable to have the same kind of access, like St. Cloud for instance, in the
funds and grants available to make this happen.

e. Tony voiced his opinion and concerns he has heard regarding the new sports
complex planned out by the High School. Todd listened to his concerns, but
stated the City and the school district have high hopes for this new space and
thinks the community has a need for this space. Todd mentioned the Youth
baseball association plans to partner with the City to help provide support for
the new baseball fields as well. Tony is worried about the loss of the walking
paths, wildlife area and disc golf course. Todd knows there will be people who
are disappointed, but they do plan to keep the trail system available the best
they can.

Adjournment: David Rixe made a motion to adjourn the meeting. Dan Orth seconded the
motion. Motion carried unanimously. The meeting was adjourned at 6:35 p.m. by Planning
Commission Chair, Art Buhs.

Respectfully submitted,

Ashley Black
Office Coordinator






SAUK RAPIDS CITY COUNCIL REQUEST FOR ACTION

_6riginating Department: Approved for Agenda | Meeting Date: Agenda
Community Development by: Todd Schultz April 4, 2022 Item #:

‘ Agenda Section: Consent Item: Rice Site Plan at 1019 Benton Drive

Rice Building Systems is proposing an expansion of the headquarters at 1019 Benton Drive
South.

The addition would be an 8,000 square foot warehouse to be for their own personal use. This will
also include the modification of the existing stormwater pond to allow for some more outside

storage.

All performance standards of our ordinance are still met on the proposed site plan including
setbacks, parking, and landscaping.

Engineering is still reviewing the stormwater components of the application.

Staff is recommending approval.

Council Action Requested: Recommend approval on the condition that the applicant meet all
requirements of the engineering department related to stormwater and their holding pond.

F:\Everyone\Planning\RFAs\2022\Rice Site Plan.doc Page 1 of 1







2 A SITE PLAN APPLICATION

APPLICANT INFORMATION

Applicant Name: Rice Companies, Inc.

Property Owner (if different from above): Rice Development of Sauk Rapids, LLC

Application Contact Name: Chris Rice Cell Phone: 320.250.8531

Business Phone: 320.252.0404 Email Address: chris.rice@ricecompanies.com
Mailing address: 1019 Industrial Drive

City: Sauk Rapids State: MN ] ZIP Code: 56379

SUBJECT PROPERTY INFORMATION

Property address: 1019 Industrial Drive
Complete Legal Description: See attached

Parcel ID: 190312700 Zoning Classification: -1 Property Site Total Acres or Square Feet: 2.61+/- Acres
Square footage of all floors in all existing buildings on property: Square footage of all floors in all proposed building/additions:
24,929 SF 8,000 SF Addition

Land to Building Ratio (total square footage of all floors in all existing and proposed buildings divided by square footage of the property):

Project Name:
Rice Companies Warehouse Addition

Project Description:

80" x 100' (8,000 SF) addition to the north side of existing warehouse, including modifying our
stormwater pond to create a revised secure storage area along with adding an additional (6) parking
stalls.

Accurate and complete Statement of Use:
Warehouse addition to be used to store additional materials, equipment & vehicles. It will replace

some of the space that was lost during our office remodel recently, along with adding additional
warehouse capacity for future growth.
Describe the building materials to be used on all four sides and the roof of the building along with their color(s):
Front:
N/A (Addition to existing building)
Side 1:
Concealed fastener metal panel (matching existing)
Side 2:

Concealed fastener metal panel (matching existing)
Back:

Concealed fastener metal panel (matching existing)
Roof:

24 gage painted standing seam roof panel to match existing

ORDINANCE REQUIREMENTS

According to Section 10.13 subdivision _ 6 of the Sauk Rapids Ordinance Code, a site plan is required.

Mailing Address: City of Sauk Rapids; 250 Summit Ave N; Sauk Rapids, MN 56379 « Phone: 320.258.5300 3/21/2022






SITE PLAN APPLICATION

According to Section _10.13 Subdivision _8__ of the Sauk Rapids Ordinance Code, 33 9"x 18’parking stalls are required.

According to Section 10.13 sybdivision _ 6 of the Sauk Rapids Ordinance Code, the following minimum setbacks are required:
Front: TBD Rear: 30 Side: 20'

SUBMISSION REQUIREMENTS

Applicant must submit a site plan prepared by a qualified and licensed civil engineer drawn to scale indicating ALL of the following:
(@ Property lines of the project site and dimensions
(@ Proposed and existing buildings/structures and their dimensions
[X Distances from all buildings/structures to property lines
[X Sign location
& Off-street parking spaces/loading areas
X Locations of refuse containers and enclosures
Location, type (scientific name), and size of landscaping material
[X Storm water drainage flows indicated by arrows, elevation points or existing/ proposed contours
[X Location of all public utilities:
9 curb lines
< storm sewer catch basins
< easements
< emergency access
o telephone
2 gas
O electric cable TV
2 bus line
[® Elevations or renderings of the building/structure are recommended
*All of the above should be addressed somewhere on the site plan or noted in an attached narrative. If an item is inapplicable to the
application, that should be clearly stated.

For properties zoned D-1, provide the following as required by Ordinance Section 10.12A;
O Indicate sidewalks/paths on the site plan and include materials to be used
O Drainage and utility plan
O Floor Plans
O Lighting Plan
0O Colored elevations
9 Include colored elevation of refuse enclosure and indicate materials to be used
< Indicate materials to be used and glazing percentages
° Indicate building/structure heights

EROSION CONTROL PERMIT ALSO NEEDED?

Sauk Rapids Ordinance Section 14.04 requires an Erosion Control Permit for any of the following activities:
@ Land disturbance activity in excess of 5,000 square feet
O Land disturbing activity that disturbs more than 200 lineal feet of road ditch, grass waterway, or other channel; including the placement,
repair, or removal of any underground pipe, utility, or other facility within the cross section of the channel
0O Any new pubilic or private road or access drives longer than 125 feet
0O Development that occurs in conjunction with a subdivision plat or any building permit for a new home or multi-family complex.
O Temporary stockpiling of fifty (50) or more cubic yards of excess soil on any lot or other vacant area shall not be allowed without issuance of
an Erosion Control Permit (and any other permit required by city ordinance) for the earth moving activity in question.
Land disturbing activity that disturbs less than 5,000 square feet of land that has any of the following characteristics:
O Within 25 feet of a waterway
[ Highly erodible soils
O Any land disturbing activity that the City determines to have a high risk

N\ SIGNATURES
Applicant: - } . Date: 3.21.22
Property Oﬁner (if d;l:ferent . m above): Date:
.I attest that this application and attached information is accurate and correctly states my intentions. Initials: éﬂ‘/
I understand myself or my representative must be present at the public meetings concerning this application. Initials: ("4——’
I take the responsibility for compliance with all conditions imposed upon site plan approval. Initials: é'—-’
I understand site plan approval is valid for one year. Initials: 41/ o

FOR OFFICE USE ONLY

20?1 F;e_: $:|00 - Re;eipt No.: ] _‘ Date Received: _ g

Mailing Address: City of Sauk Rapids; 250 Summit Ave N; Sauk Rapids, MN 56379 + Phone: 320.258.5300 3/21/2022






' LEGAL DESCRIPTION V)

TRACT A
/ That part of Lot 1, Block 2 and that part of Outlol B of SAUK RAPIDS INDUSTRIAL PARK SOUTH, according
\ / to the recorded plat thereof, Benton County, Mi lying h ly of the fc ibed line:
Commencing at the most southerly corner of said Outlot B; thence North 35 degrees 31 mlnutes 37 seconds East,
\ / assumed bearing, along the southeasterly line of said Outlot B, 247.55 feet, to the point of beginning of the line to
/ be described; thence North 57 degrees 36 minutes 42 seconds West, 492,75 feet, to the west line of said Lot 1 and
\ / said line there terminating.

\ / / TRACTB
/ That part of Lot ], Block 2 and that part of Outlot B of SAUK RAPIDS INDUSTRIAL PARK SOUTH, according
to the recorded plat thereof, Benton County, N lying 1y of the followi ibed line:
/ / Commencing at the most southerly comer of said Outlot B; thence North 35 degrees 31 mmules 37 seconds East,
23 assumed bearing, along the southeasterly line of said Outlot B, 247.55 feet, to the point of beginning of the line to
/ / be described; thence Notth 57 degrees 36 minutes 42 seconds West, 492.75 feet, to the west line of said Lot 1 and
8 / said line there terminating.
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SWPPP NOTES

USTED BELOW ARE ADDITIONAL BMP'S THAT MAY BE CONSIDERED FOR USE if THE BMP'S IDENTIFIED IN THE EROCSION
CONTROL PLANS PROVE TO BE INSUFFICIENT. PAYMENT FOR THESE BMP'S MAY ONLY BE MADE IF PRIOR APPROVAL
FROM AN OWNER HAS BEEN GIVEN.

1. WORK NEXT TO STREAMS

o NO DISTURBANCE SHALL OCCUR IN IMPAIRED STREAMS OR PROTECTED WATERS. THIS WiLL BE ACCOMPUSHED
USING TEMPORARY BRIDGING TO SPAN STREAMS FOR ACCESS DURING BRIDGE OR ROADWAY CONSTRUCTION.
ALSO, PIERS AND PILING WILL NOT BE PLACED IN THE STREAM.
CONSTRUCTION ACTIVITIES NEXT TO STREAMS WiLL BE SCHEDULED FOR PERIODS WHEN FLOWS AREA
ANTICIPATED TO BE LOW.
GRUBBING OF ROOTS SHALL 8E KEPT TO A MINIMUM.
A 4-FOOT WIDE BUFFER OF VEGETATION SHALL BE LEFT ON STREAM BANKS.
THE PRIMARY BMP SHALL BE MACHINE SLICED SILT FENCE AND HAY BALES PLACED ALONG THE BUFFER. AS A
REDUNDANT 8MP, A FLOATING SILT CURTAIN MAY LINE THE CHANNEL BANKS DURING PERIODS OF FLOWING
WATER. THE FLOATING SILT CURTAIN SHALL NOT BE PLACED ACROSS A STREAM.
SHOULD THE PREVIOUS BMPS PROVE UNSUCCESSFUL, THE SILT FENCE/HAY BALES WILL BE REPLACED BY
SANDBAGS, PLYWOOD BARRIERS OR SHEETPILE CUTOFFS AS DIRECTED BY THE OWNER AND TO THE
SATISFACTION OF THE ENGINEER.

2. LONG-STEEP CUT/FILL SLOPES

* THERE WiLL 8E NO UNBROKEN SURFACE SLOPE LENGTHS OF GREATER THAN 75 FEET FOR SLOPES WITH A GRADE
OF 3.1 OR STEEPER WITHIN 200 FEET OF SURFACE WATERS. ALL EXPOSED AREAS WITH A CONTINUOUS POSITIVE
SLOPE WITHIN 200 FEET OF A SURFACE WATER WILL HAVE A TEMPORARY OR PERMANENT COVER YEAR ROUND.
THE EXPOSED SOILS SHALL BE STABILIZED WITHIN 14 DAYS
PLANNED SLOPES OF 3:1 (H:V) OR STEEPER AND GREATER THAN 75 FT IN LENGTH WILL BE TEMPORARILY OR
PERMANENTLY STABILIZED IN INCREMENTS NOT TO EXCEED 75 FT, PRIOR TC CONSTRUCTION OR DISTURBING A
NEW INCREMENT.
LONG SLOPES SHOULD BE BROKEN INTO SHORTER LENGTHS BY INSTALLING STRAW BIOROLLS IN INTERLOCKING
HERRINGBONES AS SHOWN ON THE GRADING PLAN. IF TEMPORARY SEEDING AND MULCH CAN NOT BE USED
ON SLOPES STEEPER THAN 3:1, THEN THE SLOPE MAY BE COVERED WITH TARPS OR PLASTIC SHEETING.
TEMPORARY EROSION CONTROL DEVICES REQUIRED DUE TO CONTRACTORS METHOD OF SEQUENCING THEIR
CONSTRUCTION WORK SHALL BE INCIDENTAL TO THE GRADING CONTRACT.
THE SOIL SURFACE ON RE-VEGETATED SLOPES WILL BE ROUGHENED USING ANY APPROPRIATE IMPLEMENT THAT
CAN BE SAFELY OPERATED ON THE SLOPE, SUCH AS BULLDOZERS OR DISKS. THE GROOVES SHALL BE CREATED
PERPENDICULAR TO THE SLOPE TO HELP ESTASLISH VEGETATIVE COVER, REDUCE RUNOFF VELOCITY, INCREASE
INFILTRATION, AND PROVIDE FOR SEDIMENT TRAPPING.

3. CULVERT INLET/QUTLET PROTECTION
o SOD MAY BE PLACED AND ANCHORED AT CULVERT INLETS AS SHOWN ON THE GRADING PLAN, UNLESS
VELOCITIES REQUIRE RIPRAP,
e AT LEAST ONE 2-FOOT WIDE STRIP OF SOD OR FIBER BLANKET SHALL BE PLACED ALONG THE EDGES OF CULVERT
HEADWALLS AND WINGWALLS AS SHOWN ON THE GRADING AND/OR UTILITY PLANS.
» RIPRAP AT PIPE APRON OUTLETS WILL BE PLACED PRIOR TO BUT NO SOONER THAN 7 DAYS BEFORE APRON 15
INSTALLED. RIPRAP SHALL BE INSTALLED UNDER APRON LIP ACCORDING TO THE STANDARD DETAIL.

4. STORM SEWER INLET PROTECTION

¢ STORM DRAIN INLETS SHALL BE PROTECTED UNTIL THE DISTURBED AREAS THAT COULD DISCHARGE TO AN

INLET HAVE BEEN STABILIZED.

INFRASAFE SEDIMENT CONTROL BARRIERS OR APPROVED EQUAL SHALL BE USED WHEN CASTINGS ARE NOT IN

PLACE. AS INDICATED ON THE UTILITY PLAN AND AS APPROVED BY THE OWNER

INFRASAFE DEBRIS COLLECTION DEVICE OR APPROVED EQUIVALENT SHALL BE USED WHEN CASTINGS ARE IN

PLACE AS INDICATED ON THE UTILITY PLAN AND AS APPROVED BY THE OWNER.

» DOCUMENTATION IS NEEDED WITHIN 72 HOURS IF REMOVAL OF PROTECTION BMPS IS NEEDED DUE TO WINTER
CONDITIONS OR FLOODING CONCERNS.

5. STORM WATER POND OUTLETS

TEMPORARY OR PERMANENT ENERGY DISSIPATION MEASURES SHALL BE IN PLACE AT THE STORM WATER POND

OQUTLETS WITHIN 24 HOURS OF DIRECT CONNECTION TO A SURFACE WATER.

RIPRAP AT PIPE APRON OUTLETS WILL BE PLACED PRIOR TO APRON INSTALLATION AND SHALL BE INSTALLED

UNDER THE APRON LIP.

s POND EMERGENCY SPILLWAYS SHALL BE LINED BASED ON THE DESIGN DISCHARGE FLOW VELOCITY AND AS
INDICATED ON GRADING AND/OR UTILITY PLANS.

6. STOCKPILES (TEMPORARY AND PERMANENT)

LOCATE STOCKPILES A MINIMUM OF 100 FEET FROM CATCH BASIN INLETS, PONDS, AND SITE DRAINAGE ROUTES
PERIMETER CONTROLS SUCH AS SILT FENCE SHALL BE INSTALLED AROUND ALL STOCKPILES IF NOT PLACED
WITHIN EXISTING SILT FENCES OR OTHER SEDIMENT CONTROL.

TEMPORARY SEED AND MULCH SHALL BE USED TO STABILIZE THE STOCKPILES AND THE STOCKPILES SHALL BE
SHAPED TO FACILITATE SEEDING AND MINIMIZE EROSION AND SHALL BE SEEDED WITHIN 7 DAYS. TEMPORARY
EROSION CONTROL DEVICES REQUIRED DUE YO CONTRACTORS METHOD OF SEQUENCING THEIR
CONSTRUCTION WORK SHALL BE INCIDENTAL TO THE GRADING CONTRACT.

» IF TEMPORARY SEED AND MULCH CANNOT BE USED, THEN THE STOCKPILES SHALL BE COVERED WITH
HYDROMULCH, TARPS OR PLASTIC SHEETING AS APPROVED BY THE OWNER.

IF STOCKPILES MUST BE PLACED WITHIN A CONVEYANCE A TEMPORARY BYPASS SHALL BE INSTALLED (L.E. PYC
PIPE) TO ADEQUATELY CONVEY RUNOFF. TEMPORARY BYPASS BMPS SHALL BE INCIDENTAL TO THE CONTRACT
UNLESS PREVIOUSLY APPROVED BY THE OWNER / ENGINEER

7. CONSTRUCTION DEWATERING

» DURING DEWATERING ACTIVITIES, THE SEDIMENT LADEN WATER CANNOT BE DIRECTLY DISCHARGED TO
SURFACE WATERS. OPTIONS FOR REDUCING THE TURBIDITY OF THE WATER INCLUDE: (TEMPORARY EROSION
CONTROL DEVICES REQUIRED DUE TO CONTRACTORS METHOD OF SEQUENCING THEIR CONSTRUCTION WORK
SHALL BE INCIDENTAL TO THE GRADING CONTRACT):

] CONSTRUCT A TEMPORARY SEDIMENT TRAP FOR TURBID WATER DISCHARGE.

] USE A PORTABLE SEDIMENT TRAP SYSTEM.

o APPLY NATURAL BASED FLOCCULENT TECHNOLOGY SUCH AS CHITOSAN [N SEDIMENT TRAPS OR A
SERIES OF DITCH CHECKS TO CONTAIN SEDIMENT.

] DISCHARGE THROUGH FIBERLOGS OR A ROCK WEEPER INTO A LARGE VEGETATIVE BUFFER AREA.

] PUMP TO A TEMPORARY SEDIMENT BASIN.

o ENERGY DISSIPATION WILL BE PROVIDED AT ALL DISCHARGE POINTS.

DEWATERING OR BASIN DRAINING ACTIVITIES WILL NOT CAUSE EROSION IN RECEIVING CHANNELS OR

ADVERSELY IMPACT WETLANDS.

ALL EROSION CONTROL OR SEDIMENT TRAPS REQUIRED FOR CONSTRUCTION DEWATERING SHALL BE

CONSIDERED INCIDENTAL TO THE CONSTRUCTION ACTIVITY REQUIRING DEWATERING.

B, CONSTRUCTION ENTRANCES

A TEMPORARY CRUSHED ROCK OR WOOD CHIP PAD SHALL BE LOCATED WHERE VEHICLES LEAVE THE
CONSTRUCTION SITE.

THE CONSTRUCTION ENTRANCE PAD SHALL BE AT LEAST 50 FEET IN LENGTH.

GEOTEXTILE FABRIC MAY 8E PLACED UNDER THE CRUSHED ROCK OR WOOD CHIPS TO PREVENT MIGRATION OF
MUD FROM UNDERLYING SOIL INTO THE CONSTRUCTION ENTRANCE MATERIAL.

ROCK PADS SHALL BE CONSTRUCTED OF ROCK 1 TO 3 INCHES IN SIZE AND PLACED IN 6 INCH LAYERS.
CONSTRUCTION ENTRANCES SHALL BE INSPECTED AT LEAST EVERY 7 DAYS AND MAINTAINED AS NEEDED,
TRACKED SEDIMENTS SHALL 8E REMOVED FROM PAVED SURFACES AT THE END OF EACH DAY USING PICK-UP
TYPE STREET SWEEPER.

IF TRACKING INTO ROADWAY BECOMES PROBLEMATIC THE ENTRANCE PADS SHALL BE LENGTHENED OR
ANOTHER TECHNIQUE APPLIED. TEMPORARY EROSION CONTROL DEVICES REQUIRED DUE TO CONTRACTORS
METHOD OF SEQUENCING THEIR CONSTRUCTION WORK SHALL BE INCIDENTAL TO THE GRADING CONTRACT.

s THE CONSTRUCTION ENTRANCE SHALL BE MONITORED CLOSELY DURING WET CONDITIONS. IF TRACKING INTO
ADJACENT ROADWAYS OCCURS. THE FREQUENCY OF STREET SWEEPING SHALL BE INCREASED.

14,

. FUELING

CONCRETE TRUCK WASHOUT

CONCRETE TRUCKS SHALL UTILIZE THE CONCRETE WASHOUT AREA SHOWN ON THE PLANS TO WASH AND
RINSE THEIR EQUIPMENT PRIOR TO LEAVING THE SITE.

WASHOUT OF CONCRETE MIXER TRUCKS WILL BE PERFORMED IN THE DESIGNATED AREAS ONLY.

WASHOUTS WiLL BE CONSTRUCTED AND MAINTAINED TO PROVIDE SUFFICIENT CONTAINMENT FOR ALL LIQUID
AND CONCRETE WASTE GENERATED 8Y WASHOUT OPERATIONS.

WASHOUTS SHALL BE CLEARLY MARKED ON SITE WITH SIGNAGE BY THE UTILITY CONTRACTOR WITH APPROVAL
FROM OWNER.

WASHOUTS SHALL BE LOCATED A MINIMUM OF 50 FEET FROM DRAINAGE FACILITIES AND WATERCOURSES. & -
CONCRETE WASHOUT AREAS WILL HAVE AN IMPERMEABLE LINER TO PREVENT CONCRETE WASHOUT WATER 4
FROM INFILTRATING/CONTACTING WITH SQiL. N
IMPERMEABLE LINER INCLUDES 10 MIL POLYLINER OR COMPACTED CLAY LINER.

WASHOUT SYSTEMS CAN BE LISED AS ALTERNATE WASHOUT AREAS.

VEHICLE MAINTENANCE %
« ROUTINE MAINTENANCE OF VEHICLES AND EQUIPMENT SHALL OCCUR IN STAGING AREAS ONLY. £
» VEHICLE WASHING SHOULD BE AVOIDED. IF WASHING 1S NECESSARY, RUNOFF FROM THE WASHING WILL BE .

CONTAINED AND LIMITED TO A DEFINED AREA OF THE SITE. RUNOFF MUST BE CONTAINED AND WASTE
PROPERLY DISPOSED OF.

ENGINE DEGREASING SHALL BE AVOIDED. [F DEGREASING IS NECESSARY, RUNOFF FROM THE OPERATION WILL
BE CONTAINED IN A LINED SEDIMENT TRAP AND PROPERLY DISPOSED OF AT A TREATMENT FACILITY.

ALL REQUIRED SEDIMENT TRAPS AND CONTAINMENT FACILITIES AND PROPER DISPOSAL OF WASH
WATER/DEGREASING AT A TREATMENT FACILITY SHALL BE INCIDENTAL TO THE CONSTRUCTION CONTRACT.

FChwt
Mot

ANY FUEL TANK OR TRUCK STORED OGN THE PROJECT SITE SHALL 8E PROTECTED BY A SECONDARY -
CONTAINMENT SYSTEM. H
FUELING AREAS SHALL NOT BE WASHED OR RINSED WITH WATER SINCE THIS COULD CAUSE FUEL SPILLS TO BE ¥
DISCHARGED INTO STORM WATER SYSTEMS. %
ABSORBENT MATERIALS SHALL BE AVAILABLE ON SITE FOR USE IN CLEANING UP SMALL SPILLS. 1.,..9
ALL REQUIRED FUEL CONTAINMENT AND CLEAN-UP MATERIALS AND THE PROPER DISPOSAL OF THE MATERIALS . P
SHALL BE INCIDENTAL TO THE CONSTRUCTHON CONTRACT. K

HAZARDOUS MATERIALS

HAZARDOUS MATERIALS SHALL BE PROPERLY STORED TO PREVENT VANDALISM OR UNAUTHORIZED ACCESS.
CONTAINMENT UNITS SHALL BE INSTALLED IN ACCORDANCE WITH FEDERAL, STATE, AND LOCAL REGULATIONS. o2
MPCA STORING AND DISPOSAL REQUIREMENTS SHALL BE FOLLOWED FOR ALL HAZARDOUS WASTE. o
NO HAZARDOUS MATERIAL SHOULD BE STORED WITHIN 200 FEET OF AN IDENTIFIED CRITICAL AREA.
ABSORBENT MATERIALS SHALL BE AVAILABLE FROM THE CONTRACTOR ON SITE FOR LISE IN CLEANING UP
SMALL SPILLS. »
iF BUILDING MATERIALS, CHEMICALS, OR GENERAL REFUSE IS BEING USED, STORED, DISPOSED OF, OR -5 %
OTHERWISE MANAGED INAPPROPRIATELY, THE CONTRACTOR SHALL CORRECT SUCH DEFECTS WITHIN 24
HOURS OF DETECTION OR NOTIFICATION.

ALL REQUIRED CONTAINMENT / STORAGE UNITS / ABSORBENT MATERIAL AND REQUIRED DISPOSAL SHALL BE
INCIDENTAL TO THE CONSTRUCTION CONTRACT.

LA NG T

CHEMICAL CONTAINMENT

GASOLINE, OIL, PAINT, SOLVENTS, AND OTHER CHEMICALS NECESSARY FOR CONSTRUCTION ARE NOT ALLOWED
TO CONTACT THE GROUND SURFACE, BE EXPOSED TO GROUNDWATER OR 8E RELEASED TO A SURFACE OR
GROUNDWATER EXCEPT IN DE MINIMIS QUANTITIES.

ALL PRODUCTS SHALL BE KEPT IN THEIR ORIGINAL CONTAINER, WITH ORIGINAL LABELS STILL ATTACHED, UNLESS
THE CONTAINER 15 NOT RESEALABLE.

MAZARDOUS MATERIALS SHALL BE RETURNED TO THE HAZARDOUS MATERIAL STORAGE AREA AT THE END OF
EACH DAY,

AN EFFORT SHOULD BE MADE TO STORE ONLY ENOUGH PRODUCTS TO DO THE REQUIRED JOB,

THE CONTRACTOR SHALL PROVIDE TANKS OR BARRELS TO COLLECT LIQUID BYPRODUCTS THAT POSE A
POULUTION HAZARD.

THE POLLUTANTS SHALL BE REMOVED FROM THE SITE ON A WEEKLY BASIS AND DISPOSED OF IN ACCORDANCE
WITH FEDERAL, STATE AND LOCAL REGULATIONS.

ALL SPILLS SHALL BE CLEANED UP IMMEDIATELY AFTER DISCOVERY, IN ACCORDANCE WITH THE
MANUFACTURE'S RECOMMENDED METHODS.

ALL REQUIRED CONTAINMENT / STORAGE UNITS 7 ABSORBENT MATERIAL AND REQUIRED DISPOSAL SHALL BE
INCIDENTAL TO THE CONSTRUCTION CONTRACT

« ALL STORAGE AREAS SHALL BE SECURED TO PREVENT UNAUTHORIZED ACCESS.

SOLID WASTE
« SOLID WASTE SHALL BE STORED IN APPROPRIATE CONTAINERS AND PROPERLY DISPOSED OF ON A REGULAR
BASIS.

* CONTAINERS SHALL BE COVERED TO PREVENT WIND BLOWING THE WASTE AROUND THE SITE.

MPCA DISPOSAL REQUIREMENTS WILL BE FOLLOWED FOR ALL SOLID WASTE.

SOLID WASTE STORAGE CONTAINERS AND PROPER DISPOSAL SHALL BE CONSIDERED INCIDENTAL TO THE
CONSTRUCTION CONTRACT.

. DUST CONTROL

e THE CONTRACTOR SHALL USE A VARIETY OF DUST CONTROL INCLUDING BUT NOT LIMITED TO THE FOLLOWING:
A.  RAPID STABILIZATION METHODS ON SLOPES
8. WATER ON ROADWAYS AND GRADED AREAS
C.  ALTERNATIVES: fN THE FORM OF VEGETABLE POLYMERS, WATER AND CALCIUM CHLORIDE PETROLEUM

VICINITY MAP/IMPAIRED WATERS MAP

Hagrny  weRd N

Yammi Ave s

S EY

g
[N

Call 48 Hours before digging:
811 or call811.com

~ Common Groun; ance

WEB SOIL SURVEY MAP

EMULSION RESINS, OR ACRYLIC COPOLYMERS MAY ALSO BE USED.

Map unit symbol

Map unit name | Rating Acres in AD) Parcent of AO}

o ALL REQUIRED OUST CONTROL SHALL BE INCIDENTAL TO THE CONSTRUCTION CONTRACT AS PER
SPECIFICATIONS.

NON-STORMWATER DEWATERING

D17A

TohlsfnrAnanﬂnhmﬂ

Duelm loamy sand, Oto |.17 44 100.0%

| 2percent siopes

a4 100.0%

» HYDRANT FLUSHING: FLUSHING OF HYDRANTS WILL BE DISCHARGED

¢ THROUGH TEMPORARY PIPES AS NECESSARY, ONTO IMPERVIOUS SURFACES OR TO STABILUIZED ARES WITH
ENERGY DISSIPATION AT THE DISCHARGE POINT. THE DISCHARGE SHOULD BE COLLECTED 8Y THE STORM
WATER BASINS AND STORM SEWER SYSTEM.

POTABLE WATER DISCHARGE: ALL WATER LINES WILL BE FLUSHED USING HOSES AND DISCHARGED ONTO AN
IMPERVIOUS SURFACE AND DIRECTED TO THE STORM SEWER INFRASTRUCTURE BY NON-EROSIVE MEANS.

SWPPP AMENDMENTS

THIS PLAN AND THE ATTACHMENTS MUST BE AMENDED TO INCLUDE ADDITIONAL REQUIREMENTS OR MODIFIED REQUIREMENTS WHICH TAKE

PLACE DURING
CONSTRUCTION IF ONE OR MORE OF THE FOLLOWING OCCUR:

1. THERE IS A CHANGE IS DESIGN CONSTRUCTION, OPERATION, MAINTENANCE, WEATHER OR SEASONAL CONDITIONS THAT SIGNIFICANTLY

IMPACTS THE DISCHARGE OF
POLLUTANTS FROM THE SITE TO SURFACE OR GROUNDWATER.
2. INSPECTIONS OR INVESTIGATIONS BY THE SITE OWNER, OPERATOR, ENVIRONMENTAL PROTECTION AGENCY, MINNESOTA POLLUTION

CONTROL AGENCY OFFICIALS INDICATE THIS PLAN IS NOT EFFECTIVE IN ELIMINATING OR SIGNIFICANTLY MINIMIZING THE DISCHARGE OF

POLLUTANTS.

3. THIS SWPPP IN NOT ACHIEVING THE GENERAL OBJECTIVES OF MINIMIZING POLLUTANTS IN STORMWATER DISCHARGES OR IF THIS PLAN IS

NOT CONSISTENT WITH THE MN R1000011 CONSTRUCTION GENERAL PERMIT.

4, IF THE MPCA NOTIFIES THE OWNER AND/OR OPERATOR (i.e. PERMITTEES) THAT ADDITIONAL REQUIREMENTS ARE NEEDED, REQUIREMENTS

ARE NOT BEING NET FOR TMDL OR OTHER WATER QUALITY STANDARDS, OR THAT THE SWPPP DID NOT INCORPORATE THE NECESSARY
REQUIREMENTS,

5. CHANGES INVOLVING THE USE OF A LESS STRINGENT BMP MUST INCLUDE A JUSTIFICATION DESCRIBING HOW THE REPLACEMENT BMP IS

EFFECTIVE FOR THE SITE CHARACTERISTICS.

THE FOLLOWING TASLE SHOULD BE COMPLETED AS NECESSARY DURING CONSTRUCTION TO DOCUMENT CHANGES AND AMENDMENTS TO
THIS DOCUMENT. AMENDMENTS MUST BE MADE BY ONE OF THE FOLLOWING INDIVIDUALS.THOSE PREPARING THIS DOCUMENT; THOSE
OVERSEEING THE IMPLEMENTATION OF THE SWPPP; THOSE REVISING THE SWPPP: THOSE PERFORMING INSPECTIONS FOR THE PROJECT;
AND/CR OTHER QUALIFIED INDIVIDUAL.

PLACE THE AMENDMENT NUMBER NEXT TO ALL APPLICABLE CHANGES, REDLINES, AND INFORMATION IN THE DOCUMENT TO REFERENCE BACK

TO THE CHANGES SUMMARIZED BELOW.

SOIL MAP UNIT SYMBOL LEGEND

AMENDMENT NO. | DATE REASON, LOCATION, AND BRIEF DESCRIPTION OF CHANGE OR AMENDMENT

REQUESTED BY

PREPARED 8Y
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WOVEN FILTER FABRIC (36" HIGH)
%" WOOD POST

1019 musiial O 3 ¢ Saen Rugads MK 50378

=
CETE

~ FILTER FABRIC, ATTACH
SECURELY TO UPSTREAM $IDE
OF POSTWITH 5.1 STAPLES ouTst
(] ELEVATION
T g— PER PLAN
WOOD POST

ROCKs 12" MIN,

STANDARD DETAIL E_}% WOQDCHIFS»18" MIN.
TREMCH WITH NATIVE BACKFILL " <& ~ — |
4 PABRIC SUCED INTO SOIL oR ips
- WITH COMPACTED SPECICATIONS 18° MINIMUM CUT OFF 10
NOTE: BACKFILL MINIMIZE RUNOFF FROM SITE

1. INSPECT AND REPAIR FENCE AFTER EACH STORM EVENT AND REMOVE SEDIMENT WHEN

Curb Type E X ACCUMULATED TO 1/3 THE HERSHT OF THE FABRIC OR MORE.
1 12 3
31: ‘:.. iz. 2. REMOVED SEDIMENT SHALL BE DEPOSITED TO AN AREA THAT WILL NOT CONTRIBUTE SEDIMENT OFF-SITE
ooy e 2 AND CAN BE PERMANENTLY SYABILZED,
3. SILT FENCE SHALL BE PLACED ON SLOPE CONTOURS TO MAXIMIZE PONDING EFFICIENCY. NOTES:
T FILTER FABRIC SHALL HE PLACEO UNDER ROCK/WQOD CHIPS 1O $TOP MUD MIGRATION
NOTES: 4, ALLENDS OF THE SILT FENCE SHALL BE WRAPPED UPSLOPE SO THE ELEVATION OF THE BOTTOM OF FAGRIC THROUGH ROCK/WOOD CHIPS.
1. EXPANSION JOINT SPACING IS 100" 1S HIGHER THAN “PONDING HEIGHT. 2. WOODTHIPS USED FOR CONSTAUCTION ENTRANCES MUST BE 50% NOT LESS THAN 2:[NCHES AND NOT
2. MIN. 3* CL. § UNDER C.&G. MOAE THAN 5-INCHES, NO CHIPAED-UP MANUFACTURED WQOD AND/OR CHEMICALLY TREATED IS ALLOWED,
3. CURB SHALL BE PER MnDOT SPEC 2531 5  SILT FENCE MAY BE INSTALLED WITH SLIQNG MACHINE IN FIELD. 1, ENTRANCES MUST BE MAINTAINED REGULARLY TO PREVENT SEDIMENTATION ON PUBLIC ROADWAYS,
FUGITIVE ROCK OR WOODCHIPS WILL BE REMOVED FROM ADIACENT ADADWAYS DALY OR
MORE FREQUENTLY AS NECESSARY.
4, LENGTH AND WIDTH 10 BE ADSUSTED FOR SITE CONDITIONS,
"’.,‘,,“.‘;;;‘“[ 86 STYLE CURB & GUTTER sio1 | e FRE‘“?S“&’S%EDDUS‘!\';{ FERCE I Goa1 “{,’,,".',,'g“,'“l CONSTRUCTION ENTRANCE I abos | “amem POND BENCH GDOS

caricons e SPACING FOR STAPLES
SOPERATO  SIAPLESNARD
PRRGE 1

.2 5T
z1-u 1.7 STAPLES

INSTALL NEW SILT FENCE
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PLATE NGO, 3133C
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My - ABOVE SOURCE]
vey OF WATER DOWNSTREAM OUTLET
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MiIN, SILT FENCE
IMPERMEABLE LINER
o ——
TO EROSION BLANKET DETAIL "
i NON-WOVEN GEOTENTILE
SECTION A TYPICAL SLOPE SOIL STABILIZATION RLTER FABRIC UNDER
E TEMPORARY CONTOUR FURROWS ISOMETRIC VIEW TVPICAL TREATMENT
NorEs: s WET SLOPE LINING NOTE
T CONCRETE WASHOUT AREAS WILL HAVE AN IMPERMEABLE LINER TO PREVENT = . FERT 5 NOFF RATE. SEE STORM WATER POLLUTION PREVENTION PLAN
CONCRETE WASHOUT WATER FROM INFILTRATING/CONTACTING WITH SO ;' 3@‘3‘,&%@“&‘;oi‘;;iﬁ‘&’;‘;},?}ﬁg"’g‘gﬁ;mﬁ& — FOR EROSION CONTROL SCHEDULE } hereby m 26! This Pw’::
2. IMPERMEABLE UNER INCLUDES 10 MIL POLY UNER OR COMPACTED CLAY LINER. X ,
3 | IMPERMEARLE NS INCLUDES 10 AL POLY UNER OR CONPACTED 3. USE TEMPDRARY CONTOUR FURROWS FOR SLOPES 311 AND 75 FEET LONG OR STEEPER/LONGER. et EATS/BLANKETS SHOULD BE INSTALLED VERTICALLY DOWNSLOPE. W‘”"M'“ Doy
2 SUOPE SURFACE SHALL BE FREE OF ROCKS, CLODS, STICK AND GRASS. disctsupanisionor het | am
3. MATS/BLANKETS SHALL HAVE GOOD SOLL CONTACT, m bt sm ‘:’
4. LAY BLANKETS LOGSELY AND STAKE OR STAPLE TO MAINTAIN DIRECT CONTACT WITH THE SOIL. InnBsots.
5. DONOT STRETCH.
LAST RevSE: LAST REWISED: 5 AST RPVISETR TEMPORARY EROSION BLANKETS LT REvISED: NS
oiyas CONCRETE WASHOUT AREA [ GDo8 vy SURFACE ROUGHENING FOR ALL SLOPES GREATER THAN 41 G009 piven ] TURF REINFORCEMENT MATS FOR SLOPES ab21 Ly EROSION CONTROL AT FLARED END SECTIO! GDa7

EMERGENCY QVERFLOW
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TO INLET APRON

DUAL LAYER HDPE W/400 MICRON
FILTER FABRIC BETWEEN LAYERS

NOTES.

1. INFRASAFE CULVERT INLET PROTECTOR OR ENGINEER APPROVED EQUAL.

2 FILTER FABRIC MAY BE REPLACED AS REQUIRED BY REMOVING BOLFS/RIVETS CONNECTING HOPE
LAYERS AND BOLTING/RIVETING BACK TOGETHER.

U
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Project Number: 5.R. C. 22.001

SWPPP NARRATIVE

THE SWPPP IS PREPARED IN ACCORDANCE WITH THE NATIONAL POLLUTANT DISCHARGE ELIMINATION SYSTEM (NPDES) REGULATIONS AS
ESTABLISHED BY THE CLEAN WATER ACT. THE MINNESOTA POLLUTION CONTROL AGENCY'S CONSTRUCTION SENERAL PERMIT MN R100001 (CSGP)
(EXPIRATION DATE: JULY 31, 2023} PROVIDES A FRAME WORK OF REQUIREMENTS FOR COMPLIANCE TO DISCHARGE STORMWATER FROM A
CONSTRUCTION SITE.

THE SWPPP (S FOR IMPLEMENTATION BY THE OWNER AND OPERATOR, AS LISTED BELOW, AT RICE COMPANIES WAREHOUSE EXPANSION. THIS
REPORT SHALL BE ON THE SITE AT ALL TIMES DURING CONSTRUCTION. THE OWNER MUST ALSO KEEP THIS SWPPP ON FILE FOR THREE YEARS AFTER
SUBMITTAL OF THE NOTICE OF TERMINATION. THE FOLLOWING ARE OUTLINED IN THIS SWPPP:

- CONTROL MEASURES FOR STORM WATER POLLUTION PREVENTION PRIOR TO AND DURING CONSTRUCTION

- CONTROL MEASURES FOR STORM WATER POLLUTION PREVENTION AFTER CONSTRUCTION

- SOURCES OF STORMWATER AND NON-STORMWATER POLLUTION

- INSPECTION AND MAINTENANCE PROCEDURES

THE GRADING AND EROSION CONTROL PLAN PREPARED FOR RICE COMPANIES WAREHOUSE EXPANSION SHALL BE CONSIDERED PART OF THE
SWPPP.

PROJECT LOCATION
THIS DOCUMENT PRESENTS A STORM WATER POLLUTION PREVENTION PLAN {(SWPPP) FOR RICE COMPANIES WAREHOUSE EXPANSION IN SAUK
RAPIDS, MN. THE SITE (S LOCATED IN THE NORTH QUADRANT OF THE INTERSECTION OF INDUSTRIAL DRIVE AND BENTON DRIVE.

PROJECT CONTACT INFORMATION

OWNER/DEVELOPER: CONTRACTOR:
COMPANY NAME: RICE COMPANIES SAME
CONTACT: CHRIS RICE
ADDRESS: 1019 INDUSTRIAL DRIVE SOUTH

SAUK RAPIDS, MN 56379
PHONE: 320.252.0404
E-MAIL

IDENTIFY PERSONNEL INVOLVED WITH THE PROJECT AND THEIR RELATED NECESSARY TRAINING COMMENSURATE WITH THEIR TASK PRIOR TO
COMMENCEMENT OF CONSTRUCTION ACTIVITIES,

SWPPP DESIGNER: SWPPP INSPECTION: BMP INSTALLER:
COMPANY: RICE COMPANIES
CONTACT: WILL HUSTON
ADDRESS: 1019 INDUSTRIAL DRIVE SOUTH
SAUK RAPIDS, MN 56379
PHONE: 320.252.0404
E-MAIL WILLHUSTON@RICECOMPANIES.COM

TRAINING COURSE/ENTITY: UNIV. OF MN - DESIGN OF SWPPP

CURRENT'CIVIL\CAD\SHEETS\R.8.5-EC01.DWG

RACALNR B.S.-SAUK RAPIDS OFFICE\00-

EXPIRATION DATE: MAY 31, 2024
OWNER/OPERATCR RESPONSIBILITIES
OWNER

-DEVELOPMENT OF SWPPP PRIOR TO APPLICATION/NOI SUBMITTAL

-SUBMIT A COMPLETE AND ACCURATE APPLICATION FORM (NON)

-COMPLIANCE WITH ALL TERMS AND CONDITIONS OF CONSTRUCTION GENERAL STORMWATER PERMIT

-SWPPP SUBMITTAL FOR 30 DAY REVIEW FOR PROJECT GREATER THAN S0 ACRES & DISCHARGING TO SPECIAL/IMPAIRED WATERS WITHIN 1 MILE
OF SITE DISCHARGE.

-KEEPING PERMIT COVERAGE UP-TO-DATE (TRANSFER/SUBDIVISION)

-SgBMIngTICE OF TERMINATION {NOT) WITHIN 30 DAYS AFTER ALL PERMIT TERMINATION CONDITIONS AS LISTED IN SECTION 13 ARE

OMPLI

-SUBMIT NOTICE OF TERMINATION (NOT) WITHIN 30 DAYS OF MEETING REQUIREMENTS OF FINAL STABILIZATION

-IDENTIFY WHO HAS LONG TERM OPERATION AND MAINTENANCE RESPONSIBILITY OF THE PERMANENT STORMWATER SYSTEM.

-DEVELOP CHAIN OF RESPONSIBILITY WITH ALL OPERATORS TO ENSURE NPDES COMPLIANCE.

~IDENTIFY TRAINED PERSONNEL TO DEVELOP THE SWPPP, INSTALL AND MAINTAIN BEST MANAGEMENT PRACTICES, AND OVERSEE THE SWPPP
AND CONDUCT INSPECTIONS

OPERATOR
-COMPLETION OF AN ACCURATE NOI WITH THE OWNER
-COMPLIANCE WITH CSGP SECYIONS 3, 4, 6-22, 24 AND ANY APPLICABLE REQUIREMENTS FOR CONSTRUCTION ACTIVITY iN SECTION 23 (MINN. R.
7090)
-KEEPING THE PERMIT UP-TO-DATE WITH THE OWNER (PARTIAL, WHOLE, CONTRACTOR, BUILDER, ETC)
-COMPLETE AND SIGN APPLICATIONS FOR PERMIT TRANSFER AND MODIFICATION AND NOTICE OF TERMINATION WITH OWNER AS NEEDED.

PROJECT DESCRIPTION
THE SITE IS APPROXIMATELY 6.0 ACRES. CONSTRUCTION Wilt CONSIST OF, BUT IS NOT LIMITED TO, THE EXPANSION OF THE EXISTING WAREHOUSE

AND THE RELOCATION OF THE EXISTING GRAVEL YARD.

PROJECT AREA = 6.0-ACRES

DISTURBED AREA = 0.9-ACRES

EXISTING IMPERVIOUS AREA = 1.5-ACRES

PROPOSED IMPERVIOUS AREA = 0.3-ACRES ADDED, 1.8-ACRES TOTAL
ULTIMATE IMPERVIOUS AREA = 3.5-ACRES

PRE-DEVELOPMENT SITE CONDITIONS
THE SITE IS AN EXISTING COMMERCIAL/WAREHOUSE FACILITY ON THE NORTH HALF. THE SOUTH HALF 15 UNDEVELOPED. THE STORMWATER POND
IN THE NW CORNER OF THE SITE TREATS THE STORMWATER FROM HE CURRENT IMPROVEMENTS.

SOIL TYPES
THE SITE CONTAINS FINE TO MEDIUM GRAINED SANDY SOILS. THE SOILS ARE CONSIDERED ERODIBLE, HOWEVER THIS WILL BE MITIGATED BY NOT
DISTURBING THE DITCH TO THE NORTH OR OTHER SENSITIVE AREAS, REFER TO GEOTECHNICAL REPORT DATED OCT. 2, 2008 COMPLETED BY ITT.

POST-DEVELOPMENT SITE CONDITIONS
THE SITE WILL LOOK SIMILAR TO THE EXISTING SITE. THE BUILDING WILL BE EXPANDED SLIGHTLY AND THE GRAVEL YARD WiLL BE RELOCATED TO
MAKE ROOM FOR THE ADDITION.

STORM WATER MANAGEMENT PLAN
THE TEMPORARY STORMWATER MANAGEMENT PLAN WILL CONSIST OF BLANKET, SEEDING, AND MULCH.

THE PERMANENT STORM WATER MANAGEMENT PLAN WILL CONSIST OF RESIZING THE EXISTING POND. THE ORIGINAL POND WAS OVERSIZED
BECAUSE OF A LACK OF MATERIAL ON SITE. THE EXISTING POND CAN BE MODIFIED AND STILL PROVIDE TREATMENT FOR THE CURRENTLY
PROPOSED IMPROVEMENTS AS WELL AS THE ULTIMATELY PROPOSED IMPROVEMENTS.

REFER TO THE RICE COMPANIES WAREHOUSE ADDITION STORMWATER MANAGEMENT REPORT FOR MORE INFORMATION REGARDING THE
PRE-DEVELOPMENT SITE CONDITIONS, POST-DEVELOPMENT SITE CONDITIONS, AND STORM WATER MANAGEMENT CALCULATIONS.

THE SITE STORM WATER DETENTION FACILITY WiLk BE CONSTRUCTED TO MEET OR EXCEED LOCAL, STATE AND FEDERAL REQUIREMENTS.
SPECIAL AND/OR IMPAIRED WATERS WITHIN 1 MILE OF THE PROJECT SITE

NAME: NONE
IMPAIRMENT
DISTANCE AND DIRECTION FROM SITE

TEMPORARY AND PERMANENT EROSION AND SEDIMENT CONTROL BMP'S ALONG WITH THE PROCEDURES TO BE USED TO ESTABLISHED

ADDITIONAL TEMPORARY BMP'S AS NECESSARY FOR SITE CONDITIONS DURING CONSTRUCTION ARE IDENTIFIED ON THE SITE GRADING AND

EROSION CONTROL PLAN PREPARED FOR THE DEVELOPMENT OF THIS PROJECT. AND WITHIN THE PROJECT STORM WATER POLLUTION PREVENTION
LAN.

POTENTIAL STORM WATER POLLUTANTS

POTENTIAL POLLUSTANT SOURCES, INCLUDING CONSTRUCTION AND WASTE MATERIALS THAT ARE USED OR STORED AT THE SITE, ARE DESCRIBED IN
THE SECTION. BY IMPLEMENTATION QF THESE BMPS, THE POTENTIAL POLLUTANT SOURCES ARE NOT REASONABLY EXPECTED TO AFFECT THE
STORM WATER DISCHARGES FROM THE SITE.

CONSTRUCTION MATERIALS, CHEMICALS AND WASTE MATERIALS THAT WiLL BE USED OR STORED AT THE SITE:

POTENTIAL POLLUTANT LOCATION CONTROL MEASURE
VARIOUS JARY CONTAINMEN AN
DVESEL FUEL | VARIGUS TECONDARY CONTAINMENT 7 DRIP PAN |
FEAMIOZER | N | CECONDARY CONTAINMENT |
'GASOLINE TN EQUIPMENT/FUELING AREA SECONDARY CONTAINMENT/DRIP PAN |
(GIUE/ADHESIVES TONTRALTOR TORDARY CONTATNRIERT |
CONTRALTUR
PAINTS TONTRACTOR SECONDARY CONTATNRIERT |
IGHEASE CORTRACTON TICORDARY CONTAINMERT /ORI PAN |
CARTARYWASTE | PORTABLE EXTHROOMS | SERVICE PROVIDER TO SECORE UNITS FROFA |
TIPPING OVER AND MAINTAINED
[SOIL AMENCMENTS VARIOUS
LANDSCAPING MATERIALS | LANDSCAPE CONTRACTOR CONTRACTOR RESPONSIBLE
[CONCRETE TRUCE WASHOUT WESHOUT ARER
TONCHETE] MORTAR TL.7 WASHOUT AREA
CONSTRUCTION SEQUENCE

THE INTENDED SEQUENCING OF MAJOR SITE CONSTRUCTION ACTIVITIES IS AS FOLLOWS:

1. INSTALL PERIMETER CONTROL DEVICES (SILT FENCE, BIO-LOGS, ETC) AND INLET PROTECTION TO EXISTING STRUCTURES AS SHOWN ON
PLAN. INSTALL TREE PROTECTION FENCE AS SHOWN ON PLAN.

2. INSTALL STABILIZED ROCK CONSTRUCTION ENTRANCE,

3. CLEAR AND GRUSB SITE. )

4. STRIP AND STOCKPILE TOPSOIL

5. ROUGH GRADE OF S{TE.

6. STABILIZE DENUDED AREAS AND STOCKPILES.

7. INSTALL SANITARY SEWER, WATERMAIN, STORM SEWER AND SERVICES.

8. INSTALL INLET PROTECTION AROUND CATCH BASINS.

9. INSTALL STREET SECTION.

10, INSTALL CURB AND GUTTER.

1. INSTALL PAVEMENT.

12. INSTALL SMALL UTILITIES (GAS, ELECTRIC, PHONE, CABLE, ETC)

13. FINE GRADE BOULEVARD, LANDSCAPE AREAS, SEED AND MULCH.

14, REMOVE ACCUMULATED SEDIMENT.

15. FINAL GRADE.

16. WHEN ALL CONSTRUCTION ACTIVITY 1S COMPLETE AND THE SITE iS STABILIZED BY EITHER SEED OR SOD AND LANDSCAPING, REMOVE SILT
FENCE AND RESEED ANY AREAS DISTURBED BY THE REMOVAL

CONSTRUCTION NOTES
IT {S HIGHLY RECOMMENDED THAT THE CONTRACTOR MAINTAIN A STOCKFILE OF EROSION CONTROL DEVICES AND SEDIMENT CONTROL BMP'S ON
SITE AT ALL TIMES FOR IMMEDIATE USAGE. IN THE EVENT OF AN ACCIDENTAL SEDIMENT DISCHARGE TO WATERS OF THE STATE, OR ANY
DISCHARGE OF HAZARDOUS MATERIAL OF REPORTABLE QUANTITY, CONTACT THE MPCA STATE DUTY OFFICER AT 1-800-422-0798.

TIMING OF BMP INSTALLATION
THE EROSION PREVENTION AND SEDIMENT CONTROL BMP'S SHALL BE INSTALLED TO MINIMIZE EROSION FROM DISTURBED SURFACES AND
CAPTURE SEDIMENT ON SITE. THE FOLLOWING LIST DEFINES THE TIMING OF EROSION PREVENTION AND SEDIMENT CONTROL MEASURES IN

SPECIFIC AREAS.

PRIOR TO START OF CONSTRUCTION:
THE FOLLOWING EROSION PREVENTION AND SEDIMENT CONTROL MEASURES ARE SHOWN IN THE PLANS AND SHALL BE IMPLEMENTED PRIOR TO
CONSTRUCTION:
1. INSTALL SILT FENCE OR OTHER SEDIMENT CONTROL AROUND THE PERIMETER OF AREAS TO BE GRADED AND ALL AREAS WHICH ARE NOT TO
BE DISTURBED AS SHOWN ON THE GRADING AND EROSION CONTROL PLAN.
2. CONSTRUCT GRAVEL CONSTRUCTION ENTRANCES AT FIELD ENTRANCES TO THE SITE AS SHOWN ON THE CONSTRUCTION PLANS.
3. INLET PROTECTION IS TO BE INSTALLED AT ALL STORM WATER INLETS WHICH HAVE THE POTENTIAL TO RECEIVE STORM WATER RUNOFF
FROM THE CONSTRUCTION SITE WITHIN 200 FEET OF LIMITS OF CONSTRUCTION.
4. INSTALL SILT FENCE OR OTHER SEDIMENT CONTROL AROUND ALL TEMPORARY INACTIVE STOCKPILES. ALL SILT FENCES FOR STOCKPILES

SHALL BE INCIDENTAL TO GRADING CONTRACT iF STOCKPILES ARE PLACED OUTSIDE OF SILT FENCES  SHOWN ON THE PLAN.
DURING CONSTRUCTION:
THE FOLLOWING EROSION PREVENTION AND SEDIMENT CONTROL MEASURES ARE SHOWN IN THE PLANS AND SHALL BE (MPLEMENTED DURING
CONSTRUCTION:

1. PHASE GRADING WORK TO MINIMIZE THE DURATION THAT ANY DISTURBED SOIL IS EXPOSED.

2. ALL DISTURBED AREAS SHALL HAVE TEMPORARY PROTECTION OR PERMANENT COVER OVER EXPOSED SOIL AREAS IF NOT BEING ACTIVELY

GRADED AND/OR {F NOT AT FINAL GRADE WITHIN 14 DAYS OF DISTURBANCE ACTIVITY TEMPORARILY OR PERMANENTLY CEASING.

TEMPORARY SEED MIX 150, APPLIED AT A RATE OF 40 LBS/ACRE, SHALL BE USED PRIOR TO WINTER, IF SITE NOT SODDED.

STRIP AND STOCKPILE TOPSOIL FOR REPLACEMENT OF 6 INCHES OF YOPSOIL OVER TURF AREAS WHEN GRADING 15 COMPLETE.

PLACE A MINIMUM OF 2 TONS/ACRE OF STRAW ON ALL AREAS AFTER REACHING FINAL GRADE WITH TOPSOIL AND ANCHOR STRAW WITH

EfTHER A STRAIGHT DISK, HYDROMULCH OR POLYMER.

S.  STABILIZATION OF TEMPORARY OR PERMANENT DRAINAGE DITCHES THAT DRAIN WATER FROM THE CONSTRUCTION SITE MUST BE
INITIATED WITHIN 24 HOURS OF CONNECTING THE DRAINAGE DITCH TO ANY CONVEYANCE SYSTEM THAT DISCHARGES TO SURFACE
WATERS. THE FIRST 200 LINEAR FEET MUST BE STABILIZED WITHIN 24 HOURS. THE REMAINING DITCH SHALL BE STABILIZED WITHIN14
DAYS.

6. INSTALL SILT FENCE AROUND ALL TEMPORARY INACTIVE STOCKPILES WHICH ARE NOT PLACED WITHIN EXISTING SILT FENCES OR OTHER
PERIMETER CONTROLS.

7. TEMPORARY OR PERMANENT ENERGY DISSIPATION AT PIPE APRON QUTLETS WILL BE PLACED PRIOR TO BUT NO SOONER THAN 7 DAYS
BEFORE APRON 1S INSTALLED. RIPRAP SHALL BE INSTALLED UNDER APRON LIP ACCORDING TO THE STANDARD DETAIL.

8. SUFFICIENT PERSONNEL, EQUIPMENT, AND MATERIALS SHALL BE MOBILIZED WITHIN 24 HOURS OF A WRITTEN ORDER BY THE OWNER OR
OWNER'S REPRESENTATIVE TO CONDUCT CORRECTIVE WORK AND INSTALL TEMPORARY EROSION CONTROL WORK IN THE CASE OF AN
EMERGENCY.

9. REMOVE ANY SEDIMENT THAT HAS BEEN TRACKED ONTO PUBLIC STREETS AT THE END OF THE DAY OR WITHIN 24 HOURS OF DETECTION,
OR MORE FREQUENT AT DIRECTION OF SITE INSPECTOR.

10. COLLECT ALL CONSTRUCTION DEBRIS IN DUMPSTERS AND ROLL-OFF BOXES, EMPTY WHEN DEBRIS REACHES TOP OF DUMPSTER

11, INSPECT POLLUTION CONTROL MEASURES AS SPECIFIED WITHIN SECTION 11 OF THE GENERAL PERMIT.

o

INLET SEDIMENT CONTROL 8MP REMOVAL:

IF INLET SEDIMENT CONTROLS (WIMCO TYPE OR EQUAL) BMP'S ARE REMOVED FOR FLOODING / FREEZING CONCERNS UPON REQUEST OF THE
MUNICIPALITY, WATERSHED DISTRICT OR OTHER AGENCY, DOCUMENTATION SHALL BE ATTACHED TO THE INSPECTION REPORTS AND THIS SWPPP
OR BE AVAILABLE WITHIN 72 HOURS OF REQUEST. DOCUMENTATION SHALL BE A WRITTEN FORM OF CORRESPONDENCE VERIFYING THE NEED FOR
REMOVAL

UPON COMPLETION OF CONSTRUCTION ACTIVITIES:
PERMIT TERMINATION CONDITIONS ARE ACHIEVED FOR THE PROJECT WHEN PERMANENT EROSION CONTROL BMP'S ARE APPLIED TO THE SITE. THE
PERMANENT EROSION CONTROL BMP'S MAY BE A COMBINED OF VEGETATIVE AND NON-VEGETATIVE COVER TYPES. ADDITIONAL REQUIREMENTS
TO ACHIEVING FINAL STABILUZATION PERMIT TERMINATION CONDITIONS INCLUDE :
1. ALL SOIL DISTURBING ACTIVITY IS COMPLETED. ALL DISTURBED AREA WITHOUT PERMANENT IMPERMEABLE SURFACES ARE VEGETATED FOR
FINAL STABILIZATION.
2. PERMANENT STORMWATER TREATMENT SYSTEM (IF REQUIRED) IS CONSTRUCTED AND ACCUMULATED SEDIMENT HAS BEEN REMOVED
FROM CONSTRUCTION ACTIVITY. CLEAN OUT ALL SEDIMENT FROM CONVEYANCES AND FROM TEMPCRARY SEDIMENT BASINS THAT ARE TO
BE USED AS PERMANENT WATER QUALITY MANAGEMENT BASINS. THE CLEAN OUT OF PERMANENT BASINS MUST 8E SUFFICIENT TO RETURN
THE BASIN TO DESIGN CAPACITY.
3. THE VEGETATIVE COVER FOR THE SITE IS AT A DENSITY, WITH UNIFORM PERENNIAL COVER OF 70% OF THE EXPECTED FINAL GROWTH
DENSITY.
4. ALL TEMPORARY, SYNTHET!C BMP'S HAVE BEEN REMOVED.

PERMANENT VEGETATION ESTABLISHMENT
PERMANENT TURF SHALL FOLLOW THE RECOMMENDATIONS PER NOTES AND SPECIFICATIONS IN THE GRADING AND/OR LANDSCAPE PLAN. SEED
THAT IS TO OCCUR AFTER OCTOBER 20TH SHALL CONFORM TO THE MNDOT SPECIFICATIONS FOR DORMANT SEEDING.

SWPPP INSPECTIONS AND MAINTENANCE

EROSION AND SEDIMENT CONTROL INSPECTIONS:

CONSTRUCTION ACTIVITY AND ALL SUPPORT ACTIVITIES MUST BE INSPECTED (USING MPCA CONSTRUCTION STORMWATER INSPECTION CHECKLIST
OR AN ALTERNATIVE FORM) WITHIN THE PARAMETERS OF THE SCHEDULE BELOW. THE INSPECTOR SHALL BE A PERSON TRAINED AND FAMILIAR
WITH THE REQUIREMENTS OF THIS SWPPPP AND THE MPCA MN R100001 PERMIT. ALTERNATES WILL INCLUDE INDIVIDUALS TO BE DESIGNATED BY
THE OWNER AND MAY INCLUDE CONTRACTOR PERSONNEL OR OTHER QUALIFIED INDIVIDUALS AND SHALL BE LISTED (N THE PROJIECT CONTACT
INFORMATION SECTION OF THIS PLAN

INSPECTION SCHEDULE: Call 48 Hours befora digging:

- IF THE SITE IS ACTIVE: INSPECTION NEEDED ONCE EVERY 7 CALENDAR DAYS AND WITHIN 24 HOURS OF A I\All\gﬂlﬁ %FAE& rgfl’loéé"ﬂ-lis

- INACTIVE AND STABILIZED AREAS: INSPECTION NEEDED ONCE EVERY 30 CALENDAR DAYS. ommon Groui incs
INACTIVE AREAS WITH FINAL STABILIZATION: INSPECTION NEEDED ONCE EVERY MONTH FOR 12 MONTHS (NOT INCLUDING FROZEN
CONDITIONS).

SUBJECT TO WINTER/FROZEN CONDITIONS: NOT APPLICABLE/NOT NEEDED IF NO CONSTRUCTION ACTIVITY IS OCCURRING.

SCOPE OF INSPECTION SHALL INCLUDE:
1. RECORD DATE AND TIME OF INSPECTION
NAME OF PERSON(S) CONDUCTING INSPECTION
FINDINGS OF THE INSPECTION
LOCATION AND CORRECTIVE ACTIONS NEEDED
CORRECTIVE ACTIONS TAKEN (DATE.TIME/BY WHOM)
DATE AND AMOUNT OF RAINFALL (RAINFALL AMOUNTS TO BE TAKEN FROM AN ONSITE RAIN GAUGE}
OBSERVED DISCHARGES LOCATIONS
DESCRIBE DISCHARGE (COLOR, ODOR, FLOATING. SETTLED, SOLIDS, FOAM, OIL SHEEN)
THE SITE INSPECTOR WILL VISUALLY CHECK A DISCHARGE FROM A TEMPORARY OR PERMANENT SEDIMENTATION BASIN TO ENSURE
ADEQUATE TREATMENT IS OBTAINED AND DISCHARGE WATER WILL NOT CONTRIBUTE EXCESSIVE SEDIMENT OR OTHER NUISANCE
CONDITIONS.
10. RECORD CHANGES MADE TO THE SWPPP. AMENDMENTS FROM INSPECTIONS NEED TO BE COMPLETED WITHIN 7 DAYS.
1. ALL INSPECTIONS SHALL BE DOCUMENTED WITHIN 24 HOURS AFTER COMPLETING THE FIELD INSPECTION AND AVAILABLE IN PAPER OR
ELECTRONIC FORM ON SITE.

BENOY AW

MAINTENANCE OF EROSION AND SEDIMENT CONTROL DEVICES:

THE OWNER/CONTRACTOR IS RESPONSIBLE FOR THE OPERATION, MAINTENANCE OF TEMPORARY AND PERMANENT WATER QUALITY
MANAGEMENT BMPS AS WELL AS ALL EROSION PREVENTION AND SEDIMENT CONTROL BMPS, FOR THE DURATION OF THE CONSTRUCTION WORK
AT THE SITE. THE CONTRACTOR MUST INSPECT ALL EROSION PREVENTION AND SEDIMENT CONTROL BMPS AND POLLUTION PREVENTION
MANAGEMENT MEASURES TO ENSURE INTEGRITY AND EFFECTIVENESS OURING ALL ROUTINE AND POST RAINFALL EVENTS. ALL NONFUNCTIONAL
BMPS MUST BE REPAIRED, REPLACED, OR SUPPLEMENYED WITH FUNCTIONAL BMPS BY THE END OF THE NEXT BUSINESS DAY AFTER DISCOVERY, OR
AS SOON AS FIELD CONDITIONS ALLOW ACCESS UNLESS ANOTHER TIME FRAME IS SPECIFIED BELOW.

THE FOLLOWING GUIDELINES WILL BE USED TO DETERMINE IF THE EROSION AND SEDIMENT CONTROL DEVICES REQUIRE MAINTENANCE, REPAIR, OR
REPLACEMENT:

1. ALL NON-FUNCTIONAL BMPS - OBSERVED CONDITION; SEDIMENT OVERTOPPING, UNDER WATER, SCOURED ENDS, UNDERMINED,
DESTROYED, NON-FUNCTION AS DESIGNED, ETC. - SHALL BE MAINTAINED OR REPLACED BY THE END OF THE NEXT BUSINESS DAY AFTER
DISCOVERY OR NOTIFICATION, OR AS SOON AS FIELD CONDITIONS ALLOW.

2. PERIMETER SEDIMENT CONTROL (SILT FENCE, FIBER LOGS, BERMS, ETC) - OBSERVED CONDITION TO BE 1/2 FULL OF SEDIMENT, FLATTENED
TO 1/2 HEIGHT, DRIVEN OVER, UNDERMINED, SCOURED, MOVED FOR ACCESS, ETC. - SHALL BE MAINTAINED, REPAIRED OR
SUPPLEMENTATION OF PERIMETER SEDIMENT CONTROL SHOULD BE DONE BY THE END OF NEXT BUSINESS DAY OR AD FIELD CONDITIONS
ALLOW.

3. INLET PROTECTION BMPS, CONVEYANCES, SURFACE WATERS - OBSERVED CONDITION; SEDIMENT DEPOSITION, SEDIMENT DELTAS AN
ACCUMULATION OF SEDIMENT MATERIAL, DEVICES APPEAR PLUGGED WITH SEDIMENT - REMOVAL/CLEAN QUT OF ACCUMULATED
SEDIMENT AND DELTAS TO BE REMOVED WITHIN 7 DAYS, STABILIZE AS NEEDED IF SOILS ARE EXPOSED DURING REMOVAL/CLEAN OUT,
TEMPORARY SEDIMENT BASINS AND TRAPS/PERMANENT SEDIMENT BASINS - OBSERVED TO HAVE SEDIMENT DEPOSITION AND
ACCUMULATION TO § OF THE STORAGE VOLUME - CLEAN OUT, REMOVE ACCUMULATED SEDIMENT MATERIAL WITHIN 7 DAYS OF
OBSERVATION, OR AS FIELD CONDITIONS AtLOW ACCESS.

5. SITE EXIT LOCATIONS, ROCK EXIT PADS, OTHER ANTI-TRACKING PRACTICES - OBSERVED TO HAVE ACCUMULATED SEDIMENT IN ROCK OR
OTHER ANTI-FRACKING BMP, TRACKING OF SEDIMENT FROM THE SITE ONTO PAVED SURFACES - TOP DRESS ROCK, MAINTAIN ROCK £XIT OR
OTHER ANTI-TRACKING CONTROLS, SCRAP PAVED SURFACES, SWEEP PAVED SURFACES WITHIN 1 CALENDAR DAY OF DISCOVERY.

6. PAVED SURFACES AND ADJACENT STREETS - CBSERVED TO BE TRACKED WITH SEDIMENT AND SOIL MATERIAL FRO THE SITE HAULING OR
ACCESS - SWEEP WITHIN 1 CALENDAR DAY OF DISCOVERY, ADDITIONAL AND/OR MORE FREQUENT SWEEPING MAY BE NEEDED TO
MAINTAIN PUBUC SAFETY OR PREVENT WASHING FROM FORECASTED RAINS.

TERMINATION OF COVERAGE
THE PROJECT PERMIT MAY BE TERMINATED IN ONE OF THE FOLLOWING SCENARIOS:

1. AL CONSTRUCTION ACTIVITY IS COMPLETE, TEMPORARY SYNTHETIC BMP'S ARE REMOVED, ACCUMULATED SEDIMENT FROM
CONSTRUCTION {S REMOVED, AND PERMANENT COVER HAS BEEN ACHIEVED WITH VEGETATIVE AND/OR NON-VEGETATIVE COVER. THE
NOTICE OF TERMINATION FORM FROM THE PCA SHOULD BE COMPLETED WITHIN 30 DAYS OF MEETING THE CONDITIONS ABOVE. UPON
MIDNIGHT OF THE POST MARKED DATE, THE PERMIT COVERAGE IS TERMINATED UNLESS OTHERWISE NOTIFIED BY THE MPCA. OR:

2. WITHIN 30 DAYS OF SELLING OR OTHERWISE LEGALLY TRANSFERRING OWNERSHIP OF THE SITE IN IT'S ENTIRETY (INCLUDING STREET
SWEEPING AND STORMWATER INFRASTRUCTURE) FROM THE ORIGINAL OWNER TO ANOTHER PARTY TAKING RESPONSIBILITY OF
OWNERSHIP. THE TERMINATION IS EFFECTIVE UPON MIDNIGHT OF THE SUBMISSION DATE OF THE NOT. IF A PORTION OF THE SITE IS
TRANSFERRED (1. OUTLOTS, LOTS/BLOCKS) THAT PORTION OF THE SITE IS TERMINATED FROM THE ORIGINAL PERMIT COVERAGE AT
MIDNIGHT OF THE SUBMISSION DATE. OR:

3. PERMIT COVERAGE CAN BE TERMINATED IF ALL OF THE FOLLOWING ARE MET:
3a  CONSTRUCTION ACTWITY HAS CEASED FOR 90 DAYS; AND
3b. AT LEAST 90% OF THE AREA OF THE ORIGINALLY PROPOSED ACTIVITY HAS BEEN COMPLETED AND PERMANENTLY ESTASLISHED WITH

VEGETATION OR NON-VEGETATIVE COVER; AND
3c  WHERE CONSTRUCTION ACTIVITY IS NOT COMPLETE, PERMANENT COVER HAS BEEN ESTABLISHED; AND
3d.  THE SITE 15 COMPLIANT WITH PERMIT SECTIONS 13.3 THROUGH 137.
4. WHERE THE PROJECT OBTAINED PERMIT COVERAGE BUT NEVER STARTED CONSTRUCTION ACTIVITY DUE TO CANCELLATION OR OTHER
. REASONS, DOCUMENTATION SHOULD BE SENT TO THE PCA WITH THE NOT FORM AND IS SUBJECT TO PCA APPROVAL

SILT FENCE 230 LF
INLET PROTECTION 3 EACH
TEMPORARY SEED MIX {21-111) 1 ACRES
PERMANENT SEED MIX (25-131) 1 ACRES
MULCH 2 ACRE
EROSION CONTROL BLANKET 390 5Y
ROCK CONSTRUCTION ENTRANCE 1 EACH
STREET SWEEPING AS NEEDED
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7. THE SITE MUST BE STABILIZED PER THE REQUIREMENTS OF THE MPCA, NPDES, MNDOT, AND
Cny.

A TEMPORARY (GREATER THAN 1-YEAR) SEED SHALL BE MNDOT SEED MIX 22-111 AT
30.5-POUNDS PER ACRE.

B. TEMPORARY (LESS THAN 1-YEAR) SEED SHALL BE MNDOT SEED MiX 21-112 {FALL) OR
21-111 {SPRING/SUMMER) AT 100-POUNDS PER ACRE

C. _ INFILTRATION/FILTRATION BASIN BELOW THE HWL SHALL BE MNDOT SEED MIX 33-261 AT
35-POUNDS PER ACRE,

D. POND SLOPES SHALL BE MNDOT SEED MIX 33-261 AT 35-POUNDS PER ACRE.

¥ Common Gl‘ouﬂa Alliance CQM PAN : E s
/ EROSION CONTROL LEGEND GENERAL EROSION CONTROL NOTES 1019 IndsmalC S ' Sack Ragats K %378
i B . e —— e, e 3
] IS \ EXISTING PROPOSED
qf— - . _— 1. THE CONTRACTOR 5 SPECIFICALLY CAUTIONED THAT THE LOCATION AND/OR ELEVATION OF
o I ——e = = ——  PROPERTY LINE EXISTING UTILITIES AS SHOWN ON THESE PLANS ARE BASED ON RECORDS OF THE VARIOUS
o o - —g UTILITY COMPANIES AND LIMITED MEASUREMENTS TAKEN [N THE FIELD. THE INFORMATION
9 ' - - 70— =  INDEXCONTOUR SHALL NOT BE RELIED ON AS BEING EXACT OR COMPLETE. THE CONTRACTOR SHALL VERIFY Z 2
z | 982 INTERVAL CONTOUR EXISTING CONDITIONS PRIOR TO CONSTRUCTION AND NOTIFY THE OWNER OR ENGINEER OF ™
£ g . CURB AND GUTTER DISCREPANCIES, m o 2
1 Cf
¥ ! .- ——— ... ———  POND NORMAL WATER LEVEL 2. ALLSILT FENCE AND OTHER EROSION CONTROL FEATURES SHALL BE (N-PLACE PRIOR TO ANY —-—
| \ ; , ST FERCE EXCAVATION/CONSTRUCTICN AND SHALL BE MAINTAINED UNTIL VIABLE TURF OR GROUND f—— P =
‘ COVER HAS BEEN ESTABLISHED. EXISTING SILT FENCE ON-SITE SHALL BE MAINTAINED AND/OR
e VO e HEAVY DUTY SILT FENCE REMOVED AND SHALL BE CONSIDERED INCIDENTAL TO THE GRADING CONTRACT. IT IS OF z — .
. e 52 e REDUNDANT SILT CONTROL EXTREME IMPORTANCE TO BE AWARE OF CURRENT FIELD CONDITIONS WITH RESPECT TO Q o
| EROSION CONTROL. TEMPORARY PONDING, DIKES, HAYBALES, ETC, REQUIRED BY THE CITY =]
1‘ — s ——m  STORMSEWER SHALL BE INCIDENTAL TO THE GRADING CONTRACT. Q T
¢ > FLARED END SECTION IWITH RIPRAPY 5 coiycin AND SILTATION CONTROL (ESCY: THE CONTRACTOR SHALL ASSUME COMPLETE é
; 1 WATER MAIN RESPONSIBILITY FOR CONTROLLING ALL SILTATION AND EROSION OF THE PROJECT AREA. THE m <
1 N SR ARy SEWER CONTRACTOR SHALL USE WHATEVER MEANS NECESSARY TO CONTROL THE EROSION AND ¥
i SILTATION INCLUDING BUT NOT LIMITED TO: CATCH BASIN INSERTS, CONSTRUCTION =
§ ‘ RETAINING WALL ENTRANCES, EROSION CONTROL BLANKET, AND SILT FENCE. ESC SHALL COMMENCE WITH [1T] <
oo e e DRAINTIE GRADING AND CONTINUE THROUGHOUT THE PROJECT UNTIL ACCEPTANCE OF THE WORK BY P
i THE OWNER. THE CONTRACTOR'S RESPONSIBILITY INCLUDES ALL IMPLEMENTATION AS (D -
; P ————Gi——e——  GRADING LIMITS REQUIRED TO PREVENT EROSION AND THE DEPOSITING OF SILT. THE OWNER MAY DIRECT THE o o
: CONTRACTOR'S METHODS AS DEEMED FIT TO PROTECT PROPERTY AND IMPROVEMENTS. ANY I
s R ROCK CONSTRUCTION ENTRANCE DEPOSITION OF SILT OR MUD ON NEW OR EXISTING PAVEMENT OR IN EXISTING STORM w
iyl EROSION CONTROL BLANKET SEWERS OR SWALES SHALL BE REMOVED AFTER EACH RAIN EVENT. AFFECTED AREAS SHALL BE -
™~ [ CLEANED TO THE SATISFACTION OF THE OWNER, ALL AT THE EXPENSE OF THE CONTRACTOR. .
bk INLET PROTECTION ALL TEMPORARY EROSION CONTROL SHALL BE REMOVED BY THE CONTRACTOR AFTER THE o
\ i i TURF IS ESTABLISHED. o
b »
0o 4 AL STREETS DISTURBED DURING WORKING HOURS MUST BE CLEANED AT THE END OF EACH m 4
AN boig WORKING DAY. A CONSTRUCTION ENTRANCE TO THE STTE MUST BE PROVIDED ACCORDING TO Q o
. A PROPOSED DETAILS TO REDUCE TRACKING OF DIRT ONTO PUBLIC STREETS. o =
o 100" BUILDI —
2
Pt ADDITION S 5. WHEN INSTALLING END-OF-LINE FLARED END SECTIONS, BRING THE SILT FENCE UP & OVER THE — O @
N e } = FLARED END SECTIONS & COVER DISTURBED AREAS WITH RIP RAP. THE UPSTREAM FLARED END =
; ~ o SECTIONS SHALL HAVE WOOD FIBER BLANKET INSTALLED ON THE DISTURBED SOILS, m g
N i 6. ALLUNPAVED AREAS ALTERED DUE TO CONSTRUCTION ACTIVITIES MUST BE RESTORED WITH s
b d SEED AND MULCH, SOD, EROSION CONTROL BLANKET OR BE HARD SURFACE WITHIN 2 WEEKS o
b OF COMPLETION OF CONSTRUCTION. S
A X -
]

E. GENERAL SEEDING SHALL BE MNDOT SEED MIX 25-131 (COMMERCIAL TURF) AT
220-POUNDS PER ACRE.

f. MULCH SHALL BE MNDOT TYPE 1 APPLIED AT 2-TONS PER ACRE.

G. FOR AREAS WITH SLOPE OF 3:1 OR GREATER, RESTORATION WITH SOD OR HYDROMULCH

15 REQUIRED.
9. ALL TEMPORARY STOCKPILES MUST HAVE SILY FENCE INSTALLED AROUND THEM TO TRAP
SEDIMENT. ¥hereby cortty Inat this plan,
3 was
10. ALL PERMANENT PONDS USED AS TEMPORARY SEDIMENT BASINS DURING CONSTRUCTION s b Aoy N
SHALL BE DREDGED AFTER THE SITE HAS BEEN STABILIZED TO RESTORE THE POND TO THE doly Engineer undes he

PROPOSED BOTTOM ELEVATION.

11. ALt CONSTRUCTION SHALL CONFORM TO LOCAL AND STATE RULES INCLUDING THE NATIONAL
POLLUTANT DISCHARGE ELIMINATION SYSTEM (NPDES) PERMIT REQUIREMENTS.

12. THE SSTE MUST BE KEPT IN A WELL-DRAINED CONDITION AT ALL TIMES. THE CONTRACTOR
SHALL BE RESPONSIBLE FOR TEMPORARY DITCHES, PIPING OR OTHER MEANS REQUIRED TO
INSURE PROPER DRAINAGE DURING CONSTRUCTION. LOW POINTS IN ROADWAYS OR
BUILDING PADS MUST BE PROVIDED WITH A POSITIVE OUTFLOW.

13. PUBLIC STREETS USED FOR HAULING SHALL BE KEPT FREE OF SOIL AMD DEBRIS. STREET
~ SWEEPING SHALL BE CONCURRENT WITH SITE WORK.
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GENERAL SITE NOTES
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BACKGROUND INFORMATION FOR THIS PROJECT PER PREVIOUS CONSTRUCTION DOCUMENTS
AND LIMITED FIELD VERIFICATION.

2. LOCATIONS AND ELEVATIONS OF EXISTING TOPOGRAPHY AND UTILITIES AS SHOWN ON THIS
PLAN ARE APPROXIMATE. CONTRACTOR SHALL FIELD VERIFY SITE CONDITIONS AND UTILITY
LOCATIONS PRIOR TO EXCAVATION/CONSTRUCTION. IF ANY DISCREPANCIES ARE FOUND, THE

ENGINEER SHOULD BE NOTIFIED IMMEDIATELY.
3. REFER TO BOUNDARY SURVEY FOR LOT BEARINGS, DIMENSIONS AND AREAS.
4. ALL DIMENSIONS ARE TO FACE OF CURB OR EXTERIOR FACE OF BUILDING UNLESS OTHERWISE

NOTED.
5. REFER TO ARCHITECTURAL PLANS FOR EXACT BUILDING DIMENSIONS AND LOCATIONS OF
EXITS, RAMPS, AND TRUCK DOCKS. BUILDING ADDITION LOCATIONS SHALL BE VERIFIED WITH
THE EXISTING BUILDING AND ARCHITECTURAL DRAWINGS PRIOR TO CONSTRUCTION.

ALL CURB RADII ARE SHALL BE 3.0 FEET (TO FACE OF CURB) UNLESS OTHERWISE NOTED.

1

6.

ALL CURB AND GUTTER SHALL BE 8672 UNLESS OTHERWISE NOTED.

8. THE CONTRACTOR SHALL BE RESPONSIELE FOR PROVIDING AND MAINTAINING TRAFFIC
CONTROL DEVICES SUCH AS BARRICADES, WARNING SIGNS, DIRECTIONAL SIGNS, FLAGGERS

AND LIGHTS TO CONTROL THE MOVEMENT OF TRAFFIC WHERE NECESSARY. PLACEMENT OF

THESE DEVICES SHALL BE APPROVED BY THE CITY AND ENGINEER PRIOR TO PLACEMENT.

TRAFFIC CONTROL DEVICES SHALL CONFORM TO APPROPRIATE MNDOT STANDARDS.

9. BITUMINOUS PAVEMENT AND CONCRETE SECTIONS TO BE IN ACCORDANCE WITH THE
RECOMMENDATIONS OF THE GEOTECHNICAL ENGINEER.

10. CONTRACTOR SHALL MAINTAIN FULL ACCESS TO ADJACENT PROPERTIES DURING
CONSTRUCTION AND TAKE ALL PRECAUTIONS NECESSARY TO AVOID PROPERTY DAMAGE TO

ADJACENT PROPERTIES.

7.

11. SITE LIGHTING SHOWN ON PLAN IS FOR REFERENCE ONLY. REFER TO LIGHTING PLAN PREPARED

BY OTHERS FOR SITE LIGHTING DETAILS AND PHOTOMETRICS.
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GENERAL STORM SEWER NOTES

10.

THE CONTRACTOR 5 SPECIFICALLY CAUTIONED THAT THE LOCATION AND/OR ELEVATION OF
EXISTING UTILITIES AS SHOWN ON THESE PLANS ARE BASED ON RECORDS OF THE VARIOUS
UTILITY COMPANIES AND LIMITED MEASUREMENTS TAKEN IN THE FIELD. THE INFORMATION
SHALL NOT BE RELIED ON AS BEING EXACT OR COMPLETE. THE CONTRACTOR SHALL VERIFY
EXISTING CONDITIONS PRIOR TO CONSTRUCTION AND NOTIFY THE OWNER OR ENGINEER OF
DISCREPANCIES.

ALL STORM SEWER MATERIAL AND INSTALLATIONS SHALL BE PER CITY REQUIREMENTS,
MINNESOTA PLUMBING CODE, AND IN ACCORDANCE WITH THE CURRENT EDITION OF
"STANDARD SPECIFICATIONS FOR WATER MAIN AND SERVICE LINE INSTALLATION AND
SANITARY SEWER AND STORM SEWER INSTALLATION" AS PREPARED BY THE CITY ENGINEERS
ASSOCIATION OF MINNESOTA.

PRIOR TO CONSTRUCTION, THE CONTRACTOR SHALL OBTAIN THE NECESSARY FEDERAL, STATE
AND LOCAL PERMITS FOR THE PROPOSED WORK OR VERIFY WITH THE OWNER OR ENGINEER
THAT PERMITS HAVE BEEN OBTAINED, PERMIT FEES SHALL BE THE RESPONSIBILITY OF THE
CONTRACTOR UNLESS OTHERWISE ARRANGED WITH THE OWNER.

ALL PRIVATE UTILITIES SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE SPECIFICATIONS OF
THE APPROPRIATE UTILITY COMPANY. THE CONTRACTOR SHALL COORDINATE THE SERVICE LINE
CONSTRUCTION WITH THE UTILITY COMPANIES,

CONTRACTOR SHALL OBTAIN ALL NECESSARY CITY PERMITS FOR UTILITY CONNECTIONS, AND
UTILITIES SHALL BE INSPECTED AND APPROVED 8Y THE CITY. THE CITY SHALL BE NOTIFIED
48-HOURS PRIOR TO COMMENCING WITH THE UTILITY CONSTRUCTION OR ANY REQUIRED
TESTING. CONTRACTOR SHALL NOT OPERATE, INTERFERE WITH, CONNECT ANY PIPE OR HOSE
TO, OR TAP ANY WATER MAIN BELONGING TO THE CITY UNLESS DULY AUTHORIZED TO DO SO
BY THE CITY. ANY ADVERSE CONSEQUENCES OF SCHEDULED OR UNSCHEDULED DISRUPTIONS
OF SERVICE TO THE PUBLIC ARE TO BE THE RESPONSIBILITY OF THE CONTRACTOR.

A MINIMUM VERTICAL SEPARATION OF 18 INCHES iS REQUIRED AT ALL WATER LINE CROSSINGS
WITH STORM SEWER. THE WATER LINE SHALL NOT HAVE JOINTS OR CONNECTION WITHIN
10-FEET OF THE CROSSING. INSULATE CROS5INGS WITH STORM SEWER.

STORM SEWER PIPE:

RCP AND HDPE PIPE MAY BE INSTALLED WITH APPROVAL OF LOCAL GOVERNING AGENCY.

8. HDPE STORM PIPE 4- TO 10-INCHES IN DIAMETER SHALL MEET REQUIREMENTS OF AASHTO
M252. HDPE STORM PIPE 12- TO 60-INCHES IN DIAMETER SHALL MEET REQUIREMENTS OF
ASTM F2306. FTTINGS SHALL BE PER ASTM D3212 AND INSTALLED PER ASTM D2321.

€. PVC STORM SEWER PIPE AND FITTINGS SHALL 8E PER ASTM D3034 (SDR 26 AND 35) OR
ASTM D2665 (SCH 40). PVC PIPE SHALL BE INSTALLED PER ASTM D2321.

D. PERFORATED SUBSOIL DRAINS SHALL BE EITHER PE PIPE PER ASTM F667 OR PVC PIPE PER
ASTM D2729.

E  ALL STORM SEWER JOINTS AND STRUCTURE CONNECTIONS SHALL BE GASTIGHT OR
WATERTIGHT AS REQUIRED BY MINNESOTA PLUMBING CODE, PART 707.3. STORM SEWER
SHALL BE TESTED PER MINNESOTA PLUMBING CODE, SECTION 712, EXCEPT AS PROVIDED IN
SECTION 1107,

ALL NONCONDUCTIVE PIPE SHALL BE INSTALLED WITH A LOCATE (TRACER) WIRE PER
MINNESOTA PLUMBING CODE, PART 604.9.

PROPERTY LINE

INDEX CONTOUR

INTERVAL CONTOUR

CURB AND GUTTER

POND NORMAL WATER LEVEL
STORM SEWER

FLARED END SECTION (WITH RIPRAP)
WATER MAIN

SANITARY SEWER

RETAINING WALL

ORAIN TILE

RIDGE LINE

GRADING LIMITS

SPOT ELEVATION

FLOW DIRECTION

TOP AND BOTTOM OF RETAINING WALL
EMERGENCY OVERFLOW

SOIL BORING LOCATION

GRADING NOTES

-
™

14,

. CONTRACTOR SHALL PROVIDE A STRUCTURAL RETAINING WALL DESIGN CERTIFIED BY A

. PRIOR TO PLACEMENT OF ANY STRUCTURE OR PAVEMENT, A PROOF ROLL, AT MINIMUM, WILL

. ALL SOILS AND MATERIALS TESTING SHALL 8E COMPLETED BY AN INDEPENDENT

OrIC
Calf 48 Haurs before digaing: =
811 or call811.com

animon Grotind Allianice COMPANIES

RICE COMPANIES

RCI SAUK RAPIDS WHSE ADDITION

1019 INDUSTRIAL DRIVE S, SAUK RAPIDS, MN 56379

LOCATIONS AND ELEVATIONS OF EXISTING TOPOGRAPHY AND UTILITIES AS SHOWN ON THIS
PLAN ARE APPROXIMATE. CONTRACTOR SHALL FIELD VERIFY SITE CONDITIONS AND UTILITY
LOCATIONS PRIOR TO EXCAVATION/CONSTRUCTION. THE ENGINEER SHALL BE NOTIFIED
IMMEDIATELY IF ANY DISCREPANCIES ARE FOUND.

CONTRACTORS SHALL REFER TO ARCHITECTURAL PLANS FOR EXACT LOCATIONS AND
DIMENSIONS OF VESTIBULE, SLOPED PAVEMENT, EXIT PORCHES, RAMPS, TRUCK DOCKS, PRECISE
BUILDING DIMENSIONS, EXACT BUILDING UTILITY ENTRANCE LOCATIONS, AND EXACT
LOCATIONS AND NUMBER OF DOWNSPOUTS.

ALL EXCAVATION SHALL BE IN ACCORDANCE WITH THE CURRENT EDITION OF "STANDARD
SPECIFICATIONS FOR TRENCH EXCAVATION AND BACKFILL/SURFACE RESTORATION® AS
PREPARED BY THE CITY ENGINEERS ASSOCIATION OF MINNESQOTA.

ALl DISTURBED UNPAVED AREAS ARE TO RECEIVE FOUR INCHES OF TOPSQIL AND 50D OR SEED.
THESE AREAS SHALL BE WATERED UNTIL A HEALTHY STAND OF GRASS IS OBTAINED. SEE
LANDSCARPE PLAN FOR PLANTING AND TURF ESTABLISHMENT.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR PROVIDING AND MAINTAINING TRAFFIC
CONTROL DEVICES SUCH AS BARRICADES, WARNING SIGNS, DIRECTIONAL SIGNS, FLAGMEN
AND LIGHTS TO CONTROL THE MOVEMENT OF TRAFFIC WHERE NECESSARY. PLACEMENT OF
THESE DEVICES SHALL BE APPROVED BY THE ENGINEER PRIOR TO PLACEMENT. TRAFFIC
CONTROL DEVICES SHALL CONFORM TQ APPROPRIATE MNDOT STANDARDS.

ALL SLOPES SHALL BE GRADED TO 3:1 OR FLATTER, UNLESS OTHERWISE INDICATED ON THIS | nereby cextity thei this plan,

SHEET. ‘Specifications, or repont was
prepared by me of undet my
direct supesvision snd thet | am &

CONTRACTOR SHALL UNIFORMLY GRADE AREAS WITHIN LIMITS OF GRADING AND PROVIDE A Quly fcensed Enginsar undef e
laws of the Slato of Minnascta.

SMOOTH FINISHED SURFACE WITH UNIFORM SLOPES BETWEEN POINTS WHERE ELEVATIONS
ARE SHOWN OR BETWEEN SUCH POINTS AND EXISTING GRADES.

$POT ELEVATIONS SHOWN INDICATE FINISHED PAVEMENT ELEVATIONS & GUTTER FLOW
LINE UNLESS OTHERWISE NOTED. PROPOSED CONTOURS ARE TO FINISHED SURFACE
GRADE.

SEE SOILS REPORT FOR PAVEMENT THICKNESSES AND HOLD DOWNS.

CONTRACTOR SHALL DISPOSE OF ANY EXCESS SOIL MATERIAL THAT EXISTS AFTER THE SITE
GRADING AND UTILITY CONSTRUCTION IS COMPLETED. THE CONTRACTOR SHALL DISPOSE OF
ALL EXCESS SOIL MATERIAL IN A MANNER ACCEPTABLE TO THE OWNER AND THE REGULATING
AGENCIES.

LICENSED PROFESSIONAL ENGINEER.

ALL CONSTRUCTION SHALL CONFORM TO LOCAL, STATE AND FEDERAL RULES INCLUDING THE
NATIONAL POLLUTANT DISCHARGE ELIMINATION SYSTEM (NPDES) PERMIT REQUIREMENTS.

BE REQUIRED ON THE SUBGRADE. PROOF ROLLING SHALL 8E ACCOMPLISHED BY MAKING
MINIMUM OF 2 COMPLETE PASSES WITH FULLY-LOADED TANDEM-AXLE DUMP TRUCK, OR
APPROVED EQUAL, IN EACH OF 2 PERPENDICULAR DIRECTIONS WHILE UNDER SUPERVISION
AND DIRECTION OF THE INDEPENDENT TESTING LABORATORY. AREAS OF FAILURE SHALL BE
EXCAVATED AND RE-COMPACTED AS SPECIFIED HEREIN.

EMBANKMENT MATERIAL PLACED BENEATH BUILDINGS AND STREET OR PARKING AREAS SHALL
BE COMPACTED IN ACCORDANCE WITH THE SPECIFIED DENSITY METHOD AS OUTLINED IN
MNDOT 2105.3F1 AND THE REQUIREMENTS OF THE GEOTECHNICAL ENGINEER.

EMBANKMENT MATERIAL NOT PLACED IN THE BUILDING PAD, STREETS OR PARKING AREA,
SHALL BE COMPACTED IN ACCORDANCE WITH REQUIREMENTS OF THE ORDINARY
COMPACTION METHOD AS GUTLINED IN MNDOT 2105.3F2.

GEOTECHNICAL ENGINEER. EXCAVATION FOR THE PURPOSE OF REMOVING UNSTABLE OR
UNSUITASBLE SOILS SHALL BE COMPLETED AS REQUIRED BY THE GEOTECHNICAL ENGINEER. THE
CONTRACTOR SHALL BE RESPONSIBLE FOR COORDINATING ALL REQUIRED SOILS TESTS AND
INSPECTIONS WITH THE GEOTECHNICAL ENGINEER.

GRADING & STORM SEWER PLAN

FOR CITY SUBMITTAL
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SAUK RAPIDS PLANNING COMMISSION REQUEST FOR ACTION

Originating Department: Approved for Agenda | Meeting Date: Agenda Item #:
Community Development by: April 4, 2022
Todd Schultz
‘ Agenda Section: Item: Schmitz Family Holdings LLC. (Villages of Creekside) Planned Unit
Public Hearing Development Amendment and Site Plan
Parcel #: Multiple

Application Description: Planned Unit Development Amendment and Site Plan
Submitted 3/16/14

Deemed Complete

60-Day Deadline: 3/31/15

Acreage: 4.7 acres

Previous Action: Multiple platting, PUD amendments

Zoning Classification: R-1, Planned Unit Development

Comprehensive Plan Future Land Use Designation: Neighborhood Commercial
Applicant/Owner: Schmitz Family Holdings

Recommendation: Approve with conditions.

I. Background

This application is to consider allowing 33 rental townhomes. This would be a PUD amendment
similar to what we did last month for Caribou. In addition, they need Site Plan approval from us.
Their Site Plan application is not complete so I will be asking the PC to table that but we can have
a good discussion about the PUD amendment.

The Villages of Creekside is the City’s most unique and complicated development. There is a
variety of uses and home types. In the development we have single family homes, patio homes,
bayhomes, apartments, and commercial uses. The property that these proposed apartments are on
is currently intended to be commercial uses. This is the fifth PUD amendment since the original
concept which had 263 units. This property was originally supposed to be for commercial uses in
the PUD. Similar to what we had last month, the commercial uses needed to be approved by the
City and generally were limited to those commercial uses that would be a good fitin a
neighborhood. Obviously, the original developer’s concept did not work as this property has been
undeveloped for about 17 years so far.

In 2015 a developer approached the City regarding converting this property to an apartment use
also going through a PUD amendment process. After a fair amount of discussion, that application
was ultimately denied. The PUD already had a lot that was approved for a future apartment (which
has since been built). There also was a large amount of neighborhood opposition to that plan which
also played a role in the denial. Traditionally, the City has been very reluctant to modify plans in
places where people already live.

These townhomes would be rentals and would be a mix of two and three bedrooms. Each unit
would have their own garage. The street would be private and would have surmountable curb.

F:\Everyone\Planning\RFA s\2022\Schmitz Villages of Creekside pud d doc Page 1 of 3







SAUK RAPIDS PLANNING COMMISSION REQUEST FOR ACTION

I think it is also important to point out that the original concept for the Villages of Creekside
included for rental townhomes. After the recession, the developer amended that concept and when
with entry-level single-family homes.

The buildings would be vinyl or steel sided with stone accents.

In 2015 there were concerns raised about the increase in traffic that this development would
generate. When this project was first proposed, it was large enough that it triggered an
Environmental Assessment Worksheet (EAW). EAW's are required to look at a variety of issues
that a new development would create and one of them is parking and traffic. The conclusion of the
EAW was that the development, along with other development that would likely occur in the area
over time, would most likely necessitate the need for some traffic improvement at the corner of
CSAH 1 and 29 at some point. That was true based on the original proposal and it still would be
today. When there is enough traffic at that intersection, the County will need to make
improvements to it and that will happen at some point regardless of the townhome project. The
County, City, APO, and School district have just started a study of the Mayhew Lake Road
corridor from County Road 29 down to highway 23. It will be looking at this intersection.

In 2015 some other concerns that were raised were in relation to losing the positive momentum of
the development if the apartments were to go in. I contacted Sartell and they told me of three
developments in Sartell that had apartments at their entrance (and sometimes behind the
development) that also include higher end or executive homes. So, I don’t think nicer looking
townhomes would have a negative impact on the overall development.

My last comment is in relation to the use. There were concerns raised at the meeting in 2015 that
the apartment use would be worse for the development then a commercial use. Typically, from a
planning perspective, going from commercial use to a residential use would be considered a down
zoning and a more compatible use to other residential. There can be exceptions to this but that is a
general rule of thumb. Of course, there could be some commercial uses on that corner that could be
a draw for the rest of the development and the residents pointed some of them out at the last
meeting. The problem is that most commercial retail is driven by traffic counts and rooftops. We
have had national coffee chains look at our downtown but there hasn't been enough traffic there to
get them to commit. There are many more traffic trips per day in addition to much more population
around our downtown then at the corner of 29 and 1. It will likely be many years before this corner
will have the traffic on it to attract a national coffee chain or an interesting boutique. It more likely
would attract a C-Store or maybe a bar/restaurant but that would likely be years away as well.

In my opinion, I believe that this is a good use of this property and I am recommending approval
with conditions.

II. Action
Staff recommends tabling the site plan

Staff’s recommendation is approval of the PUD amendment with conditions.
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SAUK RAPIDS PLANNING COMMISSION REQUEST FOR ACTION

W

The City and the developer will need to come to an agreement on the building materials that
will be used. This is a unique development with a variety of housing styles. The townhomes
will be the first thing that people see when they drive into the development and it will set the
stage for how this development is viewed by the community. They appear to be nice looking
buildings but we need to be certain that they fit the neighborhood.

The applicant will need to complete their site plan application submittal and have the site
plan approved. The site plan will need to include a comprehensive landscaping plan and a
lighting plan.

The applicant will need to submit their civil drawings and have them approved by the City
They will need to install sidewalks on Old Stone Way that meet City specifications.

An amended PUD agreement will need to be executed by both parties.
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APPLICANT INFORMATION
Applicant Name: Schmitz Family Holdings LLC
Property Owner (if different from above):
Application Contact Name: Kevin Schmitz Cell Phone: 320-980-0131
Business Phone: 320-259-0859 Email Address: Kevin@jlspropertymanagement.biz
Mailing address: PO Box 178
| City: Sauk Rapids State: MN ZIP Code: 56379

SUBJECT PROPERTY INFORMATION

Complete Legal Description: SECT-18 TWP-036 RANG E-030 VILLAGES OF CRE EK SIDE PLAT 3 LOT-001 BLOCK-001, SECT-18 TWP-036 RANG E-
030 VILLAGES OF CRE EK SIDE PLAT 3 OUTLOT A, SECT-18 TWP-036 RANG E-030 VILLAGES OF CRE EK SIDE PLAT 3 LOT-002 BLOCK-001

Parcel ID’s: 190469600, 190469700, 190469800 Total Acres: 4.77 + or -
ZONING CLASSIFICATION

Present Zoning: PUD Requested Zoning: Change PUD to Townhomes
PROPOSAL EXPLANATION

Explain Proposal:

Construction of 33 Townhomes made up of 21 Two Story and 12 Patio in 6 buildings. These buildings will complement the existing
neighborhood and well as enhance the entry of the Village at Creekside. Sauk Rapids has a strong history of steady population growth and our
proposal is to help develop Sauk Rapids by adding value and new places to live in the great community.

EROSION CONTROL PERMIT ALSO REQUIRED

Sauk Rapids Ordinance Section 14.04 requires an Erosion Control Permit for any of the following activities:
O Land disturbance activity in excess of 5,000 square feet
I Land disturbing activity that disturbs more than 200 lineal feet of road ditch, grass waterway, or other channel; including the placement,
repair, or removal of any underground pipe, utility, or other facility within the cross section of the channel
O Any new public or private road or access drives longer than 125 feet
O Development that occurs in conjunction with a subdivision plat or any building permit for a new home or multi-family complex.
O Temporary stockpiling of fifty (50) or more cubic yards of excess soil on any lot or other vacant area shall not be allowed without issuance of
an Erosion Control Permit (and any other permit required by city ordinance) for the earth moving activity in question.
Land disturbing activity that disturbs less than 5,000 square feet of land that has any of the following characteristics:
O Within 25 feet of a waterway
O Highly erodible soils
O Any land disturbing activity that the City determines to have a high risk

SIGNATURE
Applicant: //A—ﬁ Date: ‘Z / /é / /23
Property Owner (if different from above): Date:
FOR OFFICE USE ONLY
2009 Fee: $500 Receipt No.: Date Received:

Mailing Address: City of Sauk Rapids; 250 Summit Ave N; Sauk Rapids, MN 56379 + Phone: 320.258.5300 3/10/2022
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According to Section Subdivision of the Sauk Rapids Ordinance Code, 9’x 18’parking stalls are required.
According to Section Subdivision of the Sauk Rapids Ordinance Code, the following minimum setbacks are required:
Front: Rear: Side:

SUBMISSION REQUIREMENTS

Applicant must submit a site plan prepared by a qualified and licensed civil engineer drawn to scale indicating ALL of the following:
O Property lines of the project site and dimensions
O Proposed and existing buildings/structures and their dimensions
O Distances from all buildings/structures to property lines
O Sign location
O Off-street parking spaces/loading areas
O Locations of refuse containers and enclosures
O Location, type (scientific name), and size of landscaping material
O Storm water drainage flows indicated by arrows, elevation points or existing/ proposed contours
[T Location of all public utilities:
< curb lines
2 storm sewer catch basins
< easements
< emergency access
2 telephone
< gas
2 electric cable TV
2 bus line
[ Elevations or renderings of the building/structure are recommended
*All of the above should be addressed somewhere on the site plan or noted in an attached narrative. If an item is inapplicable to the
application, that should be clearly stated.

For properties zoned D-1, provide the following as required by Ordinance Section 10.12A:
O Indicate sidewalks/paths on the site plan and include materials to be used
O Drainage and utility plan
O Floor Plans
O Lighting Plan
O Colored elevations
< Include colored elevation of refuse enclosure and indicate materials to be used
© Indicate materials to be used and glazing percentages
2 Indicate building/structure heights

EROSION CONTROL PERMIT ALSO NEEDED?

Sauk Rapids Ordinance Section 14.04 requires an Erosion Control Permit for any of the following activities:
O Land disturbance activity in excess of 5,000 square feet
O Land disturbing activity that disturbs more than 200 lineal feet of road ditch, grass waterway, or other channel; including the placement,
repair, or removal of any underground pipe, utility, or other facility within the cross section of the channel
O Any new public or private road or access drives longer than 125 feet -
O Development that occurs in conjunction with a subdivision plat or any building permit for a new home or multi-family complex.
I Temporary stockpiling of fifty (50) or more cubic yards of excess soil on any lot or other vacant area shall not be allowed without issuance of
an Erosion Control Permit (and any other permit required by city ordinance) for the earth moving activity in question.
Land disturbing activity that disturbs less than 5,000 square feet of land that has any of the following characteristics:
O Within 25 feet of a waterway
0 Highly erodible soils
O Any land disturbing activity that the City determines to have a high risk

SIGNATURES
174 2 e Date: ?//(0/22_

Property Owne (if different from above): Date:

Applicant:

I attest that this application and attached information is accurate and correctly states my intentions. Initials:
I understand myself or my representative must be present at the public meetings concerning this application. Initials:
I take the responsibility for compliance with all conditions imposed upon site plan approval. Initials:

I understand site plan approval is valid for one year. Initials:

FOR OFFICE USE ONLY
2011 Fee: $400 Receipt No.: Date Received:

Mailing Address: City of Sauk Rapids; 250 Summit Ave N; Sauk Rapids, MN 56379 + Phone: 320.258.5300 311012022



APPLICANT INFORMATION
. Applicant Name: Schmitz Family Holdings LLC )
Property Owner (if different from above):
Application Contact Name: Kevin Schmitz Celi Phone: 320-980-0131
Business Phone: 320-259-0859 | Email Address: Kevin@jlspropertymanagement.biz
Mailing address: PO Box 178
. City: Sauk Rapids State: MN ZIP Code: 56379

SUBJECT PROPERTY INFORMATION
Property address:

. Complete Legal Description: SECT-18 TWP-036 RANG E-030 VILLAGES OF CRE EK SIDE PLAT 3 LOT-001 BLOCK-001, SECT-18 TWP-036 RANG E-

| 030 VILLAGES OF CRE EK SIDE PLAT 3 OUTLOT A, SECT-18 TWP-036 RANG E-030 VILLAGES OF CRE EK SIDE PLAT 3 LOT-002 BLOCK-001

Parcel ID's: 190469600, 190469700, 190469800 | Zoning Classification: Property Site Total Acres or Square Feet:
Square footage of all floors in all existing buildings on property: Square footage of all floors in all proposed building/additions:

Land to Building Ratio (total square footage of all floors in all existing and proposed buildings divided by square footage of the property):

Project Name:
Village at Creekside Townhomes
Project Description:

33 Townhomes made up of 12 Patio Homes 21 Two Story in 6 different buildings

Accurate and complete Statement of Use:

Residential Rental Townhomes

Describe the building materials to be used on all four sides and the roof of the building along with their color(s):

Front:
Vinyl or Metal with Stone Accent Color to be determined

Side 1:
Vinyl or Metal with Stone Accent Color to be determined

Side 2:
Vinyl or Metal with Stone Accent Color to be determined

Back:
Vinyl or Metal with Stone Accent Color to be determined

Roof:
3 dimensional/shingle in earth tone

ORDINANCE REQUIREMENTS

According to Section Subdivision

Mailing Address: City of Sauk Rapids; 250 Summit Ave N; Sauk Rapids, MN 56379 + Phone: 320.258.5300

of the Sauk Rapids Ordinance Code, a site plan is required.

3110/2022
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